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1. GENERAL 


1.1 FEATURES 
1.2 ABBREVIATIONS 
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The MB86605 is an intelligent SCSI protocol controller (SPC) conforming to the ANSI (SCSI-2) standard and 
integrating a PCI local bus interface function. The specification of SCSI controller block is based on the 
MB866093’s one which is another SCSI-2 protocol controller realizes the wide SCSI transfer, but the internal 
operation speed and the performance are improved on the MB86605. The MB86605 is capable of transferring 
up to 20Mbyte/sec at the wide high speed synchronous mode. As for the SCSI bus pins, a totem pole type 
single-ended driver/receiver is incorporated in the device so that it can drive the SCSI bus directly. Further- 
more, the MB86605 is capable of connecting the external differential type driver/receiver. 


The SCSI bus sequence is controlled by commands issued from a system side. So, it supports sequential 
commands that perform the phase-to-phase sequences to reduce the overhead of system’s sequence opera- 
tions. 


As another key feature to reduce the system overhead, the device has a 2Kbytes user program memory to 
store the user program with the commands. Due to this, all the SCSI bus sequences including the data trans- 
fer can be performed automatically. 


As the system interface block, it incorporates a 32-bit PCI local bus interface that easily realizes the SCSI 
interface on the motherboards of PCI bus based PCs and WSs, in addition to a 16-bit separate MPU and DMA 
buses. For the on-chip PCI bus interface, the MB86605 also incorporates a 32-bit DMA controller that is capa- 
ble of supporting the scatter-gather function so that the data transfers can be controlled by both user program 
and the system sides. 


The device is fabricated by the advanced CMOS process and is housed in an 144-pin plastic Shrink Quad Flat 
Package (Suffix : —PMT). 


1.1 FEATURES 


SCSI Protocol Controller Block : 





e Operable as initiator and target 
e WIDE and FAST data transfers 


— Synchronous transfer (max. 20 Mbytes/s: Up to 32 offset values can be set.) 
— Asynchronous transfer (max. 10 Mbytes/s) 


e 64-byte FIFO register for data phase 


e Two types (send-only and receive-only) of 32-byte type data buffers for message, command, and status 
phases (MCS Buffers) 


e On-chip totem pole type SCSI single-ended driver/receiver 
e Supports external SCSI differential driver/receiver 
e On-chip memory to store transfer parameters (up to 15 connected devices) for each ID 


¢ On-chip 16-bit transfer block counter and 24-bit transfer byte counter 
— Maximum Transfer Byte : 1Tbyte at fixed length data transfer 
: 16Mbyte at variable length data transfer 


e Supports various control commands : 


FUJITSU GENERAL 


— Sequential Commands : can perform phase-to-phase sequential operations (functions only when 
issuing from a system side.) 


— Discrete Commands : can perform any desired sequence to program in the user program memory 
— Data Transfer Commands : can program the transfer data length at the user program operation. 


¢ On-chip direct control register for SCAM (SCSI Configured AutoMagically) 


e Supports Multi Selection/Reselection Responses 
— Selection and Reselection responses can be done to plural IDs. 


e On-chip 2Kbyte User Program Memory 
— Two Modes : 2Kbyte x 1 bank and 1Kbyte x 2 banks (While 1Kbyte x 2 banks are selected, host sys- 
tem can access another bank even if the user program is executing.) 
— Access to User program : Burst transfer via I/O access port 
: Direct access to 2Kbyte user program memory (only for PCI bus I/F mode) 


e User Selectable Interrupt Report 


— Unnecessary interrupt reports can be disabled depending on user’s applications to reduce a system 
ISR overhead. 


e Two automatic receive modes 
— Initiator: Can automatically receive information for new phase to which target switched 
— Target: Can automatically receive attention condition generated by initiator 

e Automatic selection/reselection 


— For Command issues : automatically performs to receive MSG/CMD to the selection/reselection re- 
quest from partner device 


— For user program operation : pauses the program currently executed and automatically jumps to the 
specified selection/reselection routine to the selection/reselection request from partner device. 


e Operation Clock 
— System Clock : Max 40MHz 
— Internal Processor Clock : Max 20MHz 


System Specifications 


e Separate MPU and DMA buses called 16-bit Bus Mode 
— Directly connectable to 68-series or 80-series 16-bit MPU. 


— Two transfer modes (Program transfer and DMA transfer (slave mode)) 


¢ PCI Bus Interface Mode 
— Directly connectable to the 32-bit PCI local bus. 
— On-chip 32-bit DMAC to support the scatter-gather function. 
— Supports the PERR&SERR function 
— Supports the INTA# Interrupt Signals 
— Max. 64bytes burst transfer 
— PCI system clock : Max. 33MHz 
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e Data Bus Parity and Address Bus Parity (only for PCI bus interface mode) generation/check function 


Additional Information 


¢ Compact 144-Pin Plastic Shrink Quad Flat Package (SQFP, Package Suffix : —PMT) 
e Supply Voltage : 5V +/—- 5% 


1.2 ABBREVIATIONS 


SCSI-OUTPUT: Data output transfer from SPC to SCSI bus 
SCSI-INPUT: Data input transfer from SCSI bus to SPC 
Command: Internal commands for SPC 

Host MPU: Microprocessor controlling SPC 

MCS: Message (MSG), Command (CMD), Status 

xXxH or xxh: Hexadecimal number 

FIFO: First-In First-Out register 

CDB: Command Descriptor Block 


2. PACKAGES AND PIN ASSIGNMENT 


2.1. PIN ASSIGNMENT 

2.2. PIN LIST 

2.3. PIN DESCRIPTION 
2.3.1. SCSI INTERFACE 


. 16-BIT BUS MODE — MPU INTERFACE 
. 16-BIT BUS MODE — DMA INTERFACE 
. PCI BUS INTERFACE MODE 

OTHER SIGNALS 
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PACKAGES AND PIN ASSIGNMENT 


2.1. PIN ASSIGNMENT 


1) 16-Bit Bus Mode 
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2) PCI Bus Interface Mode 


PACKAGES AND PIN ASSIGNMENT 


DBOE13 
VSS 
DBOE14 
DBOE15 
UDBOEP 
DBOEO 
DBOE1 
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MB8660 5 
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LDBOEP 
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2.2. PIN LIST 


Because the MB86605 has two system interface modes, there is a difference in pin name and function be- 
tween 16-bit bus (either 68 or 80 series interface) and PCI bus interface modes as listed in the table below. 


e 16-Bit Bus Mode PCI Bus I/F Mode 16-Bit Bus Mode PCI Bus I/F Mode 


[10 [Pin Namel VO [PinName| VO [ PinName | [10 [PinName| 10 [PinName| VO | PinName | 


/O /O D114 VO 
[ee ee 
efe[ ee [ele fapel e  [e[ em 
efe[ ee pele fepel = [ef 
Pfe[ ae tele fapel = [ef em 
a 
Ppe[ ee ef ee lee 
Ee 
ppe[ ee fe fee pete efor 
ee Bee 
a 
pele fee lee 
Cd 
ee eee eee 

Pele fe[ fe 


—STOP 


—PERR 


Bp ee Pep pepe 


Note : A short bar “—” added to the pin name in the above table means the active-low signal pin. 
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PIN LIST (CONTINUED) 


a ar | 16-Bit Bus Mode | Bit Bus Mode | PCI Bus VF Mode | Bus I/F Mode Fre 16-Bit Bus Mode PCI Bus I/F Mode 


[10 [PinNamel VO [PinName] VO | PinName | [110 [PinName| VO [PinName| VO | PinName | 


ep Pe pep ffef com 
ep = epee PP 
Ce a 
el ee 


eee 
epee 
ee 
epee 
epee fe 
ee 
epee 
ee 
ee 
a = 
Pe ee 


Note : A short bar “—” added to the pin name in the above table means the active-low signal pin. 
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PIN LIST (CONTINUED) 


Sa war | 16-Bit Bus Mode | Bit Bus Mode | PCI Bus VF Mode | Bus I/F Mode Fre 16-Bit Bus Mode PCI Bus I/F Mode 


ro [PinRamal 16 [Pane] To-[PRName| [To [Pintamal 10 [Pn Nama] To [ Pn Name 


efep eee p ee 
ef ee 
eet eee 
a ( 
a 
pete 
Ce 
pret ee dee 
let ee dee 
let ede mee me 
eee 
Ce 
2 a 
a ( 
lef med eee Tome oe 
ele eee ae 
ele eee 
lef me defen eae 
mle] me de fee ae 
pep ee 
el | en fee 
a 
Ble [ eer epee ae 
ep ee 


Note : A short bar “—” added to the pin name in the above table means the active-low signal pin. 
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2.3. PIN DESCRIPTION 


2.3.1. SCSI INTERFACE 


These are the SCSI control signal input and output pins. 
They can be connected directly to a single-ended SCSI connector. 
Either open-drain or totem pole output can be selected. 


-ATN, -MSG, -C/D, 
I/O 


These are the SCSI control signal input and output pins. 
They can be connected directly to a single-ended SCSI connector. 
The output buffer is the totem pole type. 


—REQ, -ACK 


These are used for output control of SCSI control signals. 
They should be used as control signals for the external differential 
driver/receiver circuit. 


These are the SCSI control signal input and output pins. 
They can be connected directly to a single-ended SCSI connector. 
The output buffer is the open-drain type. 


DBOE15 to DBOE8, These are used for output control of SCSI data bus signals. 
UDBOEP, They should be used as control signals for the external differential 


DBOE7 to DBOEO, 
LDBOEP 


driver/receiver circuit. 


—DB15 to—DB8, -UDBP 
—DB7 to -DBO, -—LDBP 


INIT 
TRAG 


—S/DSEL 


These are used to input and output SCSI data bus signals. 
They can be connected directly to a single-ended SCSI connector. 
Either open-drain or totem pole output buffer can be selected. 


These are used to output signals indicating the chip operating 
status. 

They should be used as control signals for the external differential 
driver/receiver circuit. 


These are used to input signals for selecting the chip opera- 
tion modes. 

Single-ended: Input 0. 

Differential-ended: Input 1. 
While 0 is input to this pin, all the SCSI control signals, data bus 
output control signals, INIT, and TARG signals are fixed with L level. 


This pin is used for a system clock input for SCSI protocol con- 
troller block. (Max. 40MHz) 


SCLK 


Note : A short bar “—” added to the pin name in the above table means the active-low signal pin. 





oO 
PACKAGES AND PIN ASSIGNMENT FUJITSU 


2.3.2. 16-BIT BUS MODE — MPU INTERFACE 


The MPU interface can connect the MPU input/output signals directly by setting the 68-series or 80-series 
mode. 


}-cso Tt Input signals for the MPU to select the SPC as the I/O device. 


-—CS1 Input select signals (external circuit select signals) for the 
MPU to input and output the DMA data bus data via the SPC. 

D15 to D8, UDP /O Upper byte and parity of data bus 
When -CS0 input valid: I/O ports for internal registers in SPC 
When —CS1 input valid: I/O ports for DMA bus data 

D7 to DO, LDP V/O Lower byte and parity of data bus 
When —CS0 input valid: I/O ports for internal registers in SPC 
When —CS1 input valid: I/O ports for DMA bus data 

A4 to AO WU These are used to input addresses for selecting the internal 
registers. 


—RD (R/-W) In 80-series mode: This is used to input the -IORD or-RD signal for 
reading data from the SPC to the MPU. 
In 68-series mode: This is used to input the R/W control signal for 
reading and writing data from the MPU to the SPC. 

—WR (-LDS) In 80-series mode: This is used to input the -IOWR or —WR signal 
for writing data from the MPU to the SPC. 
In 68-series mode: This is used to input the -LDS signal output by 
the MPU when the lower byte of the data bus is valid. 

—BHE (-UDS) In 80-series mode: This is used to input the -BHE signal output by 
the MPU when the upper byte of the data bus is valid. 
In 68-series mode: This is used to input the -UDS signal output by 
the MPU when the upper byte of the data bus is valid. 


Note : A short bar “—” added to the pin name in the above table means the active-low signal pin. 
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2.3.3. 16-BIT BUS MODE — DMA INTERFACE 


Like the MPU interface, the DMA interface has the input/output signals for the 68 series or 80 series. 


Output DMA transfer request signals to the DMAC. 
DMA data transfer between the SPC and memory is requested. 


DREQ 
—DACK Input DMA-enabling signals from the DMAC. 
When the DMA enabling signal is active, DMA reading and writing 


are executed. 
DMD15 to 8 


UDMDP 


DMD7 to 0 
LDMDP 


Upper byte and parity of DMA data bus 

When C81 input valid: The MPU data bus is directly connected. 
When 80-series mode: The 2nd data is input/output. 

When 68-series mode: The 1st data is input/output. 


Lower byte and parity of DMA data bus 

When CS1 input is valid: The MPU data bus is directly connected. 
When 80-series mode : The 2nd data is input/output. 

When 68-series mode: The 1st data is input/output. 


In 80-series mode: This is used to input the -IOWR or —WR signal 
for inputting data from the DMA bus to the SPC. 

In 68-series mode: This is used to input the -LDS signal output by 
the DMAC when the lower byte of the DMA data bus is valid. 


—IOWR (-DMLDS 


—DMBHE (—DMUDS) In 80-series mode: This is used to input the -BHE signal output by 
the DMAC when the upper byte of the DMA data bus is valid. 
In 68-series mode: This is used to input the -UDS signal output by 


the DMAC when the upper byte of the DMA data bus is valid. 


DMAO Input the address data AO signal output by the DMAC in the 
80-series mode. 
In 68-series mode: Connect to power supply pin (Vpp). 
TP 
(Transfer Permission) 


Input DMA-transfer-enabling signals. 

When the TP signal is active, the SPC performs the DMA transfer. 
When this signal becomes inactive during DMA transfer, the trans- 
fer stops temporarily at the block boundary. 





—lIORD (DMR/-W) In 80-series mode: This is used to input the -IORD or—RD signal for 
outputting data from the SPC to the DMA bus. 
In 68-series mode: This is used to input the R/-W control signal for 
outputting and inputting data from the DMAC to the SPC. 
| | 


Note : A short bar “—” added to the pin name in the above table means the active-low signal pin. 
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PACKAGES AND PIN ASSIGNMENT FUJITSU 


2.3.4. PCI BUS INTERFACE MODE 


—PREQ Ea This pin is used to request the bus arbiter for use of the bus. 


—GNT This is the response signal input pin to the REQ signal from 
the bus arbiter. 
AD31 to ADO fe PCI 32-bit address and data multiplexed pins. 


C/-BE3 to C/-BEO Ea Bus command and Byte Enable signals multiplexed pins. 


This is an even parity signal pin for the AD31 to ADO and C/-BE3 
to C/-BEO signals. This PAR signal becomes valid after one 
clock. 

—FRAME This is a frame signal pin that indicates data are transferring on 
the bus 


-—TRDY jae Data Ready signal of Target side. 
-IRDY a een! Data ec | signal of Initiator (Bus master) side. 


-~STOP This is a stop request signal to stop the data transfer from target 
to master. 


—DEVSEL /O Device select pin. While the device is a target, this pin outputs 
the select signal that indicates the self device is selected. While 
the device is a master, this pin functions as an input pin to indi- 
cate that a device on the bus is selected. 

IDSEL Ce This is a chip select signal that indicates the configuration ac- 
cess. 


PCLK PCI bus clock input pin. The maximum clock frequency is 
33MHz. 
—PERR Data parity error input and output pin. 


—SERR [ae Address parity error output pin. 


Note : A short bar “—” added to the pin name in the above table means the active-low signal pin. 





o 
FUJITSU PACKAGES AND PIN ASSIGNMENT 


2.3.5. OTHER SIGNALS 


Pin (Signal) Name | vO | 


—RESET 4 This is used to input system reset signals. 


These pins are used for setting the device operation mode 
as listed in the table below. 


Operation Mode 


16-bit bus mode (68 series mode) 
16-bit bus mode (80 series mode) 
Reserved 

PCI bus interface mode 


—INT O/OD Interrupt output pin. Either totem pole or open-drain output 
buffer can be selected. This pin has an internal weak pull-up 
resistor. 


PO1, POO General purpose output ports that can control the external ac- 
tive SCSI bus terminator etc. Initial signal level on each pin is 
“L”. Thoese pins are available only for PCI bus interface 
mode. 

Pli, Plo lU General purpose input ports. Available only for PCI bus inter- 
face mode. 


eer 


No connection and unused pins. These pins exist on the only 
PCI bus mode. These are internally pulled-up, and do not con- 
nect to the pins. 





I: Input pin 

O : Output pin 

I/O : Input and output pin 

OD : Open-drain output pin 

IU : Input pin with pull-up resistor 


Note : A short bar “—” added to the pin name in the above table means the active-low signal pin. 


2-12 





3. FUNCTIONS 


3.1. BLOCK DIAGRAM — 16-Bit Bus Mode ... 3-3 
3.2. BLOCK DIAGRAM -— PCI Bus Interface Mode3-4 
3.3. BLOCK FUNCTIONS 
3.4. INTERNAL REGISTERS 

3.4.1 Internal Registers at the 16-Bit Bus Mode 


3.4.2 Internal Registers at the PCI Bus Interface Mode . 3-15 
3.4.3 List of Internal Registers 


3.5. PCI Bus Interface Function 
3.5.1 PCI Configuration Registers 
3.6. FUNCTIONAL DESCRIPTIONS OF INTERNAL 
REGISTERS 
3.6.1. BASIC Control Register 
. INITIAL SETTING REGISTER 


.3. USER PROGRAM MEMORY REGISTER 
. SCAM REGISTER 


FUNCTIONS FUJITSU 


3.1. BLOCK DIAGRAM -— 16-Bit Bus Mode 


D15 to D7 to 
D8, DO, 


INT UDP LDP wR  -RD -CSO -CS1 A4toAO —BHE MODE1 MODEO 


SCSI Interface + | 


MPU Interface 
—-MSG 


—C/D 


0 5 
Internal [5 Various 
—ATN Processor Registers 


BSYOE 


—BSY 


SELOE (32 bytes) DMA Interface 
Receive 
-SEL MSG, CMD, 
Status 
RSTOE Buffer 
Phase 


—RST Controller 


= (32 bytes) 
REG Send MSG, 

CMD, Sta- 
—ACK Controller tus Buffer 
DMD15 to 


INIT DMD8, UDMDP 


DMD7 to 
TARG 
(2048 bytes) DMDO, LDMDP 


User 
—DB15 to -DB8, -UDBP Program 


<> 
—DB7 to -DBO, -—LDBP 
<-> 


DBOE15 to DBOE8, UD- Register 


BOEP (64 bytes) 
<— 
DBOE7 to DBOEO, 
LDBOEP 
oe 


-S/DS 
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FUJITSU 


FUNCTIONS 


3.2. BLOCK DIAGRAM -— PCI Bus Interface Mode 


MODE1/MODE0O C/-BE3 


2 AD31to te—-BEO 
ADOO PAR 


SCSI Interface 
—MSG 
-C/D 


-/O 
Internal 


—ATN Processor 


BSYOE 
—BSY 
SELOE 
-SEL 


RSTOE 
Phase 


—RST Controller 


—REQ 
Transfer 


—-ACK Controller 


INIT 


TARG 


—DB15 to —-DB8, 
—-UDBR=> 


—DB7 to -DB0<—> 
—LDBP 


DBOE15 to 
DBOE8., 
UDBOEP 


DBOE7 to 
DBOEO 
LDBOEP 


—S/DSEL 


—FRAME 
—TRDY 


—-IRDY 


-PERR PCLK 
-SERR ; —RESE 


—DEVSEL -PREQ 


—STOP -IDSEL —GNT 


PCI Interface 


Various 


Registers 


(32 bytes) 
Receive 
MSG, CMD, 
Status 
Buffer 


(32 bytes) 
Send MSG, 
CMD, Sta- 
tus Buffer 


(2048 bytes) 


User 
Program 
Memory 


Data 

Register 

(64 bytes) 
Burst FIFO 
(64 bytes) 





Note : A short bar “—” added to the pin name in the above diagram indicates the active-low signal pin. 
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FUNCTIONS FUJITSU 


3.3. BLOCK FUNCTIONS 


1. Internal Processor 


This processor provides the sequence control between each phase. 


2. Timer 
This timer manages the timing parameter, specified by SCSI standard: 


e REQ/ACK assertion time for data at asynchronous transfer 
© Selection/reselection retry time 

© Selection/reselection timeout time 

e REQ/ACK timeout time during transfer 


Asynchronous transfer (target) Time required for initiator to assert ACK signal after asserting 
REQ signal 

Asynchronous transfer (initiator) Time required for target to negate REQ signal after asserting 
ACK signal 


Synchronous transfer (target only) Time required for target to receive ACK signal for setting offset 
value to 0 from initiator after sending REQ signal 


3. Phase Controller 


Controls the arbitration, selection/reselection, data-in/out, command, status, and message-in/out phases 
executed on the SCSI bus. 


4. Transfer Controller 


This controller controls the information (data, command, status, message) transfer phases executed on the 
SCSI bus. 


There are two types of transfer for executing the information transfer phases. 


e Asynchronous transfer: Control by interlocking REQ and ACK signals 
e Synchronous transfer: Control with maximum of 32-byte offset value in data-in/out phase 


Depending on the data migration, there are the following two modes. 


e Program transfer: Performed via MPU interface using data registers 
e DMA transfer: Performed via DMA interface using DREQ and —DACK pins 





In synchronous transfer mode, the tansfer parameters can be saved for each ID and are automatically set 
when the data phase is started. The transfer byte count is determined by block length times the number of 
blocks. 


e Transfer mode 
e Minimum cycle period of REQ or ACK signal sent from SPC in synchronous transfer 
¢ Maximum value between REQ and ACK signals in synchronous transfer 


FUJITSU FUNCTIONS 


5. Control Registers 


¢ Command register 
Specifies each command with an 8-bit code. 
When using the user program, specify “1” at the Bit 7. The lower 7 bits (Bit6 to BitO) are invalid . 


e Nexus status register 
Indicates the chip’s operating condition, the nexused partner’s ID, and data register status. 


¢ SCSI control signal status register 
Indicates the status of SCSI control signals. 


e Interrupt status register 
Indicates the interrupt status with an 8-bit code. 


¢ Command step register 
Indicates the execution status of each command with an 8-bit step code. 
Error causes can be analyzed by referencing the interrupt status register and this register. 


¢ Group 6/7 command length setting register 
Sets the group 6/7 command length not defined in the SCSI standard. 
Setting this register determines the group 6/7 command length. 


6. Receive MSG, CMD, Status Buffer (Receive MCS Buffer) 


This is a 32-byte receive-only information buffer that holds the information for the message, command, and 
status received from the SCSI bus. 


7. Send MSG, CMD, Status Buffer (Send MCS Buffer) 


This is a 32-byte send-only information buffer that holds the information for the message, command, and sta- 
tus sent on the SCSI bus. 


8. User Program Memory 


This is a 2048-byte program memory that stores programmable commands. It can be configured as a 
1024-byte x 2 banks or 2048-byte x 1 bank. 


9. Data Register 
This is a 64-byte FIFO data register that holds data in the data phase executed on the SCSI bus. 


10. Burst FIFO 


64-byte FIFO type data buffer to perform burst transfer during the PCI bus interface mode. The MB86005 
features a 128-byte FIFO with: 64 byte Data Register and 64 byte Burst FIFO in the PCI bus interface mode. 


11. DMA Controller 


This is a 32-bit DMA Controller that features scatter gather function. This DMAC is a bus master during the 
PCI bus interface mode. 


FUNCTIONS FUJITSU 


3.4. INTERNAL REGISTERS 


The MB86605 internal registers are composed of: BASIC Control Register, MCS Buffer, SCAM Register, User 
Program Memory, and Initial Setting Register. 


In the 16-Bit bus mode, those registers are accessed by window switching. In the PCI bus interface mode, all 
the registers except SCAM Register can be directly accessed (the window is released). Access to the SCAM 
register is provided via the window. 


In the 16-bit bus mode, the address of registers that have 2bytes or more length (data block register) depends 
onthe MPU type. Inthe 68 series mode (Mode 0), the register address is Big Endian orientation and in the 80 
series mode (Mode 1), it is Little Endian orientation. In the PCI bus interface mode, the register address is 
Little Endian orientation. 


When enabling the access of the memory space in the PCI bus interface mode, the PCI bus can directly ac- 


cess the user program memory. In addition, the 32-byte MCS buffer registers can be directly accessed without 
switching the bank. 


3.4.1 Internal Registers at the 16-Bit Bus Mode 


(1) Register Access 


Mode 0 : 68-series mode 


eA ese 
Even-address register Odd-address register 


Note: Connect the AO pin to the High level, or leave it open. 





Mode 1 : 80-series mode 


fees) eee Se ee 
Odd-address register Even-address register 





FUJITSU FUNCTIONS 


(2) Register Allocation : 


The following table is a register map in the 16-bit bus mode. 


Register Window 00 | Register Window 01 | Register Window 10 | Register Window 11 
00h 


BASIC Control Register Window 


MCS Buffer SCAM Register User Program Initial Setting 
Window Window Memory Window Register Window 





FUNCTIONS FUJITSU 


(3) BASIC Control Register 


Uy oy 
Lid 


Initial Setting SCAM Register MCS Buffer User Program 
Register Window Window Window Memory Window 


| so | tees 
When Read 


SCSI output data register SCSI input data register 


[eee 
Peete fbb femora 
ee 2) oe ee | eee 
00000 
Foafosfo] fo] | o| Data byte register (LSB)/MC byte | 
eee ee 
Cea 
ely Clee a 
Pe eee eee 
eee eee 


Note : MT : Address for the 68 series Interface Mode. 
IN : Address for the 80 series Interface Mode. 
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FUJITSU FUNCTIONS 


(4) Initial Setting Register Window 


Basic Control 
Register 


Ve 
Anitial Setting’ / SCAM Register MCS Buffer User Program 
MMA WTO. Window Window Memory Window 


WM 


ea |e 
Pp Telefe [aoe [ 
Pee TE [arene 
POTD? [emenecmee [ 
ETT DP [aanecneceem [ 
Pe Efe [acer [ 
TOD [areca [ 
PTT [= [arses [ 
PTSD T [| rmenaatsseear [ 
a 
LEE [rons 
0 
0000 oe 
0 
eLTT [| eroeeseewenerens [ 


Soh SPC timeout | SPCtimeout setting register register Revision indication | Revisionindication register 


When Read 
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FUNCTIONS FUJITSU 


(5) MCS Buffer Window 


Basic Control 
Register 


Initial Setting SCAM Register ff User Program 
Register Window Window indew 447 Memory Window 


Address 


me 

[ele [ao 
Pp fe fe fe | faenae wee 
PP Pe fe le [means eereesone 
Pel fe fe [| [amenwsne eevee 
Pa Te fo[ [amemsne owes 
Pee [ | [aewnnsnne eee 
Pe eT [  [aewnnsane [serene 
Pee | [aeeresa some 
PPT [ieeresane reese 
TT [| | [ieeresaee reese 
PTT Lee [ieersaee [reson 
EN 
TTT [eoresnee eee 
PL TTT serene creme 
Pelee Te [ee fete etna 
Pelee [+ lease Deemer 


When Read 
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FUJITSU FUNCTIONS 


— Send MCS Buffer (Write) 

This is a 32-byte buffer to which the outgoing (send) messages, commands, and status to be sent are written. 
Write the messages, commands, and status from address 0. 

The SPC will send data from address 0. 


When the command required to access the Send MCS buffer is issued, access to the Send MCS buffer is 
prohibited until the command is terminated. 


— Receive MCS Buffer (Read) 

This is a 32-byte buffer from which received messages, commands, and status are read. 

The SPC will store the received from address 0. Read address 0 to receive MCS information. 
Receive MCS Buffer access should be performed under the following conditions: 


1. When the device is an Initiator : 
Should be done after a completion of data receive command for Receive MCS buffer or after a completion of 
the automatic Reselection Response Operation until issuing “RESET ACK” command. 


1. When the device is a Target : 
Should be done after a completion of data receive command for Receive MCS buffer or after a completion of 
the automatic Selection Response Operation until a change of Phase. 


When the command required to access the Receive MCS buffer is issued, access to the Receive MCS buffer 
is prohibited until the command is terminated. 


When the message, command, and status are received, always read the Receive MCS buffer. The number of 
read bytes is given in the Modified Byte Register. 


The next message, command, and status cannot be received unless all the data is read. 
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FUNCTIONS FUJITSU 


(6) User Program Memory Window 


Basic Control 
Register 


Initial Setting SCAM Register MCS Buffer 
Register Window Window Window 


Address 


= 
el ToT [T= 
0000 oo 
ep fewer eee 
PTE TL ef eeereremn aren 
PTET LD [a imernrnnisn arte 
Peer 

User program memory data port 
PP rere 
PPE E Efe 
00000 
PTTL [emer [re 
PTE [| perenne |r 
DeLee [eamenenmenee |r 
elel Te [ [8 [ammeenen |e 
OS 
Perit Ss 
Sree 


Note : MT : Address for the 68 series Interface Mode. 
IN : Address for the 80 series Interface Mode. 


When Read 
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FUJITSU FUNCTIONS 


(7) SCAM Register Window 


Basic Control 
Register 


LL, 
Initial Setting ABIES MCS Buffer User Program 


Register Window Z // Up Window Memory Window 


WMA 


Address 


me 

fale [ae 
Peele [ef [eemesmee 
EN 
eee pe free fee 
Peete D Tree fore 
Pe eT freee Pern 
PETE frown [men 
PTT DT Grew  Pimen 
PTE fewer 
A 
0 
NN 
FN 
PT oe en 
FN 
PP femee Dee 


When Read 
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FUNCTIONS FUJITSU 


3.4.2 Internal Registers at the PCI Bus Interface Mode 


(1) Configuration Register 


eas fo 
[eens [inom 
ee 
rte 
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FUJITSU FUNCTIONS 


(2) Operation Registers (BASIC Control/Initial Setting/MCS Buffer/User Program Registers) 


eo 
Lee 
ee ee ee ee 
Nexus Status SPC Status PCI INT Enable Reg | Reg/ PCI Control Reg 

a 
Data Byte Register | 8h | 
[esinescsie [onwe7 commen | iewmébe [Pave | 

SPC Timeout / Rev. Response Own ID } ech | 
Cietenbateneace | — [a 

User Program Memory Access Register 34h 


SEL/RESEL Program Start Address User Program Operation Start Address 38h 


eee eee ae 
[researe | neseane | wesaacor | nose | 
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FUNCTIONS FUJITSU 


3.4.3 List of Internal Registers 
(1) BASIC Control Register 


| Address" | ; : 
Bank Register Name R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
phe 


SCSI First Data 


Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


om | Data SCSI Second Data 


> on Bit7 | Bite | Bits | Bit4| Bs | Bit2 | Bit1 | Bito 


ise 05h | DMA Transfer DA15 | DA14 | DA13| DA12| DA11 | DA10 SO 
Address Register 
i ea 06h DA23 | DA22 | DA21| DA20] DA19 | DA18 | DA17| DA16 
" 
ie 


ap 


I 
ep 
Ee 
eee 


PCI Modified Byte PCI Modified Byte Register 
10h | Register PMB7| PMB6 | PMB5| PMB4| PMB3 | PMB2 | PMB1| PMBO 
PCI Control hg ace Read | Read 
Register multi } line 
PCI Status detect | Sig. Sys] RX Mas]RX TRGSig TRG] Data Prt 
11h | Register PTerr| err Abrt. | Abrt.|  Abrt. err 
PCI Interrupt DTPE |SSE INT] RMA Int] RTA In STA Int | Dape. int 
Enable Register Int. err} Enbl Enbl Enbl err 
SPC Status SPC |Datatrar. SPC | Ig. wide |data tran 2G 
02h 12h | Register Busy Rdy | TMout] resi. req. full 
XX Direct Control ATN TMout 
Register CNTL clear 
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empty 





FUJITSU FUNCTIONS 


(1) BASIC Control Register (Continued) 


Bank Register Name R/W} Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


Nexus Status ct, aig: No | DMA Last Nexus ID 

Register ct, Mode | padding misali LN1 | LNO 
XX 

/O Control Maria Auto Mis| INT |SCSI DR CNTL 

Register Mis endl enbl | CNTL | DCi | DCO 


Interrupt Status Interrupt Status 
XX Register IC7 1C4 IC2 ICO 
SEL/RESEL ID SEL/RESEL ID 
Register SI3 sl2 si 
Command Step ee ar = ha pa eT Step 
Register CS7 csi 
Command Weer Seer ce 
Register pro. op.| CM6 CM4 CM1 | CMO 
0 | oen| o7 7 | BLi5} BLi4 | BL13] BL12} BL11 | BL10 | BLO] BL8 
Data Block ; 
now |W eee ee ele 
Data 
MC Byte 
en | Po eee 
es Control Sig- REQ| ack | ATN | SEL] BSY 
OBh nal Status Register 
Diagnostic Control] w | Diag | Diag Diag Diag Diag leg Diag 
Register REQ | ACK ATN BSY | MSG vO 
OCh |1Ch | Transfer Mode R/W] Sync | Wide 
Register trans. | trans. 
XX ODh |1Dh | Transfer Period |R/W ee ae 
Register TP2 
XX OEh |1Eh | Transfer Offset R/W Ra ae ian 
Register TO2 
Modified Byte oe Byte Register 
XX OFh |1Fh | Register MB3 | MB2 | MB1 | MBO 
Window Address | W | Window ee . a 
Register Ws1 Sal’ 


cee 





Note 


MT : For 68 series MPU 
In : For 80 series MPU 
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(2) Initial Setting Register 


Bank Register Name R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


et Conversion ees Conversion 
10h |20h | Setting Register CC7 cc1 | cco 

Own ID Setting ID 

ols On | O10 
Response Opera- 
R/W] RESEL] SEL | Auto RX| Parity Single} No 

11 13h Jogn |SELVRESEL Opera; aw} RESEY Auto | Auto | Targ. 
tion Mode Set Reg. OP | RESEL| SEL |Phase 
SEL/RESEL Retry | pw SEL/RESEL Retry Retry Start Time 

24h , 
Setting Register SR7} SR6 | SR5 | SR4 | SR3 |] SR2 | SR1 | SRO 
SEL/RESEL Time | pw SEL/RESEL Timeout 
out Setting Registe st7 | st6é | st5 | ST4 ST3 sT2 | ST1 | STo 
REQ/ACK Timeout} pw Bien sige 
Setting Register RT7 RT4 
Async. Setup Time| pyw a Saw Time 
Setting Register AT3 
Parity Err Detection | pray} scsi| scsi Sys. | MPU MPU DMA | DMA 
Setting Register P—chk] P-gen pédieve P-chk | P—gen P—chk| P-gen 
Interrupt Enable | yw} alint. Auto S/R Bree Report | Phase | Trans.| SCSI 
Setting Register enbl enble | “onble} nb! | err enbl| err enblres enb| 
2Ah Group 6/7 Command] pyw Group 7 oa ee ae 6 ele te 

Setting Register GL7 GL4 

11 1Bh_ |2Bh | Response Own ID “Fos roe ID 
Indication Register RO3 

Response ID 

Response Own ID15| ID14 | ID13 | 1D12 | ID11 ID10 


oe ID 
Setting nadie 


. i el feta 
wloge Set Beastie! ignore] Mode mask | mask | mask [ACK reg 
Reggie | | mur] ve | mis Love [We | we | avi | ve 
oFh | Register 
SPC Timeout oe aie he 
Seting edie |" | ror] ros | vos [ow [Tos | Toe | ror | om 





MT : For 68 series MPU 
In : For 80 series MPU 
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FUJITSU FUNCTIONS 


(3) MCS Buffer Register 


n Register Name R/W} Bit 7 Bit 6 
T PCI 


| Send MCS Buffer oth |W Bit7 | Bité 
| Send MCS Buffer 02h | W Bit7 | Bité 
| Send MCS Buffer oan |W Bit7 | Bité 


= Receive MCS Buffer 06h Bit 6 


Bit 5 Bit 4 Bit 3 


Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 it 
Bit 2 Bit 0 
Bit 2 Bit 0 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


= 
w 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


= 


Bit 5 Bit 4 Bit 3 


efeanras 
. Receive MCS Buffer OF 
1Fh 
*: MT : For 68 series MPU 
In : For 80 series MPU 


Bit7 | Bit6 


Bit7 | Bit6 


Bit 5 Bit 4 Bit 3 


= 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


= 


Bit7 | Bit6é | Bits Bit 4 Bit 3 


Bit7 | Bité6 | BitS Bit 4 Bit 3 


= 


Bit 7 


WO 


it6 Bit 5 Bit 4 Bit 3 


Bit 7 it6 | Bits Bit 4 Bit 3 


Bit 7 it6 | Bits Bit 4 Bit 3 


Bit 7 


W 


it6 Bit 5 Bit 4 Bit 3 


W 


Bit 7 it6 | Bits Bit 4 Bit 3 


= 


Bit7 | Bit6é | Bits Bit 4 Bit 3 


= 


Bit7 | Bit6é | BitS Bit 4 Bit 3 


= 


Bit7 | Bité6 | Bits Bit 4 Bit 3 


= 
wo 


Bit 7 it6 | Bits Bit 4 Bit 3 


= 


Bit 7 


Ww 


it6é | BitS | Bit4 Bit 3 


® 


Bit 4 Bit 3 


oO 


Bit 7 i 


o 


t Bit 5 
t 


a 


[={ >| =| >| <{ =| = af =| | | =| =| >| =| 2] | =| =| =| =| 2] | =| =| =[ =] 2/<[=]=]>] 2 


Bit 7 Bit 5 Bit 4 


h 
h 
h 
h 
h 
h 
h 
h 
h 
h 
h 
h 
h 
h 
h 

Bit 3 
h 


Cc 
40 
A 
42 
43 
44 
45 
46 
47 
48 
49 
4A 
4B 
4c 
4D 
4E 
4F 


D 
top) 


Bit7 | Bit6é | Bits Bit 4 Bit 3 
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: 


Bit4 | Bit3 
Bit3 | Bit2 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 Bit 0 
Bit 2 it 
Bit 2 Bit 0 
Bit 2 Bit 0 


(3) MCS Buffer Register (Continued) 


Ban Register Name RW] Bit7 | Bité 
: 


Receive MCS Buffer 10h Bit 6 
5 

Send MCS Buffer 10h_ | W Bit 6 
sm Receive MCS Buffer 11h Bit 6 
5 
5 


Bit 5 


Bit 5 
10h 
Bit 5 
Bit 5 


Bit 5 


0 
Send MCS Buffer 11h Ww Bit 7 Bit 6 
Receive MCS Buffer 12h Bit 7 Bit 6 

2 
Send MCS Buffer 12h WwW Bit 7 Bit 6 
Receive MCS Buffer 13h Bit 7 Bit 6 

53 
Send MCS Buffer13h_ | W Bit 6 

54 

5 


Bit 5 Bit 4 


— 


= 
Ss = 


Bit 5 Bit 4 


Bit 5 Bit 4 Bit 3 


= 
wo 
= 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


h 
h 
h 
h 
Receive MCS Buffer 14h Bit 7 Bit 6 

h 
Send MCS Buffer 14h W | Bit7 | Bité 

h 

h 

h 

h 

h 


Bit 5 Bit 4 Bit 3 


= 
wo 


Bit 5 Bit 4 Bit 3 


Receive MCS Buffer 15h it 6 
5 
Send MCS Buffer 15h Bit 7 it 6 
Receive MCS Buffer 16h Bit 6 
56 
7 


Bit 5 Bit 4 Bit 3 


= 


Bit 5 Bit 4 Bit 3 


1 
Send MCS Buffer 16h Bit7 | Bité 
Receive MCS Buffer 17h 
5 
Send MCS Buffer 17h 
Receive MCS Buffer 18h 
58 
Send MCS Buffer 18h 
Receive MCS Buffer 19h 
59 
Send MCS Buffer 19h 
Receive MCS Buffer 1Ah 
5Ah 
Send MCS Buffer 1Ah 
Receive MCS Buffer 1Bh 
5Bh 
Send MCS Buffer 1Bh 
Receive MCS Buffer 1C 
5Ch 
h 
h 
h 


Bit7 | Bit6 


Bit7 | Bit6 


Bit 5 Bit 4 Bit 3 


= 


Bit 5 Bit 4 Bit 3 


Bit 5 Bit 4 Bit 3 


= 


Bit7 | Bit6é | Bits Bit 4 Bit 3 


Bit7 | Bité6 | Bits Bit 4 Bit 3 


= 


Bit7 | Bité6 | Bits Bit 4 Bit 3 


Bit 7 it6 | Bits Bit 4 Bit 3 


Bit 7 it6 | Bits Bit 4 Bit 3 


Bit 7 


W 


it6 Bit 5 Bit 4 Bit 3 


W 


Bit 7 it6 | Bits Bit 4 Bit 3 


= 


Bit7 | Bit6é | Bits Bit 4 Bit 3 


= 


Bit7 | Bit6é | BitS Bit 4 Bit 3 


E 
F 


= 


Bit7 | Bité6 | Bits Bit 4 Bit 3 


= 
wo 


Bit 7 it6 | Bits Bit 4 Bit 3 


= 


Bit 7 


Ww 


it6é | BitS | Bit4 Bit 3 


® 


Bit 4 Bit 3 


oO 


Bit 7 i 


o 


Send MCS Buffer 1Eh Bit 5 


Receive MCS Buffer 1F 


Send MCS Buffer 1Fh 


t 
t 


a 


[=| >| =| >| <{ =| = >f =| | | =| =| >| =| 2] | =| =| =| =| =] | =| =| =[ =] 2/ [=] =]=| 2 


Bit 7 Bit 5 Bit 4 Bit 3 


D 
top) 


1Fh | 5 


Bit7 | Bit6é | Bits Bit 4 Bit 3 


Sel. . 

Le 
| 
Bi 
el 
oi 
Gi 
ar 
ae 
Bie 
ae 
a 
oe 
er 
ee 
ais 
aT 





*: MT : For 68 series MPU 
In : For 80 series MPU 
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4) User Program Memory Register 


J Address * | 
Bank Register Name R/W} Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
rte 


son | Use acter | wer | Bank Bank 
} toh | son | Control acter | ee Bank 


pesoresy | 


oma ete 

12h} 13h] 33h 
renster ste Ades | W | ee 
Jeu acrom pot] A] OA” | cae | cas | ova] can | xe | car | | 

10) 113h}12h|32h 
Traetr stat Access] W | TS7 | Tes | Tse | Te] Tss | Tee | TS! | 150 


User Program First Data 
Bit 7 Bit 6 Bit 5 Bit4 | Bit3 Bit 2 Bit 1 Bit 0 


eel ede pecan Data . . 
User Program Memory RW Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


36h Data Port User Program Third Data 
Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
37h User Program Fourth Data 
Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Operation Start Ad- | R/W 
Response Start R/W 
eee eee ey ee ee 
pees) SPR eeee fee el | |e 
| cere [eae |e | le Pe) 
ea ee ae a ee ERIE 


*: MT : For 68 series MPU 
In : For 80 series MPU 
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eile : - 


(5) SCAM Register 


Register Name Bit 3 


SCAM Data Bus Registe 
SCAM Control Register 
(Reserved) 

(Reserved) 

(Reserved) 

(Reserved) 

(Reserved) 

(Reserved) 

(Reserved) 

(Reserved) 

(Reserved) 


(Reserved) 


(Reserved) 
(Reserved) 
(Reserved) 
(Reserved) 


: MT : For 68 series MPU 
In : For 80 series MPU 
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3.5. PCI Bus Interface Function 


MB86605 has a PCI Bus Interface conforming to the PCI LOCAL BUS SPECIFICATION Revision 2.0 enabling 
the device to be directly connected to the PCI bus. In addition, the MB86605 may be used in conjunction with 
traditional MPU and DMA Interfaces. 


(1) How to Set the PCI Bus Interface Mode 


The operation mode is set via pins MODE 1 and MODE 0. By setting “1” to both MODE 1 and MODE Opins, the 
interface is set to PCI Bus Mode. 


(2) PCl Bus Commands 


The MB86605 supports the PCI bus commands as listed in the table below. 


omen Command Type Master Operation Target Operation 


Special INT ACK 
Special cycle 
I/O read 


I/O write 


Memory read 


Memory write 


Config. read 


Config. write 
Memory read multi 
Dual ADR cycle 
Memory read line 


Memory write & 
Invalidate 





O : Supported 
X : Not supported 
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734 
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: Register/memory access area is specified by the bits 1and 0 of the PCI configuration register. 
*2: 


Can be issued instead of the Memory read command. (It can be selected by the PCI read command 
control register.) 


Recognizes it as the Memory read command. 
Recognizes it as the Memory write command. 
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3.5.1 PCI Configuration Registers 


(1) Vendor ID (Address 00h and O1h : Read only) 


10CFh are read out from these addresses. 


(2) Device ID (Address 02h and O3h : Read only) 


2001h are read out from these addresses. 


(3) Command Register (Address 04h and O5h : R/W) 


15 14 13 12 11 10 9 





—SERR Sage = | 
Parity Error Response 
Bus Master Enable — A AA A A ______* 
Memory Space Enable 
I/O Space Enable 


The following table lists the each bit function. 


mn 


Value | Function 
Read data is always 0. 
Does not output -SERR signal. 


—SERR Read/ 
Enable Write 


Outputs the -SERR signal. The -—SERR signal is as- 
serted only when the address parity error is detected 
during the target operation. 

Read data is always 0. 

Does not detect the parity error. 


Detects the address and data parity error. 


Read data is always 0. 


Bus Master Read/ 
Enable Write 


Inhibits the PCI Bus master operation. 


— 


Parity Error Read/ 
Response Write 


Makes the PCI Bus master operation enable. 
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Continued from the previous page. 


1 Memory and User program | Register access 
0 


I/O Space 


memory access 
Enable 


Disable Disable 

Disable Enable (I/O command) 
Enable Enable (Memory command) 
Enable Enable (I/O command) 
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(4) Status Register (Address 06h and 07h : R/W) 
15 14 13 12 11109 8 7 6 5 4 3 2 1 #0 


Peet «M-TH. [or 20" [20.20 (20) [0 


ravens [ooo fo fof] +fofofefefofofopefe 


| | Le Data Parity Detected 
DEVSEL Timing 





Received Target Abort 
Received Master Abort 
Signaled System Error 
Detected Parity Error 


The following table lists the each bit function. 


Detected Read 
Parity Error 


Value | Function 


No Data Parity Error. 


Detects the data parity error. This bit is set when the 
data parity error is detected regardless of the value for 
the bit6 of the Control Register (Parity Error Response). 
No operation. (Does not influence.) 

Clears this bit. 

No Address Parity Error. 


Detects the address parity error and asserted -SERR. 


No operation. (Does not influence.) 


Clears this bit. 


Received Read 
Master Abort 


No master abortion. 


Pauses transfer by the master—abort 
No operation. (Does not influence.) 


Clears this bit. 





14 Signaled Read 
System Error 
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Continued from the previous page. 


Received No Target abortion. 
Target Abort 
Pauses transfer by the target-abort 


No operation. (Does not influence.) 


Clears this bit. 


Unused Ea 0 is always read out. 
DEVSEL Read 01 01h is always read out (for medium). 
Timing 


Data Parity Read [eel No Data Parity Error. 
Detected 


Detects the data parity error. However, this bit is set in 
case that the -PERR is asserted when the bit6 of the 
control register =1 (Parity Error Response Bit) during the 
master operation. or the master detects that the -PERR 
is asserted by a Target. 


Write Ve No operation. (Does not influence.) 


{ Clears this bit 


7-0 [I ieee 0 is always read out. 


(5) Revision ID Register (Address : 08h ; Read only) 





The same value as the Revision register of the Initial Setting Registers is read out. 


(6) Class Code (Address : 09h,0Ah, and OBh : Read only) 
Class code = 010000h. 


(7) Cache Line Size (Address : 0Ch) 
This is not supported by MB86605. Initial value is OOh, and can not be written to this register. 


(8) Latency Timer (Address : ODh, R/W) 


The initial value is OOh. During the master operation, the counter is decremented by arising edge of the PCLK 
after the assertion of the -FRAME signal. The SPC aborts the bus after the Timeout (with the master-abort). 
The upper 5 bits can be written, but the lower 3 bits are set to 0 and cannot be written. This register does not 
function if 00 is written. (A value must be set to this register or the PCI specification will be violated.) 


(9) Header Type (Address : OEh, Read only) 
Header type = 00h. 
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(10) BIST (Built-in Self Test) (Address : OFh, R/W) 
This is not supported by MB86605. Initial value is OOh, and can not be written. 


(11) Base Address (Address 10h to 27h : R/W) 


— Base I/O Address : this is a register to set the base address of the MB86605 internal register. The address of 
the internal registers is allocated from this base address. 


31. 30 29 28 27 26 25 24 23 22 21 20 19 18 17 


Beer 
ei = sleeper ected divest Meet Ie peM fT a 
ied aoa 1])9¢ OF] [A © [EP eS ee ae ere [|e 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 #0 
(a A ee 
pare SIE TSE SS TE SE ES SIE eS Ie 
etal) 0 [20s (FOr P| [er eee ee 


) FFFFFFOth is read out after writing FFFFFFFFh (all “1”) to this register. (Maximum I/O space 
z 256-byte.) 





2) The written value can be read out after writing the I/O address. 
3) The I/O address can be set in 256-byte boundary. 


4) The actual internal registers are 96 bytes and they are allocated in the addresses 00h to 5Fh. Ad- 
dresses 60h to FFh are unused. 


— Base Memory Address : If a direct memory access is performed to the user program memory, set the base 
address of the user program memory to be allocated. Also, the user program memory can perform the I/O 
access through the user program memory data port in addition to the memory access. 
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31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 


eer 
ees ND ee Ie Me ale cele eel eo sill dee Micali 
rae a1] OF] [A | © Pe NEO eS eae sar pe [ee 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 #0 
Pines 8 ere [em nese es [| a be 0 
Wee NT IE a I Ge I ee 
SIRE MTES TE ee Nee se Ue 0 se 


1) FFFFFOOOh is read out after writing FFFFFFFFh (all “1”) to this register. (A maximum of memory 
space is 4096-byte.) 





2) The written value can be read out after writing the memory address. 
3) The memory address can be set in 4K-byte boundary. 
4) The actual user program memory is 2Kbytes and it is allocated in the addresses 800h to FFFh. 


The addresses 000h to 7FFh are unused. (When the internal registers are assigned in the memory 
space, the addresses 000h to 05Fh are allocated for the internal registers.) 


— The addresses 18h to 27h are unused and they can not be modified. The read out value is all 0. 


(12) Expansion ROM Base Address (address 30h to 33h) 


They are unused spaces and can not be written. The read out value is all 0. 


(13) Interrupt Line (Address 3Ch, R/W) 


This is an 8-bit register to set the interrupt line to be used. (It can be read and written.) 


(14) Interrupt Pin (Address 3Dh, Read only) 


The read value is 01h. 


(15) Min_Gnt (Address 3Eh, Read only) 


The read value is OOh. 


(16) Max_Lat (Address 3Fh, Read only) 


The read value is OOh. 
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3.6. FUNCTIONAL DESCRIPTIONS OF INTERNAL REGISTERS 
3.6.1. BASIC Control Register 


The BASIC Control Registers are initialized by the external reset or the issue of a software reset command. 
Except the Bits 2, 1, and 0 of I/O control register and Window address register that can be initialized by only the 
external reset. (The register keeps the previous values during Software reset, and rewrite is possible during 
the software reset. But, the Command Register accepts only the software reset command during the software 
reset.) 


(1) SCSI Data Register : 


Bank R/W} Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
erp 


SCSI First Data 
R Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
/ SCSI Second Data 
W | sit7 | Bite | Bits | Bit4 | Bits Bit2 | Bit1 | Bito 


— This register is used to input and output the data on the SCSI bus at the program transfer mode in 
the data phase. 





— The written data are output on the SCSI bus in order of the register address. 
— The data input from the SCSI bus can be read from this register in order of the address. 
— The initial value for this register is undefined. 


— If the data transfer is performed via this register, it is first required that the Data Trans REQ bit 

(Bit 2) of SPC Status Register be polled. Also, in order to maintain the data transfer rate of the system 
side, the data transfer should be performed via the DMA transfer (via the bus master operation in case 
of the PCI bus interface mode). 


(2) DMA Transfer Address Register : (Valid only for the PCI bus interface mode.) 


This register is used exclusively for the DMA data transfer specifically when issuing the commands 
during PCI bus interface mode. The register setting is not necessary when DMA transfer is per- 
formed in the user program operation. The DMA transfer addresses should be held in the table in 
the user eo memory. 


R/' 
R 
/ 
WwW 
DA23| DA22 | DA21 | DA20}| DA19 DA18 | DA17} DA16 
DA31 | DA30 | DA29 | DA28| DA27 DA26 | DA25} DA24 
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— This register is used to set the destination address for the data to be transferred in the bus master 
operation of the PCI bus interface mode. 


— The address can be set in byte unit. In the first transfer, the SPC performs the data transfer for the 
long word misallignment. In the later transfers (2nd transfer, 3rd transfer...), data is transfered in long 
word units. 


— If this register is read during the data transfer, the address that will be accessed next can be read. 


— The initial value is undefined. 


(3) PCI Modified Byte Register (R)/PCI Control Register(W) : (Valid only for PCI bus interface mode) 


Bank R/W} Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Pr 


PCI Modified Byte Register 
40h leas PMB6 | PMB5 | PMB4| PMB3 | PMB2 | PMB1] PMBO 
Burst Length Resa | Road 
BL1 BLO multi | line 


- = the bus master operation of the PCI bus interface mode this register indicates the data byte number 
transferred to the system side. (Initial value=00h.) 





— When the data transfer instruction is executed, the lower 8-bits of data in the Data Byte Register is 
copied to this register and the data transfer is performed. The SPC counts down the number every byte 
in this register. 


— The MB86605 incorporates a 64-byte burst transfer buffer (FIFO) in the PCI bus interface block. 
When the data transfer command is completed holding the data in the buffer (abnormal termination 
occurs), the number of byte data remained in the buffer can be calculated with the values for this regis- 
ter, Modified Byte Register, and Data Byte Register. As for the calculation of the number of data bytes 
remaining, see Exit Processing section in this manual. 


— The following is descriptions of each bit. 


PMB7 to PMBO PCI Modified Byte Counter. 
Always write ‘0’ for the write operation. 


These bits are used to set the burst length of the 
data transfer in the master operation as listed in 
the table below. 

Burst Length 


1 long word 

4 long words 
8 long words 
16 long words 





Burst Length 1 Write 
Burst Length 2 
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eS 





Read Multi These bits are used to select the commnad to 
Write perform the memory read operation in the mas- 
Read Line ter operation. The comand is selected as listed 
in the table below. 
Memory read com- 
mand 
Memory read line 
command 
Memory read multiple 
command 
(reserved) 
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(4) PCI Status Register(R)/PCI Interrupt Enable Register(W) : (Valid for only PCI bus interface mode) 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
Detect SiG |RX Mas] RX TRG] Sig TRG] Data PT Plt 
PT Err | Sys Err | Abrt Abrt Abrt Err 
11h 
Ww DTPE |SSE INT] RMA Int] RTA int | STA int DAPE POt 
Int enbl enbl enble enbl enbl Int err 


The value for the bit 15 of the Status register in 
D PTE ; 
a a the Configuration registers (Detected Parity Error) 
can be read from this bit. 


DTPE Int Enbl | A Detect PT Err interrupt is disabled to generate. 
An interrupt pin -IRQ is asserted by setting the 
1 Detect PT Err bit. 


Sig Sys Err The value for the bit 14 of the Status register in 
the Configuration registers (Signaled System Er- 
ror) can be read from this bit. 

SSE Int Enbl Pe | A Sig Sys Err interrupt is disabled to generate. 
An interrupt pin -IRQ is asserted by setting the 

1 Sig Sys Err bit. 


RMA Int Enbl An RX Mas Abrt interrupt is disabled to generate. 
An interrupt pin -IRQ is asserted by setting the 
RX Mas Abrt bit. 
The value for the bit 12 of the Status register in 

RX Targ A 

alg Ape the Configuration registers (Received Target 

Abort) can be read from this bit. 

RTA Int Enbl An RX Targ Abrt interrupt is disabled to generate. 

1 An interrupt pin -IRQ is asserted by setting the 

RX Targ Abrt bit. 





The value for the bit 13 of the Status register in 
RX Mas A 
5 ca the Configuration registers (Received Master 
Abort) can be read from this bit. 
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3 Sig Targ Abrt Read The value for the bit 11 of the Status register in 
the Configuration registers (Signaled Target Abort) 
can be read from this bit. 

STA Int Enbl Write i aed A Sig Targ Abrt interrupt is disabled to generate. 
An interrupt pin -IRQ is asserted by setting the 
1 Sig Targ Abrt bit. 
A Data Prty Err interrupt is disabled to generate. 


| 1 [be interrupt pin -IRQ is asserted by setting the 
| 1 [Dat Prty Err bit. 
Plt Read The values for external Pl1 and PIO pins can be 
PIO read. 
1 PO1 Write The values set to those bits are output from the 
0 POO external PO1 and POO pins. 


DAPE Int Err Write 


Data Prty Err Read The value for the bit 8 of the Status register in the 
2 Configuration registers (Data Parity Detected) can 
be read from this bit. 
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(5) SPC Status Register(R)/Direct Control Register(W) 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
bois = 


Fa a SPC Ig. wide | Data tran.| DREG]| DREG 
Fa a TMout resi. -req. full | empty 
Ea TMout 
Ea clear 


es 
Data register not Full nor 
Ignore Wide Residue 





— SPC Status Register (read) : 


Bit 7: Interrupt requested 


Bit 7 indicates 1 when an interrupt request is made from the SPC to the host MPU (when interrupt code is held 
in the Interrupt Status Register). 


Although an interrupt request is interlocked with the INT signal (interrupt request signal) to the host MPU, this 
bit indicates 1 when an interrupt request is made irrespective of whether an interrupt is enabled or disabled 
(Enable/Disable: interrupt enable register). 

This bit never becomes ‘1’ while the bit 6 (SPC busy) = ‘1’. After the completion of the operation and the bit 
6='0’, ‘1’ is set to this bit (only when an interrupt occurs). 


Bit 6: Busy 


Bit 6 indicates that the SPC is busy. 


This bit indicates 1 when a command is received or the operation is performed automatically (in automatic 
selection/reselection response mode). 


This bit indicates 0 when the operation is terminated normally or abnormally (when an error occurs). 


FUJITSU FUNCTIONS 


If acommand is issued when this bit is 1, any command other than the SOFTWARE RESET command will be 
ignored, and the COMMAND REJECTED interrupt is reported. 


Bit 5: Data Transfer Ready 


Bit 5 indicates that data transfer is ready (in progress). 
This bit indicates 1 when the command related to transfer is received to complete internal setup. 


Program transfer must be performed after checking this bit. 


Bit 4: SPC Timeout 
Bit 4 indicates the SPC timeout. When the SPC operates for longer than the time specified in the SPC Timeout 
Setting register (1Fh) of the Initial Setting Register, ‘1’ is set to this bit. When the SPC completes the operation 


within the time as specified in the Timeout setting register, this bit holds ‘0’. 


Bit 3: Ignore Wide Residue 





In the data phase, bit 3 indicates whether or not the final byte data to be transferred is valid in wide data transfer 
mode. This means, when the transferred byte is an odd number, ‘1’ is set to this bit after the completion of data 
transfer. Even if two or more commands are issued to transfer data in the data phase, the numbers of bytes 
transferred are summed up and the result is reported by this bit. 

Note that the value which is read during the data transfer is invalid since this bit changes during the transfer. 
Bit 2: Data Transfer Reg 


Bit 2 requests transfer in the data phase. 


In the SCSI-INPUT mode, this bitindicates 1 when two bytes or more can be read from the data register (when 
there is data of two bytes or more in the data register) or when the last byte is in the data register. 


In the SCSI-OUTPUT mode, this bit indicates 1 when data of two bytes or more can be written to the data 
register (when there is data of 62 bytes or less in the data register) or when the last byte can be written to the 
data register. 

In DMA transfer mode, this bit indicates 1 while the DREQ signal is asserting. 

Program transfer should be performed after referencing the status of this bit. 


Bit 1: Data register Full 


Bit 1 indicates 1 when the data register is Full. 


Bit 0: Data register Empty 


Bit 0 indicates 1 when the data register is Empty. 
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— Direct Control Register (write) : 


Bit 7: ATN signal control 


Bit 7 directly controls assertion of the ATN signal. 


When the SPC is operating as the initiator, writing 1 at bit 7 enables assertion of the ATN signal. 
This bit is valid for stopping the data phase halfway (generation of attention condition). 


If the ATN signal is asserted by this bit, always write 0 to reset this bit before issuing the next command. 


Ifthe ATN signal is asserted by this bit, it will not be negated even by writing 0. To negate the ATN signal, issue 
the RESET ATN command. 


Transfer start 


Write 1 at bit 7 of the 
direct control register. 









(ATN signal asserted) 
(Target: goes to message-out phase) 


Phase error IN TRANSFER PROGRESS 










Write 0 at bit 7 of the 
direct control register. The commands related to SEND-MSG 
are as follows: 
° Send 1—-MSG 
(SEND-MSG command) ¢ Send 1-MSG with ATN 


¢ Send N-Byte-MSG 


Issue a command. 


Bit 4: SPC Timeout Clear 


If ‘1’ is written at this location while SPC Busy bit (Bit 6) = ‘1’, the SPC Timeout flag (Bit 4) of SPC Status 
Register can be cleared. 


Bits 6,5,3,2,1,0 : Unused 





Unused bits. Write ‘0’ at these bits when writing at this Register. 
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(6) Nexus Status Register(R) / I/O Control Register(W) 


Bank R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
P= = 


te ee ea Last Nexus ID 

Bes Fa ee al Misalin LN1 LNO 
Manual | Auto Mis INT SCSI DR CNTL 
Mis enbl enbl CNTL DC1 DCO 


— Nexus Status Register (read) : 
MSB LSB 








i Holds the last nexused partner’s ID number. 


ee 
Doing DMA Misalignment Releasing DMA Misalignment 
No Padding transfer Padding transfer 


Operate as target 
Disconnected 
| Operate as initiator | | Operate as initiator | initiator 


Bit 7 indicates 1 when the SPC starts operation as the initiator. 









Bit 7: Operation as initiator 





e When SPC reselected by target (when SEL and I/O signals true and own ID bit is true) 
e When SPC, as initiator, acquires right to use the bus to send ID bit on SCSI bus in selection phase after 
asserting SEL signal or simultaneously asserts ATN signal 


This bit indicates ‘0’ when the SPC is disconnected by the target to clear the I-T nexus. 


Bit 6: Operation as target 
Bit 6 indicates ‘1’ when the SPC starts operation as the target. 


e When SPC selected by initiator (when SEL signal true, I/O signal false, and own ID bit true) 
e When SPC, as target, acquires right to use the bus to send ID bit on SCSI bus in reselection phase after 
asserting SEL signal and simultaneously asserts I/O signal 


This bit indicates 0 when the SPC is disconnected by the initiator to clear the I-T nexus. 
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Bit 5: No Padding (READ): 


This bit is intended as a confirmation mechanism for the Initiator to determine if padding bytes were actually 
sent or received when a data transfer with padding command is issued (e.g., SEND-DATA from MPU with 
Padding). Under certain circumstances the target might change phases after receiving the specified number 
of real data bytes, but before the padded bytes are sent or received. Bit 5 of the Nexus Status Register is used 
by the Initiator to determine if the padded data was actually sent or received. 


Bit 5 indicates “1” when SPC did not send/receive padding bytes and “O” when the SPC has sent/received 
padding-data after transferring the specified number of real or non-padded data. 


The value of bit 5 will not change until the next nexus is established. In the event a transfer command “without 
padding” is issued, the value for this bit does not change, and it still holds the previous data. This bit can not be 
referenced via the user program. 


Bits 4: DMA Misalignment 


This bit indicates the status of the current DMA misalignment. For details, see section 5.9. DMA MIS- 
ALIGNMENT. The MB86605 is capable of setting either a manual or auto DMA misalignment mode by the bits 
4 and 3 of I/O Control register. 


Bits 3 to 0: Last nexused partner’s ID 
Bits 3 to 0 hold the nexused partner’s ID number. 


They are set: 


e When SPC operating as initiator and receives BSY signal from corresponding target in selection phase 
e When SPC operating as target and receives BSY signal from corresponding initiator in reselection phase 
e When SPC is operating as initiator in response to reselection request from target and asserts BSY signal 
e When SPC operating as target in response to selection request from initiator and asserts BSY signal 


Even if the SPC is disconnected, these bits hold data and update it when the new nexus is established. 


Ifthe SPC is operating as the target in the automatic selection response mode”, it willkeep operating automati- 
cally until it goes into the command phase. At this time, the host MPU can determine the initiator’s ID by refer- 
encing this register. 


Similarly, if the SPC is operating as the initiator in the automatic reselection response mode”, it will keep oper- 
ating automatically until it goes into the message-in phase. At this time, the host MPU can determine the target 
ID by referencing this register. 


*See section 3.6.3. (4) SEL/RESEL Mode Setting Register. 
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— I/O Control Register (write) : 










Bits 7, 6, 5 : Unused 





Unused bits. Write ‘0’ at these bits when writing at this register. 


Bit 4 :Manual DMA Transfer Misalignment 


When ‘1’ is set to this bit, the connection between the external DMA data bus pins and Data Register is 
swapped in LSB and MSB. 


Note: Bit 4 has the same function with the bit 7 of SEL/RESEL ID Register in the MB86603 (DMA Transfer 
Misalignment bit). 


Bit 3 :Auto DMA Transfer Misalignment 


When ‘1’ is set to the Bit 3, an auto misalignment is performed. This automatically aligns the data for each 
transfer instruction in word boundary when two or more data transfer commands are issued in the same data 
phase. When the data transfer is performed by the bus master operation in the PCI Bus interface mode, ‘1’ 
must be set to this bit. 


Note : When ‘1’ is set to Bit 3 (Auto DMA Transfer Misalignment), The bit 4 setting (Manual DMA Transfer 
misalignment) is ignored. 
Bit 2 : Interrupt Signal Output 


This bit is used to select the type of output from either totem pole or open-drain output. When this bit=0, INT 
signal output is an open-drain. Since the signal line is internally pulled up with a 50kQ resistor, it outputs “H” 
level at the inactive state. When this bit=1, INT signal output is a totem-pole. 
The INT ouput pin (—INT) is an active-low output regardless of this bit setting. 


Bits 1, 0 : SCSI Driver Output Control 


Bit 1 is used to set the output type of on-chip single-ended driver for SCSI control signals -MSG, —C/D, -I/O, 
and —ATN. Bit 0 is used to set the output type of driver for -DB15 to -DBO, -UDBP, and —LDBP. 


When these bits=0, the corresponding SCSI output pins are open-drain. When these bits=1, they are 
tote-pole output providing active-negation. 
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(7) Interrupt Status Register(R)/ SEL/RESEL ID Register(W) 


[at 
R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 

Ha 


ae Status 
ae ie 
ple brett ch | se 


— Interrupt Status Register (Read) : 


MSB LSB 
Pe = [= [=| | 





This register indicates the interrupt source in 8-bit code. 


This register is 8-byte FIFO and holds up to eight pending interrupt codes until the command is complete. 
Read this register when bit 7 of SPC Status Register (Addr 02h) = 1. That bit indicates 0 when MPU has read 
out all the interrupt codes held by the SPC. This register may hold two or more interrupt codes (up to 8 codes), 
and it indicates the next interrupt code by reading the current code by host MPU. 


The contents of interrupt status register show the interrupt code occurred at the step indicated by the Com- 
mand Step Register (addr 05h). Therefore, read both this register and command step register at the same 
time. For the byte access, read the command step register after reading this register. Otherwise, the next 
interrupt status will not be indicated. 


Note : when 1 is set to the bit 7 of Auto Operation Mode Register (addr 1Ch) , commands issued will be 
ignored if all the interrupt codes are not read out from this register. Also, do not access this register 
after the command is issued until SPC BUSY bit (Bit 6) of SPC STatus Register (addr 02h) =0. Read 
out the interrupt code for the command which has been executed before issuing the new command. 
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—SEL/RESEL ID Register (Write) : 
MSB LSB 


Specify the ID of the partner to be selected or 
reselected. 


(Reserved) 
(Reserved) 


(Reserved) 





(Reserved) 


Note: Write 0 at reserved bits. 


Bits 3 to 0: SEL/RESEL-ID setting 





This register has two functions as follows; 


1) Initial setup for the transfer mode and parameter 


The MB86605 incorporates a transfer parameter memory that stores transfer parameters for every partner 
device (up to 15 devices). By storing the valid transfer mode and parameter at which first nexus is estab- 
lished, the SPC can automatically set each transfer mode and parameter from the ID of partner device at 


the second and later nexuses. 


To set the transfer mode and transfer parameters (period and offset value), specify the corresponding part- 


ner’s ID for the SEL/RESEL-ID register and then set the following registers. 


e Transfer mode register (address 12h) 
e Transfer period register (address 13h) 
e Transfer offset register (address 14h) 


To target the system (single initiator) in which the selection phase is executed by sending the target ID bit only, 


set the transfer parameters with the initiator’s ID taken as 0. 


2) Set for the bus device ID of partner device to select/reselect. 
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(8) Command Step Register(R) / Command Register(W) 


| adress | 
Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
m= 


ele | ey ee a ae a = Command Step 
csi 


| na Value | Value 





User pro sd a 
5 A 


— Command Step Register Be : 
MSB LSB 


i Number of command execution steps 


selection sequence code 





; Number of command execution steps or automatic 


This register indicates the numbers of command execution steps and program steps in the user program. This 
is an 8-byte FIFO register that holds the command steps corresponding to the interrupt status register. 


This register and the Interrupt Status Register must be read out at the same time except the case of the byte 
access. For byte access, read out this register following the read out of the interrupt status register. 


Bits 7 to 4: Number of command execution steps in user program or sequence code in automatic selection 
response mode 


(1) When SPC is operating under user program 


This register serves as the ring counter indicating the number of command execution steps. This counter 
increments each time a command execution is started. 


Only Discrete Commands and not Special Commands are counted. For each command, see CHAPTER 4. 


(2) When SPC operating in automatic selection response mode (target only) 


These bits indicate the response sequence type. 


Bits 3 to 0: Number of command execution steps 
Bits 3 to 0 indicate the number of command execution steps. 
The step code is specified for each command. For the command step, see CHAPTER 4. 


This also applies to the cases where the automatic selection/reselection response mode is set. If the automat- 
ic receive mode is set, information is received; this does not affect these bits. 
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(Example) 
If the “Initial Phase Error and MSG Received” interrupt occurs, the execution steps at which a phase error 
occurs are indicated. 


— Command Register (write) : 
MSB LSB 


When CMM7 is 0, specify the command code. 


When CN7 is 1, it is unused. 


Operation under user Operation under com- 
program mand 





Bit 7: Operation under user program 


Bit 7 specifies whether to operate the SPC under the user program or under the command issued from the 
MPU. The functions of bits 6 to 0 vary with the setting of this bit. 


When 0 Write the command code at bits 6 to 0. 


For the command code, see CHAPTER 4. (It is unnecessary to care for the status of bit 7 
since it is fixed with ‘0’ for all commands which can be executed by writing to this register.) 


When 1: The bits 6 to 0 have no meaning since the user program operation is selected. 


The MB86605 can automatically execute the commands in the user program memory in se- 
quential. When ‘1’ is written at this bit after writing the start address for the command execu- 
tion at the addresses 18h and 19h in the user program memory window, the SPC fetches the 
command from the address written and executes it. 
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(9) Data Block Register(R/W) 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
“i 


om) 47h | om) 47h | fe) fee BL13 BL12 BL11 } aut | 
BL7 


Specify the number of blocks to be transferred in the data phase. Write at this register wnen SPC Busy=0 (bit 6 
of the SPC status register = ‘0’.) 





For fixed length — Specify the number of blocks to be transferred. 
For variable length — 0001H must be specified. 


The read value of this register becomes valid at the report of termination (including normal/abnormal termina- 
tion). 
At normal termination, the values of both the data block register and byte register go to 00. 


At abnormal termination, the numbers of blocks and bytes unsuccessfully transferred are reported. 


(Example) 
Set value: Block is OOOAH and byte length is 000100H. 
Normal: Block is OOOOH and byte length is OOOOOOH. 


Abnormal 1: Block is 0004H and byte length is OOOOACH. 
Data unsuccessfully transferred is 4 blocks and ACH bytes. 
Data successfully transferred is 5 blocks and 54H bytes. 


Abnormal 2: Block is 0004H and byte length is OOOOO0H. 
Data unsuccessfully transferred is 4 blocks. 
Data successfully transferred is 6 blocks. 


Abnormal 3: Block is 0005H and byte length is 000100H. 
Data unsuccessfully transferred is 6 blocks (5 blocks and 100H bytes). 
Data successfully transferred is 4 blocks. 


Note: Register value when read 


When data transfer is performed by the user program in the PCI bus interface mode, 
specify the variable length (0001H). 
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(10) Data Byte / MC Byte Register (R/W) 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
ee 


0) tA 0) tA Pe fee BY21 BY20 BY19 | eve | vt Bvr6| 
BY15 BY14 BY13 BY12 BY11 BY10 BY9 


— Data byte register (BY23 to BYO) : 





Specify the number of bytes transferred in the data phase. Write at this register when SPC Busy=0 (bit 6 of the 
SPC status register = 0.) 


For fixed length — Specify the length of one block. Only even number (word boundary) can be specified for 
the block length. If odd number is specified, the data are corrupt at the block boundary. 


As an additional note; If it is necessary to perform the block transfer of odd length, issue the commands to 
transfer the variable length data (odd number data) as the number of block to be transferred or set the 
total transfer counts as the variable length data transfer. because the MB86605 can be issued two or 
more transfer commands in one data phase. 


For variable length — Specify the number of bytes transferred. 


— MC byte register (BY7 to BYO) : 
Specify the number of bytes transferred in the message and command phases. 


Specify the number of bytes transferred for this register only when issuing any command requiring the setting 
of the number of bytes transferred. 


The read value of this register becomes valid at the report of termination (including normal/abnormal termina- 
tion). 


At normal termination, the values of both the data block register and byte register go to 00. 


At abnormal termination, the numbers of blocks and bytes unsuccessfully transferred are reported. 


(Example) 
Set value: Block is OOOAH and byte length is 000100H. 
Normal: Block is OOOOH and byte length is OOOOOOH. 


Abnormal 1: Block is 0004H and byte length is OOOOACH. 
Data unsuccessfully transferred is 4 blocks and ACH bytes. 
Data successfully transferred is 5 blocks and 54H bytes. 


Abnormal 2: Block is 0004H and byte length is OOOOO0H. 
Data unsuccessfully transferred is 4 blocks. 
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Data successfully transferred is 6 blocks. 


Abnormal 3: Block is 0005H and byte length is 000100H. 
Data unsuccessfully transferred is 6 blocks (5 blocks and 100H bytes). 
Data successfully transferred is 4 blocks. 


Note: Register value when read 
The read values of the data byte and MC byte registers become valid at the report of termination 
(normal/abnormal termination). The initial value is indicated before the termination report. 


When using as the MC byte register, the initial value is always indicated. 


(11) SCSI Control Signal Status Register (R) / Diagnostic Control Register(W) 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


apes =p Pepe 
XX OBh |1Bh w | 


Ww | Diag Diag Diag Diag Diag Diag Diag 
REQ ACK ATN BSY MSG Cc/D VO 


— SCSI Control Signal Status Register (read) : 





This register indicates the status of the SCSI control signals. The value of this register is valid even in the 
diagnostic mode. 


— Diagnostic Control Register (write) : 


This register is used to emulate the SCSI control signals in the diagnostic mode. By writing ‘1’ at the bit where 
each SCSI control signal is assigned, the signal is asserted. 


The value of this register is valid when issuing the INIT DIAG START or TARG DIAG START command and 
remains valid until the DIAG END command is issued. 


Note: Write ‘0’ at bit 4 when writing at this register. 
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(12) Transfer Mode Register 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
— : 


se ai 





ES fe | 


This register can store transfer mode parameters for every connected-device. Set this register after specify- 
ing the target bus device IDs at the SEL/RESEL ID Register (addr 04h). Also, once this register is set, it is 
automatically set when SEL/RESEL ID Register setting is done. However, a system reset or software reset 
initializes this register. 


Bit 7: Transfer mode 


Specify the data phase transfer mode of the bus device ID specified by the SEL/RESEL-ID register (address 
04h). 


When 1: Transfer data in synchronous mode. 


When 0: Transfer data in asynchronous mode. 


Bit 6: Transfer width setting 

Specify the transfer width of bus device ID specified by the SEL/RESEL-ID register. 
When 1: Transfers 16-bit wide SCSI data in the data phase. 
When 0: Transfers 8-bit SCSI data in the data phase. 


Bits 5 to 0 : Unused 


Write ‘0’ at those bits when writing at this register. 


(13) Transfer Period Register(R/W) 


| ress 
Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
ape 


Transfer Period 
| oon |ro% Dh jam)? | 
ia va ee 


The Transfer Period Register is used to set the synchronous transfer period for the bus device ID specified in 
the SEL/RESEL ID Register. This register can store transfer period for every connected-device. Set this reg- 
ister after the specifying the target bus device IDs at the SEL/RESEL ID Register (addr 04h). Also, once this 
register is set, this register is automatically set when SEL/RESEL ID Register is sete. A system reset or soft- 
ware reset initializes this register. 
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Bits 7 to 5 : Unused 


Write ‘0’ at those bits when writing at this register. 


Bits 4 to 0 : Transfer Period 





Specify the synchronous transfer period of the bus device ID specified by the SEL/RESEL-ID register (ad- 
dress 04h). The relationship between the input frequency and maximum synchronous transfer rate is repre- 
sented by the following expression. 


(Maximum synchronous transfer rate) x (Transfer period) = Input frequency (Example: 10 Mbytes/s x 2 = 20 MHz) 


If the input frequency is high, do not specify a baud rate greater than the actual value. 
(Example) 40 MHz — 4 or greater, 30 MHz — 3 or greater, 20 MHz — 2 or greater 


(Unit: Tclf) 
ee 28 Se i rene sepeeg [AP] eee see 
Sacer fe Ce 2 SS Se ee eee ese ieee, 
oe ne Tee I ecie I = e eee cpm aes I gee 
EP ee Ee 
feb eee et eel ee eee tee be oe ese Mend Ae) aL ei eae | 
Peete 2 Pa eat ee eS eee ee se ore ee al ee | 
Pc a a Ee 
als SA RS aR ee eee Ay ates | Sia] 
eel SP Eda See apes ee es cee dye a ese] 
Pca a EE a EP 
fea eesee ld Neate de ese eco ess) eee we ae) 
iP ee 
fee ed i)ise ea eo Se seo eee ecient een 
il ic sa PR a (a 
eae eae el See Mee ee al a ees we ae] 
pee ie ee ea | 
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(14) Transfer Offset Register(R/W) 


— 
Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
J och fren E 


XX 


Transfer Offset 
h 
pate PEE EE 


The Transfer Offset Register is used to set the synchronous transfer maximum offset value for the bus device 
ID specified inthe SEL/RESEL ID Register. This register can store transfer offset for every connected-device. 
Set this register after specifying the target bus device IDs at the SEL/RESEL ID Register (addr 04h). Also, 
once this register is set, this register is automatically set when SEL/RESEL ID Register setting is done. A 
system reset or software reset initializes this register. 





Bits 7 to 5 : Unused 


Write ‘0’ at those bits when writing at this register. 


Bits 4 to 0 : Transfer Offset 


Specify the maximum synchronous transfer offset value of the bus device ID specified by the SEL/RESEL-ID 


register. 
Pe PET ETP TE Tresor 
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(15) Modified Byte Register(R) / Window Access Register(W) 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Pe 


Modified Byte oa es 
1Fh MB4 MB3 
4 Se MCS Win- 
ws1 dow sel 


— Modified Byte Register (read) : 





This register serves as the 7-bit down counter indicating the number of bytes transferred by the SPC. The 
value indicated by this register varies with the phase as follows: 
(1) Message, command, and status phases 


The value indicates the number of bytes (valid bits of RECEIVE-MCS buffer) received by the SPC, or the 
number of bytes (sent from SEND-MCS buffer) sent by the SPC. 


In the automatic selection response mode or automatic target receive mode, the different phases may be 
received continuously. At this time, this register indicates the total number of bytes received in each phase. 
(2) Data phase 

The value indicates the number of bytes transferred between the SPC and MPU or external memory. 
The seven lower bits of the data byte register are set and are decremented at every access. 


If data transfer is terminated with data remaining in the data register (abnormal termination), the remaining 
number of data bytes can be calculated from the values of the data byte register and this register. For 
details of this calculation, see section 5.7.5. 


If data transfer is terminated with data remaining in the data register, the remaining data will be invalid. 
Therefore, when continuing data transfer, calculate the remaining number of bytes of the data register and 
return the data pointer by that value. 


— Window Address Register (write) : 


This register is used to specify the register window (10h to 1Fh) in the 16-bit bus interface mode and to switch 
the address 20h to 2Fh to the SCAM register window in the PCI bus interface mode. 


There are four types of window: initial setting register window, MCS buffer window, SCAM register window, 
and user program memory window. 
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Bits 7 and 6: Window selection 


Bits 7 and 6 select one window from four windows at addresses 10h to 1Fh. 


}ws7| ws6| Window Selected 
po | o MCS buffer window * * : Window selection for MCS buffer and User Program Memory 
is prohibited in the PCI bus interface mode. 


po} | SCAM Register Window 
a fa] User program memory window * 
Initial setting register window 





Bits 5 to 1 : Unused 


Write ‘0’ at these bits when writing at this register. 


Bit 0: MCS Buffer Window Switch 





Bit 0 switches the first half/second half of the MCS buffer. Specify the upper most bit of the MCS buffer ad- 
dress. The first half/second half of MCS buffer can be switched in 16 bytes. Do notwrite ‘1’ at this bit in the PCI 
bus interface mode. 
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3.6.2. INITIAL SETTING REGISTER 


In the MB86605, does not provide a setup command (SET UP), so the registers allocated in the initial setting 
window can be written at any time. However, in order to make the written values valid, the following conditions 
must be satisfied. 


1) For Clock Conversion Register : The value for this register is valid only after the Software Reset command. 
The value written during the execution of the Software Reset becomes valid after releasing the software reset. 
Do not rewrite the register except during the execution of the Software Reset. 


2) For other registers : The values for those registers are valid after the Software Reset and the end of the SPC 
operation. The value written before issuing the Software Reset command or during the execution of the Soft- 
ware Reset becomes valid after releasing the software reset. The value written while the SPC is working (dur- 
ing SPC Busy = ‘1’) becomes valid after the completion of the SPC operation (after SPC Busy ='0’). (The value 
written while SPC Busy =‘0’ becomes valid immediately.) 


The initial setting register is initialized by the external reset, and the initial values are all ‘OOh’. Even if the 
software reset command is issued, the register holds the previous value. (The rewrite can be done during the 
execution of the software reset.) 


(1) Clock Conversion Setting Register(R/W) 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
ree 


Clock Conversion 
eee ee 


Initial Value 





Set the values listed in table below according to the input frequency. 


00000 
Tepe fe fe Pe [sone [one 
PTT fe Te [snes [ene 


PTDL Pelee [seme [ons 
EN 
PEE ET Pep [eer [seis 


* Do not write at this register except during the software reset. 
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(2) Own ID Setting Register (R/W) 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
con = 


Own ID 
jin | 


= = Ppa p pp te 


Set the bus device own ID number that outputs when the arbitration and selection/reselection request are 
output. 





Bits 7 to 4 are unused. Write ‘0’ at these bits when writing at this register. 


(3) Response Operation Mode Setting Register (R/W) 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
Each 


ee aad 





ie Se Be Parity | Ae 
12m | 22n | an ie Se RX Be poeta Init | 


Bit 7: Reselection Response Enable 





Bit 7 specifies whether or not the SPC responds as the initiator to a reselection request from the target. 
When 1: The SPC responds to a reselection request from the target and establishes the I-T nexus. 


The operation after the I-T nexus is established depends on the SEL/RESEL Operation 
Mode Setting Register. 


When 0: The SPC does not respond to a reselection request from the target (does not assert BSY 
signal in reselection phase). 


Bit 6: Selection Response Enable 





Bit 6 specifies whether or not the SPC responds as the target to a selection request from the initiator. 
When 1: The SPC responds to a selection request from initiator and establishes the I-T nexus. 


The operation after the I-T nexus is established depends on the SEL/RESEL Operation 
Mode Setting Register. 


When 0: The SPC does not respond to a selection request from the initiator (does not assert BSY sig- 
nal in selection phase). 
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Bit 5: Automatic receive mode 


Bit 5 specifies whether or not to receive a message in response to the attention condition generated by the 
initiator when the SPC is operating as the target, or to receive the information of the required error phase when 
the SPC is executing the command as the initiator with a phase-transition series. 


The automatic receive mode that can be specified by this bit is as follows: 
(1) Operation as initiator 


a. Phase error occurs and target requires message-in phase. 
When 1: Recognize a phase error and receive one message. 
Negate the ATN signal if asserted, and then receive one message. 
Report the Initial Phase Error and MSG Received interrupt with the last ACK signal asserted. 
When 0: Recognize a phase error, negate the ATN signal if asserted, and then report the Initial Phase 
Error interrupt. 
b. Phase error occurs and target requires status phase. 
When 1: Recognize a phase error and receive one status. 
Negate the ATN signal if asserted, and then receive one status. 


Report the Initial Phase Error and Status Received interrupt with the last ACK signal as- 
serted. 


When 0: Recognize a phase error, negate the ATN signal if asserted, and then report the Initial Phase 
Error interrupt. 


Note: The automatic receive mode is not activated for a phase error during transfer (all bytes not 
transferred). For a phase error during transfer, the Phase Error in Transfer Progress interrupt is 
reported. 


(2) Operation as target 
a. Acommand that will be terminated in phases other than the message-out phase is executed and the 


ATN signal is asserted when the last ACK signal is asserted in the last phase. 


When 1: Detect the attention condition generated by the initiator, switch to the message-out phase, 
and then receive one message. 


Report the Command Complete (ATN Condition Detected) and MSG Received interrupt. 
When 0: Detect the attention condition generated by the initiator and report the Command Complete 
(ATN Condition Detected) interrupt. 


Note: A command that will be terminated in the message-out phase is executed and the Command 
Complete (ATN Condition Detected) interrupt occurs irrespective of the setting of this bit when 
the attention condition is continuously detected. 
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b. The SPC is executing the command as the target and switches to the next phase or detects the atten- 
tion condition generated by the initiator at the transfer block boundary. 


When 1: Detect the attention condition generated by the initiator, switch to the message-out phase, 
and then receive one message. 


During execution of the data phase, stop data transfer at the transfer block boundary, switch 
to the message-out phase, and then receive one message. 


Report the Command Stop (ATN Condition Detected) and MSG Received interrupt. 


When 0: Detect the attention condition generated by the initiator and report the Command Stop (ATN 
Condition Detected) interrupt. 


During execution of the data phase, stop data transfer at the transfer block boundary and 
report the Command Stop (ATN Condition Detected) interrupt. 


Notes: 

1. When a parity error occurs on the system side of the target and data transfer is stopped between 
blocks (stop in blocks) during execution of the data-in phase, and if the attention condition is gener- 
ated by the initiator, a DMA Parity Error or MPU Parity Error will be reported without reaction to the 
attention condition. 

2. Withthe SPC operating as the target, if it redetects the attention condition after detecting the attention 
condition, changing to the message-out phase, and then receiving one message, it will report the fol- 
lowing interrupt. 


Interrupt code = 61H 
Sequence step = XXH (value when 1 added to number of steps in phase before changing to mes- 
sage-out phase) 


(Example) 

When the SEND DATA fromMPU command is executed and the attention condition is detected at the end of 
transfer, the SPC switches to the message-out phase, receives one message, and then redetects the 
attention condition. In this case, the SPC will report the following two interrupts. 


heal Interrupt Code Sequence Step 


62H 02H 





Saving information automatically received 





(1) When operating as Initiator : 


Saves from address 0 in the Receive MCS Buffer. 


(2) When operating as Target: 


Saves from address 0 in the Receive MCS Buffer when the executed command is on other than com- 
mand phase. When the command is on command phase, saves from the continuous address of CDB 
received in the Receive MCS Buffer. 
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Automatic Receive in the user program mode 


The SPC does not receive information automatically regardless of this bit setting. 


Bit 4: Data phase parity error 


Bit 4 specifies the operation when the SPC is operating as the target and detects a parity error in the data 
phase. 


When 1: Stop transfer and report the interrupt when a parity error is detected in the data phase (stop in 
bytes). 


For details, see section 5.6. Operation when Error Detected 


When 0: Stop transfer and report the interrupt when transfer of the block where a parity error is de- 
tected in the data phase is terminated (stop in blocks). 


Bit 1: Single initiator option 





Set Bit 1 to 1 when the SPC is included in a system that will operate on a single initiator option in the SCSI-1 
mode. 


When 1: When SPC selected as target 
Respond even if only one ID bit (target ID) is output on the data bus in the selection phase. 
When 0: When SPC selected as target 
Do not respond if only one ID bit (target ID) is output on the data bus in the selection phase. 
This bit is used to specify the target operation. Therefore, the own ID bit and target ID bit (two bits) are output 
on the data bus in the selection phase irrespective of the setting of this bit. 
Bit. 0: Arbitration 
Bit 0 specifies whether or not the SPC executes the arbitration phase. 


Set Bit 0 to 1 if the SPC is included in a system that will operate on a signal initiator option in the SCSI-1 mode 
and does not execute the arbitration phase. 


When 1: Do not execute arbitration phase. 


When 0: Execute arbitration phase. 


(4) SEL/RESEL Mode Setting Register(R/W) 


This register sets the automatic response mode when the SPC is selected or reselected. 
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Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


“r= 
Auto Auto Targ. 
13h 23h | R/wW PESEL Sel Resel | Phase 
a 
| Parameter | Whent | Wheno 


the selection phase. Command phase. 














Bit 7: SEL/RESEL Response Operation Mode 


Bit 7 specifies whether or not the response operation activated at the Selection/Reselection is performed by 
the user program or Auto Response Mode preset in the SPC. 


When 1 : The SPC starts the response operation from the auto response start address specified in the 
addresses 1Ah and 1Bh in the user program window when selected/reselected. 


When 0: The SPC starts the operation according to the contents of bits 6 to 4 of this register. 


Bit 6: Automatic reselection response (Auto Reselection Response) 
Setting Bit 6 changes the operation of the initiator when reselected. 


When 1: Inresponse to a reselection request, execute the automatic reselection response until a mes- 
sage is received (Figure 3.1). 


When 0: In response to a reselection request, generate the RESELECTED interrupt. 


Bit 5: Automatic selection response* (Auto Selection Response) 


Setting Bit 5 changes the operation of the target when selected. 


When 1: In response to a selection request, execute the automatic selection response until a mes- 
sage or command is received (see Figure 3.2). 


When 0: Inresponse to a selection request, generate the SELECTED or SELECTED WITH ATN inter- 
rupt. 


* Use bits 7 and 6 of the response mode setting register to specify whether or not the SPC responds 
(establishes I-T nexus) to a selection or reselection request. 
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Bit 4: Phase after selection 





Bit 4 specifies the automatic response mode of the target and also defines the phase after selection as the 
message phase (SCSI-2 mode) or as the message or command phase. 


When 1: Defined as message-out phase. Report the AUTO Mode Phase Error if the ATN signal is not 
asserted by the initiator in the selection phase. 


When 0: Defined as message-out or command phase. Switch to either phase depending on the state 
of the ATN signal in the selection phase. 


FUJITSU FUNCTIONS 


Auto Reselection Response by Initiator 


Reselection 









(1) AUTO mode phase error 


i MSG-Receive if 





(2) MSG 
received 


Fig. 3.1 Auto Reselection by Initiator 


e Auto Sequence (INITIATOR) 


Detect reselection. 
Establish nexus. 


Wait for MSG-IN phase. 
MSG-IN phase executing 


Receiving MSG completed 
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Y 


MSG-OUT 
| MSG-Receive | 
= 


BIT 5,4,3 = 1? 







(1) Auto Mode 
Phase Error 


(2) MSG-received 


co N (5) Unknown CDB Received 
Y 


CMD Phase 


(3) Illegal Identify- MSG Received MSG-OUT (6) Unknown CDB Received 
with Identify MSG 


Ox): 
7 


N 
Known CDB? 
| MSG-Receive | Y 


Y 
| CMD-Receive | 
@ MSG-OUT 


(7) CDB Received 


(11) CDB Received 


N (ATN Condition De- 
é : - om tected) 
(4) MSG-Received with Identify-MSG | MSG-Receive | 
Y 
MSG-OUT @ 


(8) CDB Received with (9) CDB Received & MSG Received 


Identify MSG 
| MSG-Receive | 
(10) CDB Received with Identify 


MSG & MSG Received 


Figure 3.2 Flow Chart of Auto Selection Responseby Target 


(9) (I) CMD Received and MSG Received 
(10) (Il) CMD Received with Identify- MSG 
and MSG Reseived 
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e Auto Sequence (TARGET) 


* Detect selection. 
Establish nexus. 


Switch to MSG-OUT phase 
MSG-OUT phase executing 


Switch to CMD phase. 
CMD phase executing 


* Receive identify-MSG. 
MSG-OUT phase executing 


Auto Receive 
Mode 2 * Receive identify-MSG. 
¥ Switch to CMD phase 
CMD phase executing 


* Receiving MSG of all bytes completed 
* Receiving CDB of all bytes completed 


Switch to MSG-OUT phase. 
MSG-OUT phase executing 


* Receiving MSG of all bytes completed 
* Receiving CDB of all bytes completed 
Switch to MSG-OUT phase. 
MSG-OUT phase executing 

* Detect ATN signal. 


* Receiving MSG of all bytes completed 


84h * Detect ATN signal. 
94h * Receiving MSG of all bytes completed 


B4h * Detect ATN signal. 





Note: If bits 5, 4, and 3 of the received identify MSG are 1, the Illegal Identify MSG 
interrupt will occur. 
At this time, the command step codes are as follows: 
When initiator continuously asserts ATN signal — 82h 
When initiator does not continuously assert ATN signal — 92h 
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(5) SEL/RESEL Retry Setting Register(R/W) 


| adress | 
R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
coos 


jah | SEL/RESEL Retry Retry Start Time 
SR1 heal 
ia Va spate taal te 


Bits 7 to 5: Specifying number of retry times for selection/reselection 





Even if the selection/reselection timeout occurs during execution of the command including selection/reselec- 
tion, the number of retries specified by these bits is performed. 


Specify the number of retry times according to the following table. 





Bits 4 to 0: Specifying retry start time 





If the selection/reselection timeout occurs at the first selection/reselection attempt, a retry is started after the 
time specified by these bits from the point that a bus free condition is established. 


When 00 are specified, no time is set and a retry is started as soon as the bus free state is established. 
tote X Cny x [ (SR4 x 219) + (SR3 x 217) + (SR2 x 215) + (SR1 x 218) + (SRO x 211) ] 


tcLe: Input frequency, 1 cycle 
Cnv: (Numerical value represented by bits 4 and 3 of clock conversion register) 
SR4 to SRO: Set values of bits 4 to 0 


(Example) 
When input frequency 30 MHz, internal operating clock frequency 10MHZ, tc_f = 33.33 ns and Cny =3 and 
so; 


33.33 x 3 x [ (SR4 x 219) + (SR3 x 217) + (SR2 x 215) + (SR1 x 218) + (SRO x 211) ] 
Consequently, the time range can be set by this register as follows: 

(1) Upper limit (SR 4 to SRO = 1) — 69 ms 

(2) Lower limit (SR4 to SR1 = 0, SRO = 1) — 204 us 
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(6) SEL/RESEL Timeout Setting Register (R/W) 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
ae < 


SEL/RESEL Timeout 
} 15h | 
al le taal 
ia va pte ete tet te 


Set the selection/reselection timeout time at this register. The timeout time can be represented by the follow- 
ing expression (the timeout is detected even if this register = 00h). 


toe X Cny x (ST7 x 225) + (ST6 x 223) + (ST5 x 221) + (ST4 x 219) 4 (ST3x 217) + (ST2 x 215) 
+ (ST1 x 213) 4 (STO x 21) ] 





tcLe: Input frequency, 1 cycle 
Cnv: (Numerical value represented by bits 4 and 3 of clock conversion register) 
ST7 to STO: Set values of bits 7 to 0 


(Example) 
When input frequency 30 MHz, internal operating clock frequency 10MHZ, tco_F = 33.33 ns and Cyy = 3 


33.33 x 3 x (ST7 x 225) + (ST6 x 223) + (ST5 x 221) + (ST4 x 219) + (ST3x 217) + (ST2 x 215) 
+ (ST1 x 213) 4 (STO x 21) ] 


Consequently, the time range can be set by this register as follows: 
(1) Upper limit (ST7 to STO = 1) — 4.4 sec 
(2) Lower limit (ST7 to ST1 = 0, STO = 1) — 204 us 


When ‘00h’ is written at this register, the timeout is as follows: 
tote X Cny X (FFFFFFh) x 8 


(Example) 
When input frequency 30MHz, internal operating clock frequency 10MHZ, tc_f = 33.33 ns and Cny = 3, 


33.33 x 3 x FFFFFFh (= 16777215) x 8 = approx 13.4 sec. 


(7) REQ/ACK Timeout Setting Register(R/W) 


| Address | 
R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
ape 


REQ/ACK Timeout 
ce ke ae a 


Initial Value 
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Set the REQ/ACK signal timeout time. 


Asynchronous transfer (target) Time required for initiator to assert ACK signal after asserting 
REQ signal 

Asynchronous transfer (initiator) Time required for target to negate REQ signal after asserting 
ACK signal 


Synchronous transfer (target only) Time required for target to receive signal for setting offset value to 
0 from initiator after sending REQ signal 


The timeout time can be represented by the following expression (the timeout is not detected for 00h). 


tote x Cny x (RT7 x 228) + (RT6 x 228) + (RTS x 224) + (RT4 x 222) + (RT3x 220) + (RT2 x 218) 
+ (RT1 x 218) + (RTO x 214) ] 


tcLe: Input frequency, 1 cycle 
Cnv: (Numerical value represented by bits 4 and 3 of clock conversion register) 
RT7 to RTO: Set values of bits 7 to 0 


(Example) 
When input frequency 30 MHz, internal operating clock frequency 10MHz (clock conversion =38h), tc_F = 
33.33 ns and Cny = 3 


33.33 x 3 x (RT7 x 228) + (RT6 x 226) + (RT5 x 224) + (RT4 x 222) + (RT3x 220) + (RT2 x 1018) 
+ (RT1 x 1016) + (RTO x 214) ] 


Consequently, the time range can be set by this register as follows: 
(1) Upper limit (RT7 to RTO = 1) — 35.8 sec 
(2) Lower limit (RT7 to RT1 = 0, RTO = 1) — 1.6 ms 


FUJITSU FUNCTIONS 


(8) Asynchronous Setup Time Setting Register(R/W) 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
po 


Async Setup Time 
jam | 
ATO 
ria Va Pate epee ts 


This register sets the timing for asserting the REQ/ACK signal for data in asynchronous transfer mode. (The 
range of setup time is from 1 to 16tclf.) Bit 7 to Bit 4 are unused. Write ‘0’ at those bits. 





(1) Target 


Time required to assert REQ signal after setting data to data bus 


(2) Initiator 


Time required to assert ACK signal after setting data to data bus 


' 1 to ' 


<~— 16 ——_—_ i 


tcLF 
REQ/ACK | fo 


Data bus 
DB7 to DBO, LDBP, 
DB15 to DB8, UDBP 


PPP pT = 
0c 
PEEP 








eee 
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(9) Parity Error Detection Setting Register(R/W) 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
ee 


SCSI Sys MPU MPU DMA DMA 
) eh | 2am | R/W Soe Pt gen. | odd/even| Pt check | Pt gen. Pt check Pt gen. 


ie i 


eae 
[az] | = dd 
[ars | an ivn Oraaenie [om [Een | 





This register is used to set the parity type. If the system (both MPU and DMA buses) does not support parity, 
‘11X01001’ should be set to this register. Also, if the PCI bus interface mode is used, ‘11X01001’ should be set 
since the parity is processed by the PCI bus interface circuit. 


Note: Enabling/disabling parity generation is valid only in the data phase. 


Bit 7: SCSI Parity Check 
When 1: (1) Operation as initiator 


Check the parity of the input data in the message-in, status and data-in phases, and of the 
output data in the data-out phase. 


(2) Operation as target 


Check the parity of the input data in the message-out, command and data-out phases, and of 
the output data in the data-in phase. 


When 0: Do not check the parity. 


Bit 6: SCSI Parity Generate 





When 1: (1) Operation as initiator 


Generate the parity for the input data in the data-in phase, and for the output data in the data- 
out phase. 


(2) Operation as target 


Generate the parity for input data in the data-out phase, and for the output data in the data-in 
phase. 
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When 0: Do not generate the parity. 


Bit 5: Parity type of system side 





Bit 5 specifies the MPU/DMA parity type for a system including the SPC. 
When 1: Odd parity 
When 0: Even parity 


Bit 4: MPU parity check 
When 1: (1) Register write 


Check the parity of data when writing to the SPC registers. Parity is not checked when data is 
read from the registers. 


(2) Data register read/write 


Check the parity of data when writing and reading to and from the data register during execu- 
tion of the data phase in the program transfer mode. 


When 0: Do not check the parity. 


Bit 3: MPU parity generate 


When 1: Generate the parity for data when writing to and reading from the data register during execu- 
tion of the data phase in the program transfer mode. 


When 0: Do not generate the parity. 
Note: When data is written to the register, parity is not generated irrespective of the setting of this bit. 


When data is read from the register, parity is always generated. An MPU parity check should not 
be performed for a system without a parity bit on the MPU data. 


Bit 1: DMA parity check 


When 1: Check the parity at data input and output from and to the DMA data bus during execution of 
the data phase in the DMA transfer mode. 


When 0: Do not check the parity. 


Bit 0: DMA parity generate 


When 1: Generate the parity on data input and output from and to the DMA data bus during the execu- 
tion of the data phase in DMA transfer mode. 


When 0: Do not generate the parity. 


Notes on Parity : 


1. When accessing the external bus, parity check/generate is not done regardless of this register setting. 
2. When SCSI data bus parity check is done in the system that does not have parity bits on the MPU and DMA 
data buses, set the MPU and DMA parity generate bits to 1. Also, in this case, pull up the UDP, LDP, UDMDP, 
and LDMDP pins with approx. 10kQ resistor. 
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(10) Interrupt Enable Setting Register(R/W) 


| adress | 
R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
“Ps 


Auto | Sel/resel| Report | Phase err] Trans SCSI 
19h |29h | R/wW pn S/R enbl| — enbl enbl enbl | err enbl | Res enbl 


Initial Value 


fare] memes [| 





Bit 7: All Interrupt Sources 





When 1: Depends on setting of bits 5 to 0 and asserts the —-INT signal 
When 0: All interrupt sources disabled irrespective of bits 5 to 0 and prohibits the -INT signal assertion. 


The upper three bit values of the interrupt codes at the interrupt status register (address 04) correspond to 
the bit values of this register. 


Interrupt Code 


Interrupt Code Type 
Pea ee es 
[ToT [esi 
a 0: | a) | Interrupt related to transfer 


8000 
PTET [ [sensor 
PT [encanseaanense 
PTT [eccnionecmenan 





For description on each interrupt code, see INTERRUPT CODE section. Also, the interrupt is always re- 
ported in the interrupt status register (addr 04h) regardless of this register setting. 
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(11) Group 6/7 Command Length Setting Register(R/W) 


| adress | 
Bank R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
ieee aia 


PCI 
Group 7 Command Length Group 6 Command Length 
) tan | zan | ’ ‘ 
GL1 GLO 


This register specifies the Group 6 and 7 command length. 





Setting each value at this register enables the SPC to determine the Group 6 and 7 command length. Set the 
values listed in table below. 


If each value is not set at this register, the COMMAND INVALID interrupt will be reported when the SPC re- 
ceives the first bytes of Groups 6 and 7. 


GSC OCICS 
PT fefe [mee | TTT ee 
Php we | eee 
Php pee | ee eee 
Php pee] EE ee 


PEEP ee] EEE Te 
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(12) Response Own ID Display Register (R/W) 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Pape 


Response Own ID 
} 18h | 280 | 
RO1 ROO 


Ps = foe pepe 


This register indicates the own ID in hexadecimal which responds to the selection/reselection request from a 
partner device. By reading out this register, you can recognize the ID which responds to the selection/reselec- 
tion request among IDs specified in the Response Own ID Setting Register. 





(13) Response Own ID Setting Register (MSB) 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
ae 


ca 2cn | a ID15 ID14 ID13 ID12 ID11 ID10 | oe | oe 
ial va ETE 


(14) Response Own ID Setting Register (LSB) 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 





a - eee 





These registers are used to set the own ID to respond to the selection/reselection request from a partner de- 
vice. The SPC responds for the ID where ‘1’ is set to the corresponding bit. When all bit values are 0, the SPC 
does not respond to the selection/reselection. 
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(15) Auto Operation Mode Setting Register 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Pape 


Int. ae pele REQ As-| Com L2 Int. | Auto ACK 
en | pen | R/W ee Mode sert |Complete] Mask Res 
ra Mask 
ce dik fe te ae ae 


Bit 7 : Command Receive Invalid/Valid 








When 1 : The SPC ignores the command which is received while the interrupt source is held in the Inter- 
rupt Status Register. This case, ‘Command Reject’ interrupt is not reported. 


When 0 : The SPC executes the command received. 





Bit 6 : INT signal Hold/Not Hold 


When 1: The SPC holds the -INT signal asserted while the Bit 7 of SPC Status Register (INT flag) is ‘1’. 
Even if the SPC busy = ‘1’ (the SPC is in operation by the command or auto response opera- 
tion), the -INT signal is asserted. 


When 0: The SPC negates the -INT signal when the first interrupt status is read out. The -INT signal is 
negated even if the SPC busy = ‘1’ (the SPC is in operation by the command or auto response 
operation). 


Bit 5 : Command Reject Report / Not Report #1 





When 1 : The SPC does not report the ‘Command Reject’ interrupt for the command received during the 
SPC Busy condition. 


When 0: The SPC reports the ‘Command Reject’ interrupt for the command received during the SPC 
Busy condition. The SPC reports the ‘Command Reject’ interrupt following a result of acom- 
mand currently being executed or of the automatic process. 





Bit 4 : Command Reject Report / Not Report #2 


In case that the SPC responds to the selection/reselection while the SPC is on standby or in execution after 
receiving the command to select/reselect, this bit functions as follows: 


When 1 : The SPC reports only the interrupt related to the Reselected/Selected and does not report the 
‘Command Reject’ interrupt. 


When 0: The SPC reports the interrupt related to the Reselected/Selected following the ‘Command 
Reject’ interrupt. 
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Bit 3 : REQ Asserted Report / Not Report 
When 1 : The SPC does not report the ‘REQ Asserted’ interrupt to inform the REQ signal is asserted. 
When 0: The SPC reports the ‘REQ Asserted’ interrupt to inform the REQ signal is asserted. 


However, the ‘REQ Asserted’ is reported in the Data phase regardless of this bit status. 


Bit 2 : Command Complete Report / Not Report 
When 1 : The SPC does not report the ‘Command Complete’ interrupt for the Set/Reset commands. 


When 0: The SPC reports the Command Complete interrupt for the Set/Reset commands. 


The applicable Set/Reset commands are as follows: 

— Initiator commands : SET ATN, RESET ATN, SET ACK, RESET ACK 
— Target commands : SET REQ, RESET REQ 

— Common commands : SET RST, RESET RST 


Bit 1: Level-2 Interrupt Report/Not Report 


This bit specifies whether or not the SPC reports the level-2 interrupts that occur in the user program opera- 
tion. 


When 1 : Does not report. (Does not hold the interruptin the Interrupt Status Register.) The result of the 
command execution is held in the accumulator and another register in the SPC. The value 
which is held in them is as follows: 

1) If Command Complete is reported, 00h is held. 

2) If Initial Phase Error or ATN Condition Detected is reported, 01h is held. 

The result of this operation can be recognized by the conditional branch instruction that fol- 
lows. 


When 0 : Reports the interrupt code and it’s sequence step. In this case, it is necessary to read out and 
execute the interrupt code and sequence step by the MOVE instruction for every execution of 
a discrete command. 


Bit 0 : Auto ACK Reset / Manual ACK Reset 


This bit specifies how to negate the last ACK signal for the transfer command during the Initiator’s operation. 


When 1 : The SPC negates the last ACK signal during the execution of the transfer command. (This is 
the auto ACK Reset mode.) 


When 0: The SPC does not negate the last ACK during the execution of the transfer command but, 
negates by the RESET ACK command. (This is the manual ACK Reset mode.) 


1) Operations/Commands that follow the auto ACK Reset mode regardless of this bit setting: 
— Send 1—MSG with ATN (19h) 
—Send/Receive DATA from MPU/DMA / to MPU/DMA with Padding (14h to 17h). 
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2) Operations/Commands that follow the manual ACK Reset mode regardless of this bit setting: 
— RECEIVE N-Byte-MSG (07h) 

— RECEIVE MSG (1Ah) 

— RESET ATN (0Bh) 

— When ‘Initial Phase Error & MSG Received’ interrupt is generated 

— When the SPC is in auto reselection response mode 


3) Operations/Commands that follow this bit setting: 

— All the transfer commands except the commands listed in the above 1) and 2) 
— SET ATN (0Ah) 

— When ‘Initial Phase Error & Status Received’ interrupt is generated 


The value for command step at the auto ACK Reset mode is “O8h + value for command step reported at the 
manual ACK Reset mode”. However, for the commands/operations listed below, the command step at the 
manual ACK Reset mode is reported. 

— SEND/RECEIVE DATA from MPU/DMA / to MPU/DMA with PADDING (14h,15h,16h,17h) 

— RECEIVE N-MSG (07h) 

—RECEIVE MSG (1Ah) 

— RESET ATN (OBh) 

— When ‘Initial Phase Error & MSG Received’ interrupt is generated 

— When ‘Initial Phase Error & Status Received’ interrupt is generated 

— When the SPC is in auto reselection response mode. 
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(16) Revision Display Register / SPC Timeout Setting Register 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
Sele 





Revision Code Sy 
P| avr | me] avs | me] mo | me | av] mo | 
XX 1Fh 2Fh oe Timeout Timer 
LW | sor | roe | ros ['t60| t08 | toe | 301 | 100 | 


— Revision Display Register (read) : 


This register shows the device revision code of the MB86605. 


— SPC Timeout Setting Register (write) : 
This register is used to set the SPC timeout time. If the time after receiving command or processing the auto 
response until the INT flag is set exceds the time specified in this register, the SPC sets the Bit 4 of the SPC 


Status Register (Timeout flag) and asserts the external—INT signal. The timeout time is shown in the following 
expression: (Note that the timeout is not detected if ‘00h’ is set to this register.) 


toLe X Cry x [(TO7 x 23) + (TO6 x 228) + (TOS x 226) + (TO4 x 224) + (TOS x 222) + (TO2 x 220) + 
(TO1 x 218) + (TOO x 216)] 


tei : Input clock frequency (1 cycle) 
Cnv : (Numerical value represented by bits 4 and 3 of clock conversion register) 
TO7 to TOO: Set values of bits 7 to 0 


Example) : When input frequency 30MHz, internal operating clock frequency 10MHz, (CLK CNV=38h), 
tcLF = 33.33ns, and Cny = 3; 


33.33 x 3.x [(TO7 x 239) + (TO x 228) + (TOS x 226) + (TO4 x 224) + (TOS x 222) + (TO2 x 220) + 
(TO1 x 218) + (TOO x 216)]. 


Consequently, the time range can be set by this register as follows: 
(1) Upper limit (TO7 to TOO = 1) — 143.1 sec 
(2) Lower limit (TO7 to TO1 = 0,TOO = 1) — 6.5 msec 
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3.6.3. USER PROGRAM MEMORY REGISTER 
The user program memory register is initialized by the external reset or Software Reset command. 


(1) User Program Memory Control Register 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Pe 


| Initial Value Value 





i PPP Pr “| 


This register is used to set the user program memory. 


Bits 7 to 2_: Unused bits 
Write ‘0’ at those bits. Do not write ‘1’. 


Bit 1 : Bank Mode 
When 1 : The construction of memory bank is 1KB x 2 banks. 


When 0: The construction of memory bank is 2KB x 1 bank. 


Bit 0 : Bank Select 
When 1 : Executes the user program in the bank 1. The bank 0 can be accessed via MPU bus. 


When 0 : Executes the user program in the bank 0. The bank 1 can be accessed via MPU bus. 


Note : 
1) Do not access while the SPC is in operation (SPC Busy = ‘1’). 
2) Bit 0 is valid only when Bit 1 =1. 
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(2) Current Address Pointer / Transfer Start Address Register 


Bank R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


(PEER E EEE 
12h) 13h] 33h 


| Initial Value Value 


re i 


| Initial Value Value 





— Current Address Pointer (read) : 


This register indicates the address which can be accessed from the user program memory port. Inthe 1KB x2 
banks mode, the upper case bit (CA10) is always ‘0’ regardless of the bank mode. 


— Transfer Start Address Register (write) : 


This register is used to set the start address where user program memory is sequentially accessed from the 
user program memory port. Inthe 1KB x 2 banks mode, always set the upper case bit (TS10) to ‘0’ regardless 
of the bank mode. 


(3) User Program Memory Data Port 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
ere 


User Program First Data 

Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
User Program Second Data 

Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


oe : 
36h a User Program Third Data 

Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
37h User Program Fourth Data 

Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


This register serves the data I/O port used to read/write for the user program memory. Since the sequential 
access is possible from the address specified in the Transfer Start Address Register, user program data can 
be transferred from the system side by the burst transfer instructions (I/O strings instructions). 





In the 1KB x 2 banks mode, another bank can be accessed through this data port even if the user program is 
executing (SPC Busy = ‘1’). 


The initial value for this data port is undefined. 
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(4) User Program Operation Start Address Register 


| Address | 
R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
ae 


re fefmomf ele b= Le De | [oo 


eee pata aha ace 
2 ee eee 


This register is used to set the start address of the user program to operate. Inthe 1KB x 2banks mode, always 
set ‘0’ to the upper case bit (UA10) regardless of the bank mode. 





(5) SEL/RESEL Auto Response Start Address Register 


Bank R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
ayo 


re fopelso] TL = | fo [ol 


jie Sa Calite alcie 
Ce EEE SARS 


This register is used to set the start address of the program that performs the auto response operation for the 
Selection/Reselection by the user program. In the 1KB x 2 banks mode, set ‘0’ to the upper case bit (SA10) 
regardless of the bank mode. 
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3.6.4. SCAM REGISTER 


The SCAM Register is initialized by the external reset or software reset command. 


(1) SCAM Data Bus Register 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


R 
01 10h |20h / | DB7 DB6 DB5 DB4 DB3 DB2 DB1 | DBO 
W 


This register is used to directly access the SCSI data bus from the system side for execution of the SCAM 
protocol. The signal level is reversed from those in the SCSI bus (writing 1 outputs low on the SCSI data bus.) 





(2) SCAM Control Register 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Pepe 


R 
W 


Te NE OP | ee 





This register is used to directly access the SCSI control signals from the system side for execution of the 
SCAM protocol. The signal level is resersed from those in the SCSI bus (writing 1 outputs low on the SCSI 
data bus.) 


Note : 
1. When executing the SCAM protocol, set the SCSI driver to the open-drain mode. As for reading the 
SCSI bus, first write 0 to negate the SCSI driver outputs (Hi-Z) and then, read the SCSI bus. 
2. When returning from SCAM protocol to the normal operation, make sure to initialize the SCAM data bus 
and SCAM control registers by writing 0 at all bits or executing the software reset command. 


4. COMMAND 


4.1. COMMANDS 


4.2. DATA TRANSFER INSTRUCTIONS IN USER 
PROGRAM OPERATION 
4.3. INITIATOR COMMANDS 
4.3.1. INITIATOR SEQUENTIAL COMMANDS 
4.3.2. INITIATOR DISCRETE COMMANDS 
4.4. TARGET COMMANDS 
4.4.1. TARGET SEQUENTIAL COMMANDS 
4.4.2. TARGET DISCRETE COMMANDS 
4.5. COMMON COMMANDS 
4.5.1. COMMON COMMANDS 
4.6. PROGRAM COMMANDS 


4.7. PROGRAMMABLE COMMANDS 


Conditional Branch Command 
MOVE Command 
STOP Command 
NOP Command 
8) ADDRESS SEGMENT SET Command 
4.8. PRECAUTIONS FOR CREATING USER 
PROGRAM 
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4.1. COMMANDS 


The SPC commands can be specified for the command register and user program memory. 
The commands can be classified into three types according to the setting. 


(1) Sequential commands: Continuous sequence (including phase transition) and can be specified only 
by the command register. 

(2) Discrete commands: Discrete commands can be specified for both command register and user pro- 
gram memory. The commands do not have operands when specified for the command register, but 
have 1 byte operand for the user program memory according to the type of command. 

(3) Common commands: Commands that perform the MB86605 common basic operation such as a soft- 
ware reset and diagnostic tests. 

(4) Program commands: Can be used only when the device operates by the user program. If the com- 
mands are specified for the user program memory, they have 1 byte operand according to the type of 
commands. 


: ‘ Setting to User 
Setting to Command Register 
Command.ty Be Se _| Setting to Command Restate ice ali 
commands 
re ee 


(O: Possible  X : Impossible) 





4.2. DATA TRANSFER INSTRUCTIONS IN USER PROGRAM OPERATION 


Data transfer instructions have 1 byte operand if user program operates. So, the number of byte to be trans- 
ferred or the user program memory address in which the number of byte and the destination address to trans- 
fer are stored should be specified to the operand according to the operation modes. Ifthe bank of destination 
is different from that of the program, add the command to specify the bank prior to the transfer instruction. 


Address  16-Bit Bus Mode (68 series) 16-Bit Bus Mode (80 series) PCI Bus I/F Mode 


No) [Ferrans] [Ferrara sa 


N+4 





Destination Addr (LSB) 


N+5 Destination Addr (Mid, L) 
N+6 Destination Addr (Mid, H) 
N+7 Destination Addr (MSB) 
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Note on Data Transfer in User Program Operation : 


When executing the data transfer instructions in the user program operation, please set up the Data Block 
Register (addr : 06h & 07h in Basic Control Register Window) before starting the user program operation. Set 
up value of the data block register is effective for all the transfer instructions during user program operation. 
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4.3. INITIATOR COMMANDS 


Operand 


PTerpoTeTeTepepepofep —iSetecraecns 
rao] efofofefefefeps[ | setecrercrascanscno 
BCIOG00000 0 ee Conc 
re foorfolofolefofe fe [ef fsetecranraes 
Sequential 
r= fowfefofefofet fefe] = seer aenarenss 
re fosrfo]ofolefo[ fol [= esonenss 
rosie] folo pola [ef sen neco 
BE GIOG 00000 ee 
esesal wie] allele ees aa 
elm |olefe lols fefepey S seieereina 
ea] oe ale fa ta 
eee eis ss ea Sy 
a 
rales oa Sea = ee ed 
P=] =R|e] © [@] eT | [| aaa rte roe ane| SEND GHITOR en 
Bd a 
a 
Bisel eee oe rer ee 
ale eee i ae ree Pe eRe 
ea 2) 2 | cea eae eee SET 
EV SB a 
i se | le ete rr PE eR Ea 
EA ac 
El 
EPL [|e | [asiesccrnsssnetoosen [SNOT | 
PELL [LE [aiieesetmssice basen ENE TISE MRA 
PTTL TPL TPT | [aatss were essae itn [FECEVEMSS 
PPTL TOT] Prats tconnantionersed [SERECRT 
PEL RLPTE LOTT LT] | [assess wre sinnnen  [RECENE STATES 
ee eee eI ee et i ee 
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4.3.1. INITIATOR SEQUENTIAL COMMANDS 


Do SS 


SELECT and CMD ) Select. e Write target ID to SEL/RESEL ID register. 
2} Send CDB*. e Write CDB to Send MCS buffer. 


SELECT and 1-MSG ) Select. e Write target ID to SEL/RESEL ID register. 
and CMD io Send one message. e Write message and CDB in sequence to Send MCS 
(3) Send CDB*. buffer. 


3 | SELECT and (1) Select. e Write target ID to SEL/RESEL ID register. 
N-Byte-MSG and (2) Send N-byte message. e Write message and CDB in sequence to Send MCS 
CMD (3) Send CDB*. buffer. 

e Write number of bytes for message to MC byte register. 


SELECT and ) Select. e Write target ID to SEL/RESEL ID register. 
1-MSG cond one message”. e Write message to Send MCS buffer. 


5 | SELECT and (1) Select. e Write target ID to SEL/RESEL ID register. 
N-Byte-MSG (2) Send N-byte message’. e Write message to Send MCS buffer. 
(Used to send two or more messages) e Write number of bytes for message to MC byte register. 


SEND and ) Send N-byte message”. e Write message to Send MCS buffer. 

N-Byte-MSG “Seed to send two or more messages) e Write number of bytes for message to MC byte register. 
SEND and ) Send N-byte CDB*. e Write CDB to Send MCS buffer. 

N-Byte-CMD "Seed to send undefined CDB) e Write number of bytes for CDB to MC byte register. 
RECEIVE (1) Receive N-byte message”. e Write number of bytes for message to MC byte register. 
N-Byte-MSG (Used to receive message of 33 bytes or more) 


CDB: Command Descriptor Block 





* The transfer termination is reported with the last ACK signal asserted. 
The ACK signal must be negated by the RESET ACK command before issuing the next command. (In 
case that the Auto ACK Reset flag ='0’.) 
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4.3.2. INITIATOR DISCRETE COMMANDS 


fo] conmandvine [Rein dd 
fe [sesonon [ser —SSC*d SENET 
E 


SEND Chain DATA ee data in program transfer mode*1 *3. | Write number of blocks/bytes for data to be sent to 

from MPU data block register/data byte register. 

SEND Chain DATA Send data in DMA transfer mode*1 *3. Write number of blocks/bytes for data to be sent to 

from DMA data block register/data byte register. 

SEND DATA from Send data in program transfer mode*1. Write number of blocks/bytes for data to be sent to 

MPU data block register/data byte register. 

See DATA from Send data in DMA transfer mode*1. Write number of blocks/bytes for data to be sent to 
data block register/data byte register. 

RECEIVE DATA to Receive data in program transfer mode*1. | Write number of blocks/bytes for data to be received to 

MPU data block register/data byte register. 

SEND DATA to DMA | Receive data in DMA transfer mode*1. Write number of blocks/bytes for data to be received to 
data block register/data byte register. 


SEND DATA from Send data in program transfer mode as Write number of blocks/bytes for data to be sent to 
MPU specified by counter and perform padding data block register/data byte register. 
(PADDING) transfer until target changes phase*2. 


22 | SEND DATA from Send data in DMA transfer mode as speci- | Write number of blocks/bytes for data to be sent to 
DMA fied by counter and perform padding trans- | data block register/data byte register. 

(PADDING) fer until target changes phase*2. 

23 | RECEIVE DATA to Receive data in program transfer mode as_| Write number of blocks/bytes for data to be received to 
MPU specified by counter and receive no data data block register/data byte register. 

(PADDING) until target changes phase*2. 

24 | RECEIVE DATA to Receive data in DMA transfer mode as Write number of blocks/bytes for data to be received to 


DMA specified by counter and receive no data data block register/data byte register. 
(PADDING) until target changes phase*2. 


25 | SEND 1-MSG Send one message" 1. Write message to Send MCS buffer. 


26 | SEND 1-MSG with Keep asserting ATN signal and send one Write message to Send MCS buffer. 
ATN message. 


SEND CMD Send one CDB*1. Write CDB to Send MCS buffer. 


CDB: Command Descriptor Block 





“1 The transfer termination is reported with the last ACK signal asserted. The ACK signal must be negated 
by the RESET ACK command before issuing the next command. (In case that the auto ACK Reset flag = 
‘0’.) 

*2 Padding transfer 

Transfer of empty data is called padding transfer. 
When output --- Send data with all bits set to 0. 
When input --- Do not receive data. 
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e Padding transfer start and end 

When the number of bytes transfered equals the number of data bytes specified by the data block 
and data byte registers, the SPC initiates the padding transfer process. Note that when the SPC 
performs synchronous transfer in the SCSI Input mode an Empty flag may not be set in the data 
register since padded data corresponding to number of REQ signals are latched. (The padded 
bytes have been received after the completion of the true data transfer.) If the initial values of the 
data block and data byte registers are 0, the padding transfer is performed from the first byte. In this 
case, the data block, data byte, and modified-byte registers hold the values before the start of pad- 
ding transfer. 


The padding transfer is held until the target changes the phase. 


*3 When issuing two or more data transfer commands (N commands) in one data phase, use the Chain 
Command for the 1 to N-1 commands and the normal command for the last Nth command. (The 
MB86605 support the Chain command for SEND only, and it is not necessary to use it for Receive.) 


The Chain Command does not transfer the last 1 byte when the transferred byte is odd number, and the 
last data will be transferred by the next transfer command as the first data. Ifthe transferred byte data is 


always even number, it is not necessary to use the Chain Command. 


Please note that the Chain Command can be used for only the variable-length data transfer. 
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4.4. TARGET COMMANDS 


Operand 


20000 


RESE- 
LECT and 1-MSG and TER- 
MINATE 


RESELECT and 1-MSG and 
LINK TERMINATE 


r= [= a 

rea fe| fe [ ere 

[ese] fel fe fo[ efo] = foscomecrseouence 
Sequential 

re fem fol fepo[ [| sxonarenss 

ples oete alae) emereoe a 

ele |o/o|afela lee RECENE NBG 


11 | 2aH i ee and N-Byte-MSG and 
TERMINATE 
eles El Gl lal Bad ae LINK TERMINATE 
LINK TERMINATE 
Bs lll ot a al 
ejepe eed __ 
epee Pe Le feed 
ape eee Ree e ye Megerverhe | 
polarnfopol ior reserves) 
PRP TT Pele sa 
SG 
ral l Te [e[ [|= reserr 
PPL p= ]escomecs 
pen) 4H FO: Oe 4 le] O14. Os O Address for number of transfer | SEND DATA from MPU 
ee See 0] OF Pr Oe eae Addr for number/adar of transfer | SEND DATA from DMA 
fas se HOO eee eee Address for number of transfer | RECEIVE DATA to MPU 
ae eee erodes ee Addr for number/addr of transfer | RECEIVE DATA to DMA 
Di t 
Peo ee eee fel ae Address of message to be sent | SEND 1-MSG 
Fez cel Pa Address where message written | RECEIVE MSG 
eee eee ed ele ee ee Address of status to be sent | SEND STATUS 
ee ee let ieee let Address where CDB written | RECEIVE CMD 
ae PeLLe ele] Yi 
em Pee i 
eee else leseales Address for number of transfer | SEND Chain DATA from MPU 
eee el alee aler (ee ( dee Addr for number/addr of transfer | SEND Chain DATA from DMA 


CDB: Command Descriptor Block 
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COMMANDS 


4.4.1. TARGET SEQUENTIAL COMMANDS 


a 


4 
oO 


= 


Po 


4 
wo 


RESELECT 
and 1-MSG 


RESELECT 
and N-Byte-MSG 


RESELECT and 
1-MSG and 
TERMINATE 


RESELECT and 
1-MSG and 
LINK TERMINATE 


TERMINATE 


LINK TERMINATE 


DISCONNECT 
SEQUENCE 


SEND N-Byte-MSG 


RECEIVE 
N-Byte-MSG 


RECEIVE 
N-Byte-MSG 


RESELECT 
and N-Byte-MSG 
and TERMINATE 


RESELECT 
and N-Byte-MSG and 
LINK TERMINATE 


DISCONNECT 
SEQUENCE 2 


(1) Reselect. 
(2) Switch message-in phase. 
(3) Send one message. 


(1) Reselect. 
(2) Switch to message-in phase. 
(3) Send N-byte message. 


1) Reselect. 

2) Switch to message-in phase. 

3) Send one message. 

4) Execute TERMINATE sequence. 


Reselect. 

Switch to message-in phase. 

Send one message. 

Execute LINK TERMINATE sequence. 


Reselect. 

Send one-byte status. 
Switch to message-in phase. 
Send one-byte message. 
Disconnect. 


Switch to status phase. 
Send one-byte status. 
Switch to message-in phase. 
Send one-byte message. 


) Switch to message-in phase. 
) Send two-byte message. 
) Disconnect. 


) Switch to message-in phase. 
) Send N-byte message. 
(Used to send two or more messages) 


(1) Switch to command phase. 
(2) Receive N-byte CDB. 
(Used to receive undefined CDB) 


(1) Switch to message-out phase. 
(2) Receive N-byte message. 
(Used to receive message of 33 bytes or more) 


(1) Reselect. 

(2) Switch to message-in phase. 

(3) Send N-byte message. 

(4) Execute TERMINATE sequence. 

(1) Reselect. 

(2) Switch to message-in phase. 

(3) Send N-byte message. 

(4) Execute LINK TERMINATE sequence. 


(1) Switch to message-in phase. 
(2) Send one-byte message. 
(3) Disconnect. 


CDB: Command Descriptor Block 
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- Write initiator ID to SEL/RESEL ID register. 
- Write message to Send MCS buffer. 


- Write initiator ID to SEL/RESEL ID register. 
- Write message to Send MCS buffer. 
- Write number of bytes for message to MC byte register. 


- Write initiator ID to SEL/RESEL ID register. 
- Write message, status (1 byte), and message (1 byte) in 
sequence to Send MCS buffer. 


- Write initiator ID to SEL/RESEL ID register. 
- Write message, status (1 byte), and message (1 byte) in 
sequence to Send MCS buffer. 


- Write status (1 byte) and message (1 byte) in sequence 
to Send MCS buffer. 


- Write status (1 byte) and message (1 byte) in sequence 
to Send MCS buffer. 


- Write message (2 byte) to Send MCS buffer. 


- Write message to Send MCS buffer. 
- Write number of bytes for message to MC byte register. 


- Write number of bytes for CDB to MC byte register. 


- Write number of bytes for message to MC byte register. 


- Write initiator ID to SEL/RESEL ID register. 

- Write message, status (1 byte), and message (1 byte) in 
sequence to Send MCS buffer. Write number of bytes 
for first message to MC byte register. 


- Write initiator ID to SEL/RESEL ID register. 

- Write message, status (1 byte), and message (1 byte) in 
sequence to Send MCS buffer. Write number of bytes 
for first message to MC byte register. 


- Write message (1 byte) to Send MCS buffer. 
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4.4.2. TARGET DISCRETE COMMANDS 


fe] commendvone [fasten id 


18 | SEND DATA fesse BY seres to data-in phase. « Write number of blocks/bytes for data to be sent to data 
from MPU 2) Send data in program transfer mode. block register/data byte register. 
SEND DATA ) Switch to data-in phase. « Write number of blocks/bytes for data to be sent to data 
from DMA >) Send data in DMA transfer mode. block register/data byte register. 
20 | RECEIVE DATA ) Switch to data-out phase. - Write number of blocks/bytes for data to be received to 
to MPU oy Reeve data in program transfer mode. data block register/data byte register. 
RECEIVE DATA ) Switch to data-out phase. - Write number of blocks/bytes for data to be received to 
to DMA 2) Receive data in DMA transfer mode. data block register/data byte register. 
22 | SEND 1-MSG ) Switch to message-in phase. - Write message to Send MCS buffer. 
>} Send one message. 
23 | RECEIVE MSG ) Switch to message-out phase. - None 
2) Receive one message. 
24 | SEND STATUS ) Switch to status phase. - Write status (1 byte) to Send MCS buffer. 
bond one-byte status. 
RECEIVE CMD ) Switch to command phase. - None 
2) Receive CDB. 
26 | SEND Chain DATA 1)Switch to data-in phase. *1 « Write number of blocks/bytes for data to be sent to 
from MPU 2) Send data in program transfer mode. data block register/data byte register. 
27 | SEND Chain DATA ) Switch to data-in phase. *1 « Write number of blocks/bytes for data to be sent to 
from DMA Dyson data in DMA transfer mode. data block register/data byte register. 


CDB: Command Descriptor Block 





*1 : When issuing two or more data transfer commands (N commands) in one data phase, use the Chain Com- 
mand for the 1 to N—1 commands and the normal command for the last Nth command. (The MB86605 support 
the Chain command for SEND only, and it is not necessary to use it for Receive.) 


The Chain Command does not transfer the last 1 byte when the transferred byte is odd number, and the last 
data byte will be transferred by the next transfer command as the first data byte. Ifthe transferred byte datais 


always an even number, it is not necessary to use the Chain Command. 


Please note that the Chain Command can be used for only the variable-length data transfer only. 
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4.5. COMMON COMMANDS 


Nol Command code lmanusermoarmereates|_ Command Name | 
PE PPPr Ep, [ssrwaereer 
[lo] Tope fefefa[ > __[rrwarenneser 
eft pret fe> = (ean 
eft Pp lel p> [rewwa 


Plea eee ae = ne 
lea eel) 2 ee 
Peale ae foe aa) = Se 
eee eee == = oe 
eles e (ee eS = eee 
eee = 


4.5.1. COMMON COMMANDS 


[No] commanacode [Fumeton SU 
1 | SOFTWARE (1) Reset internal circuit in SPC. None 
RESET (Note 1) (2) Set state of internal circuit in SPC from 
Reset to Ready. 
TRANSFER RESET | Reset hardware for transfer of internal circuit 
in SPC. 


SOSIRESET | Send RST signal which is SOSI bus Signal 


4 | INIT DIAG START The SPC itself can perform self-diagnosis to Write ‘07h’ to the Own ID Setting Register. 
(Note 2) simulate transfer as the initiator. 





5 | TARG DIAG START | The SPC itself can perform self-diagnosis to Write ‘07h’ to the Own ID Setting Register. 
(Note 2) simulate transfer as the target. 
DIAG END (Note 2) Set mode from self-diagnostic to normal. 
COMMAND PAUSE (1) Forcibly terminate transfer during execu 
(Note 3) tion of data phase. None 
(2) Stop selection/reselection. 
SET RST Assert the RST signal of SCSI bus signals None 
and holds it. 
RESET RST Negate the RST signal asserted by the SET None 
RST command. 





Notes: 
1. If the SOFTWARE RESET command is issued, the Command Complete interrupt will not occur and the 
SPC will enter the fully-stopped state. 
To clear the Software Reset state, reissue the SOFTWARE RESET command (the SPC enters the Ready 
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state). Also, more than 4tc_f must be taken between sequential SOFTWARE RESET commands. 


. Self-diagnostic function 


Issuing the INIT DIAG START or TARG DIAG START command causes the SPC to perform 
self-diagnosis. 
Self-diagnosis is made for the following items and the results are reported. 


e Arbitration sequence 
* Selection/reselection sequence 


Some commands allow the SPC to continuously simulate transfer as the initiator or target (for details, 
see 5.9). 


e When the INIT DIAG START command is issued, the SPC can simulate transfer as the initia- 
tor. 
e When the TARG DIAG START command is issued, the SPC can simulate transfer as the target. 


. COMMAND PAUSE command 
(1) Data phase termination: 


¢ SCSI-OUTPUT 
In the DMA transfer mode, output of the DREQ signal is stopped immediately. In the program trans- 
fer mode, 0 is indicated at the DATA REQ bit (bit 2 of the SPC status register). 
Transfer (data output) to the SCSI is continued until the data register becomes empty. 


¢ SCSI-INPUT 


The new output of the REQ or ACK signal to the SCSI bus is stopped. 

Transfer on the system side (DMA or program transfer) is continued until the data register becomes 
empty. 

The target has completed REQ or ACK handshaking. However, the initiator may have received an 
unnecessary REQ signal. 


(2) Selection/reselection can be stopped only before executing the selection/reselection phase. 
If the SPC has started selection/reselection, the COMMAND PAUSE command becomes invalid and 


selection/reselection is executed. 


(3) Ifthe COMMAND PAUSE command has been received and completed, the COMMAND PAUSE inter- 
rupt is reported. 


4-13 


FUJITSU COMMANDS 


4.6. PROGRAM COMMANDS 


eee or aa eee SN et In ore) aes 
Co a a ae 
psc [ene [= sre 
for [elopofe[o[ [ee 
Fe 


Pula ooh see a1): eee | 
ee) tO) ea | “Riera [RO 
Be To | a ce aeet ee [fea NPIS ST 
ee a eee etal [eons PO 
ee eae een = eS 
Ee peal eee ees 
DTD eae = eT 
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4.7. PROGRAMMABLE COMMANDS 


The programmable commands can be used in the only user program. The programmable commands are 
classified into discrete commands and special commands. 


4.7.1. DISCRETE COMMANDS 


9 SELECT ID with ATN Selects and asserts ATN signal. None 
(Initiator command) 


4.7.2. SPECIAL COMMANDS 





Special commands are used for logical operations and conditional branch etc. in the user program. 
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(1) AND Command 


15 


14 13 12 #11 10 9 


8 7 6 5 4 3 2 1 0 
Ponte | R1 Data to be ANDed/address of data to be ANDed 


i Operation code 









Operand code 


Load the value specified by the operation code to the accumulator and carry out the logical AND between the 
values indicated by the accumulator and the operand. The results are stored in the accumulator. 


Bit 11: Operand code 


Bit 11 specifies function of operand 


When 1: Specify address with data to be ANDed at operand. 
When 0: Specify data to be ANDed at operand. 


Bits 10 to 8: Operation code 


Bits 10 to 8 specify the register for the AND operation as illustrated in the following table: 


Fo} o | o | First byte received in message, command and status phases 
Fo fo} 1 | Second byte received in message, command and status phases 
po ft] o SPC status register 


ON 
Pee [rename 
a 
EG 
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(2) TEST AND Command 


15 12 


14 13 


Powe 


11 10 9 


8 7 6 5 4 3 2 1 0 
R1 Data to be ANDed/address of data to be ANDed 


| Operation code 









Operand code 


Load the value specified by the operation code to the accumulator and carry out the logical AND between the 
values indicated by the accumulator and operand. The results are stored in the SPC and can be used for the 
conditional branch command. The value in the accumulator is unchanged. 


Bit 11: Operand code 
Bit 11 specifies the function of the operand. 


When 1: Specify address with data to be ANDed at operand. 
When 0: Specify data to be ANDed at operand. 


Bits 10 to 8: Operation code 


Bits 10 to 8 specify the register for the AND operation and are listed in the table below. 


mae] 
S00 Gon 
[oe [+ [seen naan conversant ae 
ep [e[sesieeie 
[Ps [vanes 


P [ele [ete 
[es [eenisiese 
[2 [sesconssenraacremae 
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(3) COMPARE Command 


15 


14 #138 12 #11 10 9 


8 7 6 5 4 3 2 1 0 
Data to be COMPAREd/address of data to be 
Past] 20 Rt 


| Operation code 









Operand code 


Load the value specified by the operation code to the accumulator and carry out the comparison operation 
between the values indicated by the accumulator and operand. The results are stored in the SPC and can be 
used for the conditional branch command. The value in the accumulator is unchanged. 


Bit 11: Operand code 
Bit 11 specifies the function of the operand. 
When 1: Specify address with data to be compared at operand. 


When 0: Specify data to be compared at operand. 


Bits 10 to 8: Operation code 





Bits 10 to 8 specify the register for the comparison operation and are listed in the table below. 


CN 
SOG Go 
SOG Gti 
ep [e[sesieeie 
[Ps [vanes 


P [ele [ete 
[es [eenisiese 
[2 [sesconssenraacremae 
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(4) Conditional Branch Command 


14 11 
CEPT [pelle] sess 


Condition Code 0 
Condition Code 1 
(Reserved) 
(Reserved) 





This command is used for conditional or unconditional branches, using the operation results obtained by 
executing the COMPARE and TEST AND commands. Even if the SPC is in Level-2 Interrupt Not Report Mode 
(Bit 1 of Auto Response Mode Setting Register = ‘1’), the result of the command execution can be found by this 
conditional branch since the result of command execution is held in the SPC. 


Bits 9 and 8: Condition code 





Bits 9 and 8 specify the branch condition. 


rep] mee 


1 When operation result # 0, transfer execution control to address specified at operand; when 
operation result = 0, go to next command (conditional branch). 


When operation result = 0, transfer execution control to address specified at operand; when 
operation result # 0, go to next command (conditional branch). 


Unconditionally transfer execution control to address specified at operand 
(unconditional branch). 


PE [rs 
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(5) MOVE Command 


15 


14 13 12 #11 10 9 


8 7 6 5 4 3 2 1 0 
oe ea 


| MOVE code 









DIRECTION setting 


This command copies the value specified by the MOVE code to the memory address specified at the operand 
or the value of the memory address specified at the operand to the accumulator. 


Bit 11: DIRECTION setting 


Bit 11 specifies the MOVE direction. 


When 1: Copy value specified by MOVE code to memory address specified at operand 
(register > memory). 


When 0: Copy value of memory address specified at operand to accumulator (memory — accumulator). 


Bits 10 to 8: MOVE code 


Bits 10 to 8 specify the register for MOVE and are listed in the table below. 


mee] ee 
[oe [0 [Raienatinnean conmaan eae 
[oe [+ [sete nctinenan cnecaeataam 
ep [e[sesieeie 
[Ps [vanes 


P [ele [ete 
[es [eenisiese 
[2 [sesconssenraacremae 
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(6) STOP Command 


This command causes the SPC to stop the user program operation. 
When execution of this command is terminated, the SPC is brought from user program operation into normal 
operation (enters Ready state and waits to receive command from command register). 


15 14 13 = 12 11 10 9 8 7 6 5 4 3 2 1 0 
PTS eT tS] Nee Ee Ne [i el eee 


Generation of interrupt signal 





Bit 8: Generation of interrupt signal 
Bit 8 specifies generation of an interrupt signal (INT signal) to the host MPU. 


When 1: Generate interrupt signal (INT signal). 
When 0: Do not generate interrupt signal (INT signal). 


Bit 7 (interrupt requested) of the SPC status register indicates 1 irrespective of the setting of this bit when an 
interrupt request is made from the SPC to the host MPU. 


Bits 4 to 0: User status code 


Bits 4 to 0 specify the user status code. 

Bits 7 to 5 are preset to 1 and are invalid. 

There are no interrupt status codes preset at the SPC which can set all upper three bits to 1. Therefore, if such 
interrupt status code is reported, the user program operation is terminated. 


(7) NOP Command 


7 6 5 4 3 2 1 0 
eee] eI le de 
This NO OPERATION command causes the SPC to proceed to the next step without any execution. 


(8) ADDRESS SEGMENT SET Command 


7 2 1 0 


6 5 4 3 
: When User Program Memory is in 2KB x 1 bank 
7 6 5 4 3 2 1 0 
: When User Program Memory is in 1KB x 2 banks 
ttt] ft fo |e | segment | inode 
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Since Special Commands have 8-bit operand to indicate the user program address, they cannot address the 
entire memory space of 2K bytes. By combining with this command to specify the upper 3 bits of the operand 
address, the entire memory space can be addressed. 


The upper 3 bits address specified by this command is valid until another value is specified. Also, the initial 
value for the upper address is the same as one specified in the user program operation start address register. 


Example) : 


Make an AND operation between a data in address 255h and a data in the accumulator by the AND 
command in address OCOh, and jump to address 100h if the result of the AND operation is ‘OOh’. 








Command Code 





Address 





Address BANK SET TO 2XXh 





OCOh AND ACC, (55h) 

OCth 

0C2h ADDRESS BANK SET TO 1Xh 
OC3h JUMP TO OOh if 0 

100h Command at jumped 


Also, when transfer command is executed in the user program, the transfer byte number and the trans- 
fer address (only for PCI bus interface mode) are specified by indirect addressing. If the byte number 
and transfer address data are assigned in the different segment, specify the segment by the ADDRESS 
SEGMENT SET Command prior to the transfer command. 
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4.8. PRECAUTIONS FOR CREATING USER PROGRAM 


When creating a user program, take care about the following points. 


(1) Precautions for using AND, TEST AND, COMPARE Of MOVE command 


Both the interrupt status register and command step register specified by the AND, TEST AND, COMPARE or 
MOVE command (register + memory only) are FIFO registers and indicate the next interrupt status and com- 
mand step if they hold more than one interrupt source. 


When executing the AND command several times, the contents of the registers must be saved by the MOVE 
command (register > memory). In this case, the AND command can be executed more than once by using the 
MOVE command (memory — accumulator). 


When executing the TEST AND Or COMPARE command several times, specify the register as the accumulator 
from the second execution. 


Execute the TEST AND or COMPARE command after loading the contents of the specified register to the accu- 
mulator. The contents of the accumulator are unchanged. 


(2) Automatic mode in user program operation 
The automatic receive mode is invalid. 
The automatic selection/reselection response mode is valid and precedes the user program operation. 


If the SPC is selected or reselected during execution of the discrete commands including SELECT/RESE- 
LECT in the user program, it stops the user program operation to go to the automatic selection/reselection 
response mode. At this point, the user program is ignored. 


Even if the automatic selection/reselection mode is not set, the SPC, when selected or reselected, stops the 
user program operation and responds to a selection/reselection request. 


(3) Interrupt in user program operation 


If an interrupt source occurs due to an error in the user program operation, the SPC operates differently de- 
pending on the interrupt source level. 


Level 1: SPC stops user program operation, generates interrupt to host MPU and enters Ready state 
Level 2: SPC continues user program operation : 
When Bit 1 of Auto Operation Mode Setting Register (Level 2 interrupt not report/report) = ‘0’: 
Interrupt status and command step are held by the SPC and so, they can be referred by com- 
mands. 
When Bit 1 of Auto Operation Mode Setting Register (Level 2 interrupt not report/report) = ‘1’: 
Interrupt status and command step are not held by the SPC, but the result of the command 
execution is held as well as the result of the operation and so, the result can be found by the 
conditional branch command. 
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The interrupts corresponding to level 2 are as follows. Others correspond to level 1. 


Interrupt Type Operation Mode Description of Interrupt 
INIT/TARG Normal command termination 
REPORT 





TARG ATN condition detected 
INIT Initial phase error 
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5.1. SPC INITIALIZATION 


The SPC is reset by the following methods. 


e RESET pin input = Low (Hardware reset) 

¢ Issuing SOFTWARE RESET command (Software reset) 
e Issuing TRANSFER RESET command (Transfer reset) 
¢ SCSI reset condition (Reset condition) 


Hardware reset is always be made at power-on. 


(1) Hardware reset 

All control circuits are reset. 

During hardware reset, writing to the internal registers is disabled. 

The MB86605 enters the software reset state after released from the hardware reset. 
At the power-on of the SPC, perform the hardware reset. 

(2) Software reset 

All control circuits are reset. 

During software reset, writing commands to the BASIC Control Register are disabled. 


Like the hardware reset, the values of the BASIC Control register and SCAM Register are initialized except the 
Bits 2,1, and 0 of the I/O Control Register and Window Address Register that hold the previous values. The 
values for the Initial Setting Register set before issuing the SOFTWARE RESET command are held, and they 
can be rewritten during software reset. 


The values of the MCS buffer and user program memory are held without being initialized. 


(3) Transfer reset 
The data transfer circuits in the SPC are reset. 
The connection state of the SCSI is unchanged. Execution of the selection/reselection phase is not affected. 


With the SPC operating as the initiator, if the TRANSFER RESET command is issued concurrently with the start 
of target data transfer (input), only the first byte (only the first and second bytes in the 16-bit SCSI bus mode) 
can be received (applies only in asynchronous transfer mode). Internal Registers are not initialized by this 
reset. 


(4) Reset condition 


When the SPC is connected, all outputs of the SCSI pin are stopped. The values of the internal registers are 
not initialized. 
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5.2. SCSI DATA BUS PHASE 


5.2.1. SELECTION FROM OTHER BUS DEVICES 
When selected or reselected from another bus devices, the SPC automatically executes the response se- 
quence providing the following response conditions are satisfied. 
(1) Selection phase response 
A. Bit 6 (selection response) of the response mode setting register is 1. 
B. The ID of the SCSI data bus satisfies the following conditions. 


¢ The bit set at the own ID setting register is true. 

e Bit 1 (single initiator option) of the response mode setting register is 1 and the true bit is 1 bit. 

e Bit 1 (single initiator option) of the response mode setting register is 0 and the true bit is 2 bits. 

e The parity bit is legal (a parity check is always made irrespective of the setting of bit 7 of the parity error 
detection setting register). 


(2) Reselection phase response 
A. Bit 7 (reselection response) of the response mode setting register is 1. 
B. The ID of the SCSI data bus satisfies the following conditions. 


e The bit set at the own ID setting register is true. 

e The true bit is 2 bits. 

e The parity bit is legal (a parity check is always made irrespective of the setting of bit 7 of the parity error 
detection setting register). 


5.2.2. OPERATION AFTER RESPONSE 
There are the following three operations after selection or reselection response. 


(1) The SELECTED, SELECTED with ATN, or RESELECTED interrupt is reported immediately after selec- 
tion or reselection response. 


(2) The automatic selection response mode or automatic reselection response mode preset at the SPC is 
executed. 


Automatic selection response mode — SEL/RESEL mode setting register: bit 7 = 0, bit 5 = 1 
Automatic reselection response mode — SEL/RESEL mode setting register: bit 7 = 0, bit 6 = 1 


(3) The user program operation is performed. 
1) Set the program start address to the SEL/RESEL Auto Response Start Address Register. 
2) Write ‘1’ at the Bit 7 of SEL/RESEL mode setting register. 


Note: For a program example, see User Program Operation section. 
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5.2.3. EXECUTION OF SELECTION/RESELECTION PHASE 


The sequence from arbitration to selection/reselection is performed by issuing the command including selec- 
tion/reselection. When the SPC loses with the arbitration, it will participate in the arbitration again at the detec- 
tion of the next bus-free phase. This operation will be executed until the SPC wins the arbitration. However, if 
the SPC is selected by another device that won the arbitration, it stops the command execution and enters the 
response operation. Also, the SPC can execute the SCSI operation from the selection phase without the ar- 
bitration phase. 


If the operation after response (Section 5.2.2) is specified as automatic selection/reselection mode or user 
program operation, the SPC may be already in operation when the command including selection/reselection 
is received. 


To issue the command including selection/reselection, make sure that bit 6 (BUSY state) of the SPC status 
register is 0. In case that selection/reselection timeoutis detected in the selection/reselection phase, the SPC 
performs the retry as set in the SEL/RESEL Retry Setting Register (addr : 14h). The retry is performed from 
the arbitration phase. 


5.2.4. EXECUTION OF MESSAGE, COMMAND, AND STATUS PHASES 


The MCS buffer should be used to execute the message, command, and status phases. 


(1) Sending 


e Write data to be sent from address 0 of the send MCS buffer and issue the command. 


e To issue a command requiring setting of the number of bytes transferred, preset the number of bytes 
transferred at the MC byte register. 


¢ Do not write data to the send MCS buffer until the SPC reports termination after issuing the command. 


e After the end of transfer, indicate the number of transferred bytes at the modified byte register. If transfer 
is terminated with an error, indicate the number of bytes transferred normally. 


(2) Receiving 


e If previously-executed phases other than the data phase are received, read data from the receive MCS 
buffer and issue the command. 

e To issue a command requiring setting of the number of bytes transferred, preset the number of bytes 
transferred at the MC byte register. 

¢ Do not read data from the receive MCS buffer until the SPC reports termination after issuing the com- 
mand. 

e After the end of transfer, indicate the number of transferred bytes at the modified byte register. If transfer 
is terminated with an error, indicate the number of bytes transferred normally. 

e After the end of transfer, read the received data from address 0 of the receive MCS buffer. 


FUJITSU OPERATION 


a. Flowchart for sending message, command, and status phases 


* Perform the N-byte transfer after setting the number of bytes transferred at the MC byte register. 


Write data to be transferred 
to send MCS buffer. 


Set number of transferred When issuing command requiring setting of 
bytes at MC byte register. number of transferred bytes at MC byte register 


Issue command. 





(SPC transfer) 


Read modified byte register. 
(Check number of transferred bytes.) 
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b. Flowchart for receiving message, command, and status phases 


* Perform the N-byte transfer after setting the number of transferred bytes at the MC byte register. 


Set number of transferred When issuing command requiring setting of 
bytes at MC byte register. number of transferred bytes at MC byte register 


Issue command. 





(SPC transfer) 


Read modified byte register. 
(Check number of transferred bytes.) 


Read data received from 
receive MCS buffer. 
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5.2.5. DATA PHASE 


There are the following transfer modes for data transfer in the data phase. 


Program transfer mode The MPU program uses the data register (address 00/01) to set up 
send data and read receive data. The DMA interface is o used. 


DMA transfer mode In this mode, the SPC executes all the sequences for data transfer. 
Send data is set up and receive data is read via the DMA interface. 


(1) Program transfer mode 





When using the program transfer mode, perform the processing while checking the state of the SPC with the 
SPC status register. 


¢ Do not access the data register until bit 2 (DATA TRANS REQ) of the SPC status register goes to 1. 
¢ Do not access the data register while bit 2 (DATA TRANS REQ) of the SPC status register is 0. 
e The termination of transfer can be checked with bit 6 (BUSY state). 


(2) DMA transfer mode 


In the DMA transfer mode, only burst transfer is supported. In this transfer, the DREQ signal is always active 
as long as the data register is in the Ready state. 


¢ Do not activate the DACK, IORD or |OWRsgignal until the DREQ signal goes High after issuing the DMA 
transfer command (while the DREQ signal is Low). 

e If the COMMAND PAUSE command is issued at output (when the SPC is operating as a target), the DREQ 
signal goes Low out of synchronization with the DACK, IORD or IOWR signal. 








Note: When executing the data phase, take care about the following points. 


e Always set the transfer parameters (transfer mode, transfer period, and transfer offset) for the synchro- 
nous transfer mode before issuing the SEND-DATA and RECEIVE-DATA commands. Also, it is not nec- 
essary to set the transfer parameters for the 2nd or subsequent transfers once it is set at the 1st transfer. 
The SPC stores the transfer parameters for each partner ID and automatically sets them. 

e If the data-in phase is established when the SPC is operating as the initiator and before the data block 
register and data byte register are set by the host MPU and the command is issued, receive data from the 
target as follows. Note that the ACK signal is not asserted. 


Asynchronous: 1 byte (2 bytes if the SCSI bus is a 16-bit width) 
Synchronous: Number of bytes for received REQ signal 


e In the MB86605, two or more transfer commands can be issued in one data phase. In case of SEND 
DATA command, use “SEND Chain DATA” command for 1st to (N—1) data, and use “SEND DATA” com- 
mand for the last Nth data as usual. (No need to use the “Chain” command for RECEIVE operation and 
when the byte data to be sent is always even numbers.) 

e In the data transfer with system side (both in program and DMA transfers), transfer only the numbers of 
data as set in the Transfer Byte Counter (for fixed length data, the number of transfer block x the number 
of transfer byte), and do not transfer unnecessary data such as adummy data. Especially, in case that 
the number of transfer byte is odd, a byte access is needed for the last data. 
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e In case of fixed length data transfer (block transfer), the block length can be set in only even number (in 
word boundary). If the block length is set in odd number, data will be corrupt at the block boundary. In 
case that the block transfer should be performed in odd number, issue the transfer commands of variable 
length (odd number) for the numbers of block to be transferred or set the total number of transfer as the 
variable data transfer since two or more commands can be issued in one data phase in the MB86605. 
Also, during one data phase, do not issue the fixed length data transfer (block transfer) command after 
the variable length data transfer command for the odd number byte. 


FUJITSU OPERATION 


5.3. INTERRUPT CODES 


INIT |} AJA 
Parameter or | UT] UT Interrupt Code Interrupt Source 
TARG | 01 | O2 


BES eee Ze 
2|transrererror | iT | /7/[olo[ifo}o|s[o]o| scsiparyeror 
AVAGO OMe 
VA e ele eee eee = =i 
VA 2 Oe el AP Se arpa: | 
AZ| OO oO oh SCO = 3 
Wal || | Oe Oe 
YE ONT OS OTE |S entrees = = = | 
VANS NOTES OST poe ee eee eee | 
Ve elie). ee EL FO ee ene = 
eI EES: ESS panes = 3) 
WZ |e eee ae Pe Pane eee =) 


3 | PHASE ERROR In] Pott foti fof foo] Initial phase-error 
eA | ee] Lot elt Initial phase-error and MSG received 
Ee AO | [et Teo | ee" Initial phase-error and status received 
ii Initial Phase-error and MSG not received 
T 


eae Initial Phase-error and status not received 


Command stop (ATN condition detected) 


Command stop (ATN condition detected 
and MSG received) 


Command stop (ATN condition detected 
and MSG not received) 


Y 1 1} 4 
4 [Report Ane i 
YVAN SEALE IS 0:0: eee —_ 
VAAN I is Ss, [Senate neat —— ==] 
i = 


474 
AVA a 
Zeid ele 
(Aa 
Yer EP pple 
SVE ER ERE: 


AUTO1: Automatic receive mode 
AUTO2: Automatic selection/reselection response mode 
Y = Defined, N = Undefined 


Diagnostic Result : “No-good” 


Command Rejected 
(Receive MCS buffer not ready) 
a REQ Asserted 


Command Complete (ATN condition 
detected) 
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INIT |} AJA 
Parameter or | UT] UT Interrupt Code Interrupt Source 
TARG | 01 | O2 


4 | REPORT Command complete (ATN condition 
detected and MSG received 
a6 Command complete (ATN condition 
1} 1 1} 1 detected and MSG not received) 
SELECTION Pree telabepabe ht Selection Reseecion Timeout 
Tifolel Lolo ole se aa 


Reselected & Receive MCS buffer not 
1 1 ready 


RESELECTION 


Zt tolalelolsfole 
INT [olo| Selected with ATN 

of a & Receive MCS buffer not 

1 ready 
Ae Selected with ATN & Receive MCS buffer 

1 not ready 
Zettel To fofofo ol aomaraac 
Zretbeb tbo fap sonar 


3 ATO nae Pa 


AUTO SEL/ 
RESELECT 
REPORT 


x fi fola}ofolofola |MSGreceived = received 
72 |, Lat ol [AS Nee = =| 
[fo 03" ah te = 
Gi | 0 e080 Ue Oe == = 
GZ 2) 9 [ins | eee 
Fae! 
[oe ee ST Ree eevee 
pS  a| ee SPO eo Ree orien = 
Zl fetal fala ae = 
1_| MSG-received 
RT 5] i et [ce fe] ete cernten tee] 
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5.3.1 INTERRUPT RELATED TO SCSI RESET 


Interrupt Code Interrupt Source Explanation 





Oth RESET-condition Reset state detected on SCSI bus 
detected 


5.3.2 INTERRUPT RELATED TO TRANSFER 


Interrupt Code Interrupt Source Explanation 


SCSI parity error In currently-executing phase, parity error detected in input/ 
output data over SCSI interface 


MPU parity error 1. During program transfer (data phase), parity error de- 
tected in input/output data over MPU interface 
2. Parity error is detected in the register accessed by the 
host MPU. 


21h DMA parity error During DMA transfer (data phase), parity error detected in 
input/output data over DMA interface 
26h SCSI and MPU parity | During program transfer (data phase), parity error detected 
error in input/output data over MPU and SCSI interfaces 
25h SCSI and DMA parity | During DMA transfer (data phase), parity error detected in 
error input/output data over DMA and SCSI interfaces 


29h Offset error REQ/ACK signal greater than offset value set in synchro- 
nous transfer received 
2Ah Short transfer period | SPC could not follow because period of REQ/ACK signal 
error received during synchronous transfer short 
2Bh Offset error and Short | Offset error and Short transfer period error detected dur- 
transfer period error ing synchronous transfer 
REQ/ACK timeout More than specified REQ/ACK timeout time elapsed 


3th Disconnected in Bus Free state detected during phase execution (transfer) 
transfer progress 

32h Phase error in Phase error occurred during phase execution (transfer) 
transfer progress 
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5.3.3 INTERRUPT RELATED TO PHASE TRANSITION 


Interrupt Code Interrupt Source Explanation 


54h Initial phase-error (*1) | Phase for receive command disagreed when first REQ signal 
received 
55h Initial phase-error and | Initial phase error occurred and one message received in 
MSG received (* 2) response to message receive request from target 
56h Initial phase-error and | Initial phase error occurred and one message received in 
STATUS received (* 2) | response to status receive request from target 


Initial phase-error and 


MSG not received (*2) 
5 


Initial phase-error and 
STATUS not 
rceived(*2) 


Command stop (ATN 
condition detected) and 
MSG received (*2) 


Command Stop (ATN 
condition detected) and 
MSG not received (*2) 


* Notes: 


Command stop (ATN 
condition detected) (*3) 


Eh 
42h 
43h 
47h 


Initial phase error occurred, and intends to receive one mes- 
sage in response to message receive request from target but 
could not receive since data has been stored in Receive 
MCS buffer. (*4) 


Initial phase error occurred, and intends to receive one sta- 
tus in response to status receive request from target but 
could not receive since data has been stored in Receive 
MCS buffer. (*4) 


Attention condition generated by initiator to disallow phase 
transition. Or, during execution of data phase, transfer 
stopped at transfer block boundary. (At this time, the data 
register is empty.) 


Attention condition generated by initiator to disallow phase 
transition and one message received in response to mes- 
sage-out phase request from initiator. Or, during execution 
of data phase, one message received in response to request 
at transfer block boundary. (At this time, the data register is 


empty.) 


Attention condition generated by initiator to disallow phase 
transition and intends to receive one message in response to 
message-out phase request from initiator, or during execu- 
tion of data phase, intends to receive one message in re- 
sponse to request at transfer block boundary. But could not 
receive since data has been stored in the Receive MCS buff- 
er. (At this time, the data register is empty.) 





1. If a phase error occurs and the data-in phase is requested, the SPC operates as follows: 
(1) When nexused target in asynchronous mode 


Receive one-byte data. 


(2) When nexused target in synchronous mode 


Receive number of bytes for received REQ signal (ACK signal not asserted) 
2. Only when automatic receive mode set 
. Only when automatic receive mode not set 
4. Modified-byte counter is automatically cleared. 


ao 
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5.3.4 INTERRUPT RELATED TO REPORT 


Interrupt Code Interrupt Source Explanation 
Command complete Execution of received command terminated normally 
64h 


Command rejected (1) Command received when SPC in automatic operation 
mode (auto selection/reselection response mode) 
(2) New command received during execution of command 
(3) Message of 33 bytes or more when SEND MSG command for 
extended message received (Note 1). 


Command invalid Command from target received when operating as initiator 
Command from initiator received when operating as target 
Sequential command in user program memory 
Received command code undefined 

5) Register value 0 although command requiring setting of 
data block register/data byte register (MC byte counter) re- 
ceived 
(6) Transfer impossible since length of group 6/7 CDB set to 0 
(Note 2) 

(7) Group 3/4 CDB or transfer command was received. (Note 
2) 

(8) Command starting at transfer phase received in unnexused 
state 
(9) Command starting at selection/reselection phase received 
in nexused state 


Command Pause (1) COMMAND PAUSE command received and terminated 
(2) Received message extended message of 33 bytes or more 
(Note 3) 
Result of self-diagnosis | Self-diagnosis performed with good result 
Good 
Result of self-diagnosis | Self-diagnosis performed with no-good result 
No Good 


Command Rejected Message, command status Receive Command received or in- 
(Receive MCS buffer | tended to start the user program operation while previous data 
not ready) is still in Receive MCS buffer. (Receive operation or user pro- 
gram operation can not be done while previous data is in MCS 

buffer.) 


70h Disconnected Bus free state detected during nexus as initiator and detected 
at other than during transfer 


REQ Asserted (Note 4) | Request for execution of next phase made from target. This in- 
terrupt is reported only when the command is not received dur- 
ing nexus. 


67h 
68h 
69h 

Ch 


6 


Command complete | Command terminated normally and attention condition gener- 

(ATN condition ated by initiator detected. The ATN signal is detected only 

detected) (Note 5) when it is not asserted with the ACK signal in the last phase for 
the asserted executed command. 


Command complete | Command terminated normally and one message received in 

(ATN condition response to attention condition generated by initiator. The ATN 

detected) and MSG signal is detected only when it is not asserted with the ACK sig- 
received (Note 6) nal in the last phase for the asserted executed command. 
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Interrupt Code Interrupt Source Explanation 


Command complete Command completed normally and intended to receive one 
(ATN condition message in response to attention condition generated by initia- 
detected) and MSG tor. But, could not receive since data is still in Receive MCS 


not received (Note 6) | buffer. The ATN signal is detected only when it is not asserted 
with the ACK signal in the last phase for the asserted executed 
command. (Note 7) 





Notes: 
1. Transfer a message of 33 bytes or more in length as follows: 
e Initiator 
SEND-N-Byte-MSG ——» (COMMAND COMPLETE) —» SET ATN —» RESET-ACK 


(COMMAND COMPLETE) 
e Target 
SEND-N-Byte-MSG ——» SEND N-Byte-MSG 
2. Transfer is not performed at issuing. 
At receiving, this interrupt is reported after writing the first byte to the receive MCS buffer. At user pro- 
gram operation, write the first byte at the specified user program address. 
3. This interrupt occurs in receiving. 
The interrupt is reported to the receive MCS buffer after the first/second byte of the received message. 
At user program operation, write the first/second byte at the specified user program address. The re- 
maining bytes should be received by the RECEIVE N-Byte-MSG command. 
4. Ifthe data-in phase is required, the SPC operates as follows: 
(1) When nexused target in asynchronous mode 
Receive one-byte data. 
(2) When nexused target in synchronous mode 
Receive number of bytes for received REQ signal. 
5. Only when automatic receive mode not set 
6. Only when automatic receive mode set 
When the attention condition is continuously detected, for a command that is terminated in the mes- 
sage-out phase, the Command Complete (ATN Condition Detected) interrupt is reported instead of this 
interrupt (without receiving message). 
7. Modified-byte counter is automatically cleared. 


5.3.5 INTERRUPT RELATED TO SELECTION/RESELECTION 


Interrupt Code Interrupt Source Explanation 


82h Selection/Reselection | More than specified selection/reselection timeout time 
timeout elapsed 


ae Reselected (Note 1) SPC reselected as initiator by target 


Reselected and Re- Reselected at the reselection response mode by the auto 
ceive MCS buffer not | reselection response mode or user program operation. But, 
ready could not operate response since data is still in Receive 
MCS buffer. (Note 3) 





FUJITSU OPERATION 


Interrupt Code Interrupt Source Explanation 
ae Selected (Note 2) SPC selected as target by initiator 


Selected with ATN SPC selected as target by initiator and attention condition 
(Note 2) generated by initiator detected 


Selected and Receive | Selected at the selection response mode by the auto selec- 


MCS buffer not ready | tion response mode or user program operation. But, could 
not operate response since data is still in Receive MCS buff- 
r (Note 3) 


Selected with ATN Selected and detected attention condition at the selection 
and Receive MCS response mode by the auto selection response mode or user 
buffer not ready program operation. But, could not operate response since 

data is still in Receive MCS buffer (Note 3) 





Notes: 
1. Only when automatic reselection response mode not set 
2. Only when automatic selection response mode not set 
3. Modified-byte counter is automatically cleared. 
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5.3.6 INTERRUPT RELATED TO AUTOMATIC SELECTION/RESELECTION RESPONSE 


Interrupt Code Interrupt Source Explanation 


BOh AUTO mode phase After reselection phase, SPC switched to one other than 
error message-in phase 
MSG received After reselection phase, one message received 
AOh 


AUTO mode phase ATN signal not asserted in selection phase. This interrupt is 
error reported only when the message-out phase is set after the 
selection phase. (Note 1) 


Aih MSG received After selection phase, message other than identify—-MSG 
received 
Illegal Identify-MSG After selection phase, ident ify—MSG received but 1 set at 
received bits 5,4, and3 
MSG received with After selection phase, identify-—MSG and one message 
Identify-MSG received 


Unknown-CDB-received| After selection phase, attempt made to receive one com- 
mand but only one byte received because length of group 
6/7 CDB unknown. (Note 2) This interrupt is reported only 
when the message phase or command phase is set after the 
selection phase. (Note 1) 


A2h 
A3h 
A4h 


Unknown-CDB-received| After selection phase, attempt made to receive identify— 
with Identify-MSG MSG and one command but only one byte received because 
length of group 6/7 CDB unknown (Note 2) 


CMD-received After selection phase, one command received. This interrupt 
is reported only when the message phase or command 
phase is set after the selection phase. (Note 1) 
CMD-received with After selection phase, identify-MSG and one command 
Identify-MSG received 


CMD received and MSG| After selection phase, one command received, and then one 
received message received in response to attention condition. This 
interrupt is reported only when the message phase or com- 
mand phase is set after the selection phase. (Note 1) 


Aé6h 
A7h 
A8h 


CMD received with After selection phase, identify—-MSG and one command 
Identify-MSG and MSG | received, and then one message received in response to 
received attention condition 


CMD received (ATN At selection phase, one command received since ATN signal 

condition detected) not asserted. After that, detected attention condition. This 
interrupt is for only the setting message or command phase 
and not setting auto receive mode. (Note 1.) 





Notes: 
1. Set the phase transition after the selection phase to the SEL/RESEL mode setting register. 
2. Set the length of group 6/7 CDB to the group 6/7 command length setting register. 
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5.4. INTERRUPT CODE AND COMMAND STEP 


When reporting an interrupt, the SPC indicates the interrupt code representing the interrupt status and the 
command step representing the operating condition of the SPC when the interrupt occurred. The command 
step varies with the SPC operation mode. 


There are the following four SPC operating conditions. 


1 
2 
3 
4 


Execution of discrete/sequential command 
User program operation 

Automatic selection response 

SPC in ready state (before receiving command) 


( 
( 
( 
( 


we rH YH WH 


When analyzing the interrupt, reference the interrupt status register (address 04) and command step register 
(address 05). 


(1) Execution of discrete/sequential command 


The command step specified for each command is indicated at bits 3 to 0 of the command step register. 


(Interrupt status) (Command step) 


eT | a a ee Rafe ene 


(2) User program operation 


The number of discrete commands executed (terminated commana) is indicated at bits 7 to 4 of the command 
step register and the command step where the interrupt occurs is indicated at bits 3 to 0. 


(Interrupt status) (Command step) 





al ee 82) 0] OS | ee foe 9 ese eID 


Number of commands executed 


_—————— 


(3) Automatic selection response 


The response sequence type is indicated at bits 7 to 4 of the command step register and the sequence step 
where the interrupt occurs is indicated at bits 3 to 0. 


(Interrupt status) (Command step) 


ee OT PS | es eee IED 


Sequence code 





(4) SPC in ready state 
The command step indicates OOH. 


(Interrupt status) (Command step) 


PMS WP 


The corresponding interrupts are as follows: 
DISCONNECTED(70H), RESET CONDITION DETECTED(01H), REQ ASSERTED(71H), 
SELECTED(80H), SELECTED WITH ATN(81H), RESELECTED(90H) 
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5.5. OPERATION WHEN ERROR DETECTED 


5.5.1. OFFSET ERROR DETECTED 


(1) Initiator (detected in Data-In/-Out Phase) 


Assert the ATN signal concurrently with the detection of the offset error. Transfer is continued but normal op- 
eration cannot be assured. 


A termination report is made as follows: 


(1) When the transfer is terminated or the target switched to the message-out phase before the transfer 
termination, report the Offset Error interrupt. 

(2) When the target is switched to a phase other than the message-out phase before the transfer termina- 
tion, report the Offset Error and Phase Error in Transfer Progress interrupts. 


(2) Target (detected in Data-In/-Out Phase) 


Perform the exit processing to report the Offset Error interrupt concurrently with the detection of the offset 
error. For the exit processing, see section 5.7. 


Notes on Offset Error Detected : 


Please note that the transfer is not terminated when the following phenomenon occurs in Data-In Phase at 
Initiator operation : 
(Phenomenon) : 
Data are received by the SPC whereas the internal data register has been in Full state because a Tar- 
get sent the REQ signals exceeding the specified offset value. This time, the SPC detects the offset 
error and asserts the ATN signal. 


(Countermeasure) : 
Please recognize that the above phenomenon occurred with the description (1) below, and then take 
the (2) to (5) steps as the countermeasure : 
(1) Wait for Twait (*). Although Twait has passed, Data Request bit (Bit 2) of the SPC Status Register 
(addr 02h) did not become “1” in the Program transfer mode or DREQ signal was not asserted in the 
DMA transfer mode. This case, please recognize that the above phenomenon is occurring. 
(*) Twait = (Transfer Cycle) x (Block Length) + (Internal Operating Cycle) x (Block #) x 60 
Example : 
Data transfer rate : 10MByte/sec (i.e. 1 cycle = 100ns), block length = 512 bytes, internal 
operating frequency : 10MHz (i.e. 1 cycle = 100ns), and block #= 10 : 
Twait = 100 x 512 x + 100 x 10 x 60 = 111200[ns] = 111.2[us]. 
(2) Stop the data transfer with Command Pause command. 
(3) This time, Data Request bit may become “1” or DREQ signal may be asserted again. Perform the 


data transfer. 
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(4) Read out the interrupt. “Command Pause” (67h) and “Offset Error’(29h) will be read out. 


(5) Issue the SET ACK and RESET ACK command repeatedly until the Target changes the phase. 


5.5.2. SHORT TRANSFER PERIOD DETECTED 


(1) Initiator (detected in Data-In/-Out Phase) 


Assert the ATN signal concurrently with the detection of the short transfer period error. Transfer is continued 
but normal operation cannot be assured. 


A termination report is made as follows: 


(1) When transfer is terminated or the target is switched to the message-out phase before the transfer 
termination, report the Short Transfer Period Error interrupt. 

(2) When the target is switched to a phase other than the message-out phase before the transfer termina- 
tion, report the Short Transfer Period Error and Phase Error in Transfer Progress interrupts. 


(2) Target (detected in Data-In/-Out Phase) 
Perform the exit processing to report the Short Transfer Period Error interrupt concurrently with the detection 


of the short transfer period error. For the exit processing, see 5.7. 


5.5.3. REQ/ACK TIMEOUT ERROR DETECTED 


(1) Initiator (detected in Data-In/-Out Phase) 


Stop transfer to report the REQ/ACK Timeout Error interrupt concurrently with the detection of the REQ/ACK 
timeout error. Upon receipt of the REQ/ACK Timeout Error interrupt, issue the SCSI RESET command. 


(2) Target 


Stop transfer to report the REQ/ACK Timeout Error interrupt concurrently with the detection of the REQ/ACK 
timeout error. Upon receipt of the REQ/ACK Timeout Error interrupt, issue the SCSI RESET or DISCONNECT 
command. 


Note : When REQ/ACK Timeout Error is detected while data are being received, the SPC may receive an 


excess data (1 byte) in the MCS buffer compared with the modified-byte counter value. So, please read out 
the MCS buffer data when REQ/ACK Timeout Error is detected while data are received. 
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5.5.4. SCSI PARITY ERROR DETECTED 


When the SCSI parity error is detected, the SPC operates differently according to the detected phase. 


(1) Initiator 


Phase detected SPC Operation 


Message in Assert the ATN signal concurrently with the detection of a parity error. However, 
varies varies with the detect point. 
(1) When the received message is a one-byte or two-byte message, report the 
SCSI Parity Error interrupt after transfer. 
(2) When the received message is an extended message, report the SCSI Parity 
Error interrupt after receiving two bytes when detected at the first or second byte, 
and after receiving all bytes when detected at the third and later bytes. 


Status Assert the ATN signal to report the SCSI Parity Error interrupt after transfer con- 
currently with the detection of a parity error. 


Data in/out Assert the ATN signal to report as follows concurrently with the detection of a 
parity error. 
(1) When transfer is terminated or the target is switched to the message-out 
phase before transfer, report the SCSI Parity Error interrupt. 
(2) When the target is switched to a phase other than the message-out phase 
before transfer, report the SCSI Parity Error and Phase Error in Transfer Prog- 
ress interrupts. 





(2) Target 
Phase detected SPC Operation 


Message out Stop transfer to report the SCSI Parity Error interrupt concurrently with the detec- 
tion of a parity error 

Status Stop transfer to report the SCSI Parity Error interrupt concurrently with the detec- 
tion of a parity error. 


Data in/out The SPC operation after the SCSI parity error depends on the Response Opera- 
tion Mode Setting Register (Addr 12h). 
(1) When set to byte-by-byte stop 
Perform exit process (*1) to report the SCSI Parity Error interrupt concurrently 
with the detection of a parity error. 
(2) When set to block-by-block stop 
As soon as transfer of the block where a parity error is detected is terminated, 
stop transfer to report the SCSI Parity Error interrupt (terminated with the data 
register empty). 





(*1) : See Section 5.6 Exit Processing. 
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5.5.5. MPU PARITY ERROR DETECTED 


(1) Initiator 


Phase detected SPC Operation 


Before execution Report the MPU Parity DETECTED interrupt concurrently with the SPC transfer 
(write to register) start (with the receipt of command) after the detection of a parity error. 


Data in/out Assert the ATN signal to report as follows concurrently with the detection of a 
(program transfer) | parity error. 
(1) When transfer is terminated or the target is switched to the message-out 
phase before transfer, report the MPU Parity Error interrupt. 
(2) When the target is switched to a phase other than the message-out phase 
before transfer, report the MPU Parity Error and Phase Error in Transfer Progress 
interrupts. 





(2) Target 


Phase detected SPC Operation 


Before execution Report the MPU Parity Error DETECTED interrupt concurrently with the detection 
(write to register) of a parity error. This interrupt occurs when the SPC starts operation (when the 
command is received to reference the register to which a MPU writes data). 


Data in/out When a parity error is detected, there are the following two types of operations. 


(program transfer) | (1) When set to byte-by-byte stop 
Perform the exit process to report the MPU Parity Error interrupt concurrently 
with the detection of a parity error. 
(2) When set to block-by-block stop 
As soon as the transfer of the block where a parity error is detected is terminated, 
stop transfer to report the MPU Parity Error interrupt (terminated with the data 
register empty). 





Note: For the setting of byte-by-byte stop and block-by-block stop, see description of Bit 4 of Response Op- 
eration Mode Setting Register. Also, for the exit process, see section 5.6. 
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5.5.6. DMA PARITY ERROR DETECTED 


(1) Initiator 


Phase detected SPC Operation 


Data in/out Assert the ATN signal as follows concurrently with the detection of a parity error. 
(DMA transfer) (1) When transfer is terminated or the target is switched to the message-out 


phase before transfer, report the DMA Parity Error interrupt. 

(2) When the target is switched to a phase other than the message-out phase 
before transfer, report the DMA Parity Error and Phase Error in Transfer Progress 
interrupts. 





(2) Target 


Phase detected SPC Operation 


Data in/out When a parity error is detected, there are the following two types of operations. 
(DMA transfer) (1) When set to byte-by-byte stop 
Perform the exit process to report the DMA Parity Error interrupt concurrently 


with the detection of a parity error. 

(2) When set to block-by-block stop 

As soon as the transfer of the block at which a parity error is detected is termi- 
nated, stop transfer to report the DMA Parity Error interrupt (terminated with the 
data register empty). 





Note: For the setting of byte-by-byte stop and block-by-block stop, see description of Bit 4 of Response Op- 
eration Mode Setting Register. Also, for the exit process, see section 5.6. 
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5.6. EXIT PROCESSING 


This section describes the SPC exit processing for error involving the exit processing. 


5.6.1. WHEN ERROR IS DETECTED IN THE SCSI INTERFACE 
e System I/F —In program transfer, keep the transfer until DATA TRANS REQ bit (Bit 2 of SPC Status Reg- 
ister) indicates ‘0’. In DMA transfer, keep the transfer until DREQ signal falls to “L’. 
In the SCSI output operation, terminate storing data in the data register. In the SCSI input 
operation, keep the transfer until data register becomes empty. 
e SCSI I/F —Just after detecting an error, stop the output of ACK or REQ signal. 


The following are the error occurred in the SCSI interface, as described in Section 5.6. : 

“Offset Error’, “Short Transfer Period Error”, “SCSI Parity Error’. In addition, the following error also involve 
the exit process regardless of the operation mode and setting : “Phase Error in Transfer Progress”, “Discon- 
nect in Transfer Progress”, “RST Condition Detected” 


5.6.2. WHEN ERROR IS DETECTED IN THE SYSTEM INTERFACE 


e System I/F —Just after detecting an error, in program transfer, set ‘0’ to DATA TRANS REQ bit (Bit 2 of 
SPC Status Register), and in DMA transfer, fall the DREQ signal to “L”. 


¢ SCSI I/F— Inthe SCSl input operation, stop the output of ACK or REQ signal immediately. (In this case, 
terminate storing data in the data register.) In the SCSI output operation, keep the transfer 
until the data register becomes empty. 


The following are the error occurred in the System interface: 
“MPU Parity Error’, “DMA Parity Error” 
5.6.3. WHEN “REQ/ACK TIMEOUT” IS DETECTED 


e System I/F —Just after detecting an error, in program transfer, set ‘0’ to DATA TRANS REQ bit (Bit 2 of 
SPC Status Register), and in DMA transfer, fall the DREQ signal to “L”. 


¢SCSI I/F Stop the output of ACK or REQ signal immediately. 


5.6.4. WHEN “COMMAND PAUSE” IS DETECTED 
e System I/F —In program transfer, maintain the transfer until DATA TRANS REQ bit (Bit 2 of SPC Status 
Register) indicates ‘0’. In DMA transfer, keep the transfer until DREQ signal falls to “L”. 


In the SCSI input operation, maintain the transfer until data register becomes empty. In the 
SCSI output operation, indicate 0 in DATA TRANS REQ bit immediately or set the DREQ 
signal to “L’. 


¢ SCSI I/F —In the SCSI input operation, stop the output of ACK or REQ signal. Inthe SCSI output opera- 
tion, maintain the transfer until data register becomes empty. 
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5.6.5. CALCULATION OFABANDONED BYTES IN DATA REGISTER 


When an error occurs, data transfer may stop leaving data in the data register and on the SCSI bus. For these 
cases, the bytes that will be abandoned can be calculated as follows: 


(1) SCSI-INPUT 
Nin = (Value of lower 7 bits of modified byte register) - (Value of lower 7 bits of data byte register) 
When Nin 2 0, remaining byte count Npreg=Nin 
When Nin < 0, remaining byte count Npreg= Nin+128 
(2) SCSI-OUTPUT 
Nout = (Value of lower 7 bits of data byte register) - (Value of lower 7 bits of modified byte register) 


When Nout 2 0, remaining byte count Npreg= Nout 
When Nin < 0, remaining byte count Npreg= Nout+128 


Note : 


When SPC terminates on condition that data register stores odd byte data, the SPC outputs 1byte invalid data 
at the last word access. In this case, the relationship between values for data byte register and modified byte 
register is as follows: 


(Value for data byte register) + 1 = (Value for modified byte register) 


When SPC terminates in the PCI bus interface mode, it may cease to transfer the remaining data in the burst 
transfer buffer of the PCI interface block. In such acase, the bytes remaining in the burst transfer buffer can be 
calculated as follows: 


(1) SCSI-INPUT 
Nin = (Value of PCI modified byte register) - (Value of lower 8 bits of data byte register) 
When Nin 2 0, remaining byte count Npcjp=Nin—NpreG 
When Nin < 0, remaining byte count Npcip= Nin+256—Npreca 
(2) SCSI-OUTPUT 
Nout = (Value of lower 8 bits of data byte register) - (Value of PCI modified byte register) 


When Nout 2 0, remaining byte count Npcip=Nout-NpreGg 
When Nout < 0, remaining byte count Npcip= Nout+256—Nprec 
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5.7. DIAGNOSTIC MODE 


When the DIAG START command is issued, the SPC automatically starts self-diagnosis and enters the diag- 
nostic mode. The SPC diagnoses the following conditions and reports the results upon completion. 


¢ Self-diagnosed items (1) Arbitration sequence 
(2) Selection/reselection sequence 
After the interrupt is reported as the result of diagnosis, the SPC enters the diagnostic mode. 


In the self-diagnostic mode, the SPC is disconnected from the SCSI bus so it does not send signals to the 
SCSI bus nor does it receive control signals from the SCSI bus. However, the SPC is ready for internal control 
so that it enables pseudo-interface with the SCSI bus. 


To terminate the diagnostic mode, issue the DIAG END command. 


5.7.1. SCSI Control Signals 


In the diagnostic mode, each bit of the diagnostic register (address 11) is regarded as input signals to the SPC. 
Output signals from the SPC are indicated at the SCSI control signal status register (address 11). 


Pseudo-input from the SCSI bus and pseudo-output to the SCSI bus are indicated at the SCSI control signal 
status register. 


Diagnostic Pseudo-input Pseudo -input/output SCSI control signal 
register from SCSI bus to SCSI bus status register 


REQ REQ 


SPC control signal 


control section 





5.7.2. SCSI DATA BUS SIGNALS 


In the diagnostic mode, the pseudo-input/output data to/from the SCSI data bus can be set. The setting of 
pseudo-input/output data varies with the phase to be executed. 


In the diagnostic mode, parity-bit input from the SCSI bus is always regarded as 0. 


(1) Sending in message, command, and status phases 
As in the normal mode, write the send data to the send MCS buffer and then issue the command. 


Store the pseudo-output data to the SCSI bus in the receive MCS buffer. 
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Pseudo-output to SCSI bus 


' DB7 to DBO 
' | Send MCS buffer SPC data control section Receive MCS buffer 





(2) Receiving in message, command, and status phases 
Write the pseudo-input data from the SCSI bus to the send MCS buffer and then issue the command. 


As in the normal mode, store the receive data in the receive MCS buffer. 


| 


Pseudo-input from SCSI bus; 





DB7 to DBO ; 
Send MCS buffer SPC data control section Receive MCS buffer 


Note: In order to avoid the Parity Error, make sure the SCSI parity setting as follows: 


SCSI Parity Generate : Enable 
SCSI Parity Check : Disable 
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(3) Sending in data phase 


Store the pseudo-output data in the receive MCS buffer. If the transfer data is 33 bytes or more, storing data in 
the receive MCS buffer is repeated. 


The data phase can be executed in the synchronous mode. However, the transfer parameters correspond to 
the values set at the self-ID. Preset the self-ID at the SEL/RESEL ID register before specifying the transfer 
parameters. 


' Pseudo-output 
MPU interface 'to SCSI bus 
(program transfer) 











DB7 to DBO 


SPC data control section Receive MCS buffer 


DMA interface 
(DMA transfer) 


(4) Receiving in data phase 


Write the pseudo-input data from the SCSI bus to the send MCS buffer and then issue the command. If the 
transfer data is 33 bytes or more, data in the send MCS buffer is regarded as repetitive pseudo-input data. 


The data phase can be executed in the synchronous mode. However, the transfer parameters correspond to 
the values set at the self-ID. Preset the self-ID at the SEL/RESEL ID register before specifying the transfer 
parameters. 


Pseudo-input MPU interface 
from SCSI bus (program transfer) 


DB7 to DBO 


Send MCS buffer SPC data control section 


DMA interface 


(DMA transfer) 


Note: In order to avoid the Parity Error, make sure the SCSI parity setting as follows: 


SCSI Parity Generate : Enable 
SCSI Parity Check : Disable 
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5.7.3. EXECUTION OF DIAGNOSTIC MODE 


DIAG START command 


(Self-diagnosis by SPC) 







(Report the result of self-diagnosis by SPC.) 


Simulate transfer. 
DIAG END command 


Note: Prior to execution of the DIAG START command, set the Bits 6 and 7 of Response Operation Mode 
Setting Register “disable”. Do not execute the DIAG START and DIAG END command with the bits 6 
and 7 enabled or with nexus with the other device established. 
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5.8. TP SIGNAL CONTROL 


The TP (Transfer Permission) signal is used to stop DAM transfer temporarily. The SPC controls transfer ev- 
ery block, checks the TP signal for each block, and determines whether to transfer the next block. 


To stop DMA transfer temporarily, input 0 during transfer of the block to be stopped. 


Example: 
Temporarily stop DMA transfer at completion of block (N + 1) transfer. 







Start transfer of block N. 


Transfer to SCSI terminated 
Transfer to DMA terminated 
(Transfer of block N terminated) 


Start transfer of block (N + 1). 





Transfer to SCSI terminated 
Transfer to DMA terminated 
(Transfer of block N + 1 terminated) 


(Temporary stop) 


* Temporarily stopped state 


e Initiator — Keep the last ACK signal asserted just before the temporary stop. The DREQ signal goes 
Low. In the data-in phase, receive the data as numbers of REQ signal received. 
e Target — Do not assert the REQ signal. The DREQ signal goes Low (the data register is empty). 
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5.9. DMA MISALIGNMENT 


DMA misalignment aligns odd byte data to word boundary and connects data between transfer commands, 
and data phases. 


The MB86605 can also perform the misalignment automatically when two or more transfer commands are 
issued in one data phase (automatic misalignment mode), in addition to the manual misalignment mode on. 


The MB86605 actually performs the DMA misalignment by swapping the connection between external DMA 
bus and internal data register FIFO in byte unit as follows: 


The Bit 4 of Nexus Status Register indicates the current status of DMA misalignment. 


At 80 Series MPU DMA Bus Data Register 
Misalignment OFF MSB (DMD15-8) MSB (Second data) 
(Bit 4 of Nexus status reg = ‘0’.) LSB (DMD7 —0) LSB (First data) 
Misalignment ON MSB (DMD15-8) MSB (Second data) 
(Bit 4 of Nexus status reg='1’.) LSB (DMD7-0) LSB (First data) 








At 68 Series MPU DMA Bus Data Register 
Misalignment OFF MSB (DMD15-8) MSB (Second data) 
(Bit 4 of Nexus status reg = ‘0’) LSB (DMD7 -0) LSB (First data) 
Misalignment ON MSB (DMD15-8) MSB (Second data) 
(Bit 4 of Nexus status reg='1’.) LSB (DMD7-0) LSB (First data) 
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5.9.1. MANUAL MISALIGNMENT MODE 


Alignment ON/OFF can be set by the bit 4 of I/O Control Register. The following are descriptions how to use 
the misalignment. 


(1) How to Use in One Data Phase : 


In the MB86605, two or more commands can be issued in one data phase. Since SPC data register pointer 
continues to operate, the SPC consecutively writes/reads to/from the data register as if operating in response 
to only one command. Therefore, even if the byte data to be transferred with a previous transfer command is 
an odd number, the next data transfer can be performed from word boundary if the next transfer command is 
issued after the misalignment is set to ON. (When the misalignment is set to OFF, swapping the byte data is 
needed by the system side for the next transfer command.) 


(SCSI bus) (DMA bus memory) 


Te [ale 





Misalignment ON *1 





ace 
cet aces SPC Misalignment OFF *2 


ea Sy 





(SCSI bus) (DMA bus memory) 


ep 
aes 
Uo os SPC 





Misalignment ON *1 








fe] [efor 
* 1: A1 to A3 are transferred by the misalignment OFF and B1 to B5 are by the misalignment ON. 
*2: Both Al to A3 and B1 to Bd are transferred by the misalignment OFF. 
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(1) How to Use between Different Data Phases : 


When data phase is complete, the SPC data register pointer returns to initial state. So, when the misalignment 
is set to ON, data in the next data phase can be transferred to the system side connecting with data in the 
previous data phase. 


(SCSI bus) (DMA bus memory) 


Te [a Te 


Misalignment OFF *2 84 | B2 | Az 

Ps, 

(SCSI bus) (DMA bus memory) 
eT [= 

eee 

Misalignment OFF *2 

Ee 


* 1: A1 to A3 are transferred by the misalignment OFF and B1 to B5 are by the misalignment ON. 
*2: Both Ai to A3 and B1 to Bd are transferred by the misalignment OFF. 





SPC 








SPC 
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5.9.2. AUTOMATIC MISALIGNMENT MODE 


By setting the Bit 3 of I/O Control Register, the automatic misalignment can be used. When two or more com- 
mands are issuedin one data phase in the automatic misalignment mode, the misalignment mode is automati- 
cally switched to ON/OFF depending on whether total transfer byte in the data phase is odd or even number. 


(SCSI bus) (DMA bus memory) 
fesse 
canes OPS 
Misalignment OFF *2 : 
SPC a 
Misalignment ON *1 





(SCSI bus) (DMA bus memory) 
esac 
as 
mi efefoifos 
Misalignment OFF *2 
woeeee SPC 
Misalignment ON *1 





“1: Transferred by setting Bit 3 of I/O Control register to ‘1’. 
“2: Transferred by setting Bit 3 of I/O Control register to ‘0’. 
“3: B1 to B5 are automatically transferred by the misalignment ON. 
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5.10. MULTISELECTION/RESELECTION RESPONSE 


Multiselection/reselection response performs response operation to selection/reselection requests from oth- 
er SCSI devices with two or more IDs. This feature realizes multitarget function for disk array applications. 


5.10.1. INTERNAL REGISTERS FOR MULTISELECTION/RESELECTION RESPONSE 


(1) Response Own ID Setting Register (MSB) 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
mB Gk 


} 10h | 20 | a ID15 ID14 ID13 ID12 ID11 ID10 joe | oe 
ial va ee 


(2) Response Own ID Setting Register (LSB) 


Bank R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 


Pbebrtel=lel=fel= [l= 


Initial Value 








These registers are used to set the own ID to respond to the selection/reselection request from the partner 
device. The SPC responds for the ID where ‘1’ is set to the corresponding bit. When the all bit value is 0, the 
SPC does not responds to the selection/reselection. 


(3) Response Own ID Display Register 


R/W| Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
sire 


Response Own ID 


18h | 280 | 
RO1 ROO 


- = Ph Pet 


This register indicates the own ID in hexadecimal which responds to the selection/reselection request from the 
partner device. By reading out this register, you can recognize the ID which responds to the selection/reselec- 
tion request among IDs specified in the Response Own ID Setting Register. 
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5.10.2. OTHER RELATED REGISTERS 


(1) Own ID Setting Register 


| Address | 
R/W] Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 
Bank 
coos 


Own ID 
ih in | 


= = 


Set the bus device own ID number of the SPC that outputs when the arbitration and selection/reselection re- 
quest are output. 
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Example of Multi-Selection Response: 







Host Adapter 
(MB86603/605) 


TARG. 
(MB86605) 


ae: SCSI bus 







Disk Array System 













INIT 
(MB86604) 


INIT 
(MB86604) 





IDO line Sy 


ID1 Lime pistes 
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MAPPING SCHEME: 


IDO 


604 604 604__ 
LUNO LUN1 LUN2 


ie 
| 
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1. IN RAID 5 a block of data is written into one HDD: 


604 604 604 __ 
LUNO LUN1 LUN2 
E BLOCK DATA 








S 


Fig. 1 Fig. 2 HDD Array Mapping Scheme 





2. When the Target in the disk array system (MB86605) responds to any of ID #1 HDD and then LUN2 INIT 
(MB86604) was specified in command phase, LUN2 INIT (MB86604) will nexus with the ID #1 HDD con- 
nected with the LUN2 INIT and write data received from host chip into the ID#1 HDD. (See Fig. 2.) 


3. As well as the process 2 above, some of disk array systems have a possibility to respond with other IDs 
(HDDs), not only with a single HDD. In that case, in fact, the target (MB86005) will need to respond to the 
selection for multiple INIT devices (MB86604) up to 15. 


The unique feature of this scheme is that each array-disk (HDD) is unlikely handled as “LUN”, but each INIT 
device (MB86604) is handled as “LUN”. Therefore, in RAID 5, two-dimensional HDD selection is possible 
using LUN and ID. For such an application, MB86605 supports multi-selection responses that can respond 
with selection for multiple LUNs (INIT devices) when writing/reading data into/from any desired HDDs. 


5-38 


OPERATION FUJITSU 


5.11. SCAM FUNCTION 


The MB86605 supports the SCAM function that allows the SCAM protocol for SCSI Plug & Play. It can directly 
control the SCSI bus signals from the system bus. The controlled signals are defined and set in the SCAM 
Register Window. 


Note: Please refer to the SCAM document for details on the operation of this protocol. 


5.11.1. SCAM Protocol 


To execute the SCAM protocol, take the following steps and set the MB86605. 


(Normal Operation) 
Make the Selection/Reselection Response 
and AUto Receive Operation Mode “DISABLE” 
Set the SCSI Driver to “OPEN-DRAIN Output” 
Switch to SCAM REGISTER WINDOW 







Execute the SCAM PROTOCOL 


Initialize (Clear) the SCAM REGISTER 





(Normal Operation) 


5.11.2. How to Access SCSI Bus 


1) Write : Set the SCSI bus to Open-drain mode for the SCAM protocol. In the open-drain mode, the SPC 
outputs Low level at the signal assertion (writing 1 to the register). 


2) Read : First, initialize the SCAM register (write 0 and make Hi-Z state) due to the open-drain mode. 
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APPENDIX A. USER PROGRAM OPERATION § App-3 
A-1. EXAMPLE OF INITIATOR USER PROGRAM 
A-2. EXAMPLE OF TARGET USER PROGRAM 
APPENDIX B. LIST OF INTERRUPT CODE & 
COMMAND STEP 


B.1. Initiator Commands 


B.2. Target Commands 
B.3. Common Commands 
B.4. Automatic Selection/Reselection Response 


APPENDIX C. COMMAND QUEUING 
APPENDIX D. PACKAGE DIMENSIONS 
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APPENDIX A. USER PROGRAM OPERATION 


A-1. EXAMPLE OF INITIATOR USER PROGRAM 


Two kinds of program example in executing a series of phases for command queuing are given below. Exam- 
ple 1 gives program examples that are compatible with earlier Fujitsu SPCs MB86601A/MB86602C/ 
MB86603. Example 2 gives an example when using various automatic operation modes which are supported 
in the MB86604A and MB86605 (by setting the Auto Operation Mode Setting Register (addr 1Eh).) 


(1) Program prerequisites 


e When “Initial Phase Error” occurs, check for the phase and stops after proceeding to the receive opera- 
tion. 


e Store the execution results of each phase (interrupt status, command step) sequentially from address 
90H. (For Examples 1.) 


© Set the ACK Reset Mode to ‘automatic’ and the Level-2 Interrupt Report Mode to ‘not report’ in the Auto 
Operation Mode Setting Register (addr 1Eh). (For Example 2.) 


(2) Outline program flow 


Figure A-1 shows an outline of flow chart for Initiator user program. Figure A-2 shows the detailed flow chart. 
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Set the start address at the transfer start address register. 


SELECT with ATN 
SEND 1-MSG with ATN 








Figure A-1. Outline of Initiator User Program Example (Example 1) 
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(7) Add ‘92H’ MOVE ACG 


(8) ACC COMPARE Add 40H 






1 Initial Phase Error 
Condition Jump 


0 Command Complete i) 


(10) Send 1-MSG from Add B2H 
(11) Interrupt Status MOVE Add 94H 
(12) Command Step MOVE Add 95H 


(13) Add 94H MOVE ACC 


Figure A-2. Detailed Initiator User Program Flow (Example 1) 
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(14) 


(15) 


(16) 


(17) 


(18) 


(19) 


(20) 


(21) 


(22) 


(23) 


(24) 


(25) 


(26) 


(27) 


(28) 
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ACC COMPARE Add 40H 






Condition Jump 


0 Command Complete 






Condition Jump 


0 Command Complete 


Interrupt Code EOH 
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1 Initial Phase Error 


1 Initial Phase Error 


(32) 


(33) 


(36) 


(37) 







Condition Jump 


0 MSG-IN Phase 


Receive 1-MSG to Add COH 
Interrupt Status MOVE Add 9EH 
Command Step MOVE Add 9FH 


Stop 


Interrupt Code E2H 


(38) 


(39) 


(40) 


(41) 


(42) 


(43) 
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1 Except MSG-IN Phase 


SCSI Control COMPARE Data 8BH 







Condition Jump 


0 Status Phase 


Interrupt Code E3H 
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(44) 


oO 
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1 Except Status Phase 


Stop 


Interrupt Code E4H 
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Select with ATN 
SEND 1—MSG with ATN from addr 30h 


1 Initial Phase Error 














Condition Jump 





0 Command Complete 


SEND 1—MSG from addr 31h 


1 Initial Phase Error 









Condition Jump 


0 Command Complete 


SEND CMD from addr 40h 


1 Initial Phase Error 









Condition Jump 


0 Command Complete 


Interrupt Code “EOH” 


Figure A-3 Initiator User Program Example (Example 2) 
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(11) 


Reset ATN 


SCSI Control COMPARE Data ‘8Fh’ 






Condition Jump 


0 MSG-IN Phase 


Receive 1-MSG to Add 50H 
RESET ATN 


Stop 


Interrupt Code E2H 


(15) 


(16) 


(17) 


(18) 
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1 Except MSG-IN Phase 


SCSI Control COMPARE Data 8BH 







1 Except Status Phase 
Condition Jump 


0 Status Phase 


Receive Status to Add EOH (19) 
Interrupt Code E4H 


Interrupt Code E3H 
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Explanation of Initiator User Program Example 1(Addresses 00h to 34h) 


[tse] Cote Sai 
a Oa Issue SELECT with ATNcommand. = SELECT with ATN command. 


01 EC Move value of interrupt status register to address 90H. 
02 90 
03 ED Move value of command step register to address 91H. 
04 91 

4 05 19 Issue SEND 1-MSG with ATN command. Store 1-byte send data from ad- 
06 BO dress BOH. 

5 07 EC Move value of interrupt status register to address 92H. 
08 92 
09 ED Move value of command step register to address 93H. 
OA 93 

7 0B EO Move data stored at address 92H to accumulator. 
0C 92 
OD CF Compare value of accumulator with data stored at address 40H (COMPARE). 
OE 40 
OF D1 If operation result + 0, branch to address 50H. 
10 50 

10 11 18 Issue SEND 1-MSG command. Store 2-byte send data from address B2H. 
12 B2 

11 13 EC Move value of interrupt status register to address 94H. 
14 94 

12 15 ED Move value of command step register to address 95H. 
16 95 

13 17 EO Move data stored at address 94H to accumulator. 
18 94 

Compare value of accumulator with data stored at address 40H (COMPARE). 
1A 40 
If operation result + 0, branch to address 50H. 

1C 50 
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Explanation of Initiator User Program Example 1 (Addresses 00h to 34h) (Continued) 


[ne [aseress] ode Eee 
| 16} 1D | 0D | ssueREsEracKcommand = = = fIssueRESETACKcommand. = RESET ACK command. 


17 1E EC Move value of interrupt status register to address 96H. 
1F 96 
18 20 ED Move value of command step register to address 97H. 
21 97 
19 22 1B Issue SEND CMD command. Store 6-byte send data from address B8H. 
23 B8 
20 24 EC Move value of interrupt status register to address 98H. 
25 98 
Move value of command step register to address 99H. 
27 99 


22 28 EO Move data stored at address 98H to accumulator. 
29 98 
Compare value of accumulator with data stored at address 40H (COMPARE). 
2B 40 
2C D1 If operation result + 0, branch to address 50H. 
2D 50 


26 2F EC SS value of interrupt status register to address 9AH. 
30 9A 

27 31 ED Move value of command step register to address 9BH. 
32 9B 

28 33 91 Issue STOP command. The interrupt code EOH (normal termination) is re- 
34 EO ported. 
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Explanation of Initiator User Program Example 1 (Addresses 40h to E0h) 


re Pe e_ Sai 


Store value at address 60H that will be compared with value of interrupt 
status register. 


|IssueRESETATNcommand. = RESET ATN command. 


4 Move value of interrupt status register to address SS 
52 9C 
31 53 ED Move value of command step register to address 9DH. 
54 9D 
32 55 C6 Compare value of SCSI control register data stored at address 8FH 
56 8F (COMPARE). 
33 57 D1 If operation result + 0, branch to address 70H. 
58 70 
34 59 1A Issue RECEIVE 1-MSG command. Store received data from address COH. 
5A Co 
35 5B EC Move value of interrupt status register to address 9EH. 
5C 9E 
5D ED Move value of command step register to address 9FH. 
5E QF 
37 5F 91 Issue STOP command. The interrupt code E2H (one message was re- 
60 E2 ceived after the Initial Phase Error occurred) is reported. 
70 C6 Compare value of SCSI control register with data stored at address 8BH 
71 8B (COMPARE). 
72 D1 If operation result + 0, branch to address 7CH. 
73 7C 
40 74 1C Issue RECEIVE STATUS command. Store received data from address EOH. 
75 0) 
41 76 EC Move value of interrupt status register to address AOH. 
77 AO 
78 ED Move value of command step register to address A1H. 
79 Al 
7A 91 Issue STOP command. The interrupt code E3H (status was received after 
7B E3 the Initial Phase Error occurred) is seen 
7C 91 Issue STOP command. The interrupt code E4H (the next phase was not 
7D E4 RECEIVE MCS after the Initial Phase Error occurred) is reported. 
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Explanation of Initiator User Program Example 1 (Addresses 40h to EOh) (Continued) 


[no [asoess] Goss Explanation 
90 Store result of executing SELECT with ATN command (interrupt status and 
91 command step; to be repeated in the following). 
Ts er Store result of executing SEND I-MSG with ATN command. 
93 
le | Store result of executing SEND 1-MSG command. 
95 
Cae wea Store result of executing RESET ACK command. 
97 
Pie Store result of executing SEND CMD command. 
99 
JA Store result of executing RESET ACK command. 
ZA 9B al 
PA oe Store result of executing RESET ATN command. 
A 9D y | 


Golesi Store result of executing RECEIVE 1-MSG command. 
a QF A 
JA ae Store result of executing RECEIVE STATUS command. 
a Al a 


|| BO | Xx | Store t-byte data to be transferred by SEND 1-MS¢ with ATN command. | Store 1- | Store 1-byte data to be transferred by SEND 1-MSG with ATN command. | data to be transferred by SEND 1-MSG with ATN command. 


B2 XX Store 2-byte data to be transferred by SEND 1-MSG command. 
B3 XX 
B8 XX 


Store 6-byte data to be transferred by SEND CMD command. 


When receiving one message after Initial Phase Error occurs, store 
data. 


eA. | When receiving one status after Initial Phase Error occurs, store data. 
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Explanation of Initiator User Program Example 2 (Addresses 00h to 70h) 


[arse] Ooo Sain 
| 208), | Issue SELECT with ATN command. 


2 01 19 Issue SEND 1-MSG with ATN command. The data to be sent is 1- byte 
02 30 from address 30h. 
3 03 D1 Branch to address 10h if “Initial Phase Error” occurred. 
04 10 
4 05 18 Issue SEND 1-MSG command. The data to be sent is 2-byte from address 
06 31 32h. 
5 07 D1 Branch to address 10h if “Initial Phase Error” occurred. 
08 10 
09 1B Issue SEND CMD command. The data to be sent is 6-byte from address 
OA 40 40h. 
0B D1 Branch to address 10h if “Initial Phase Error’ occurred. 
0C 10 
OD 91 Issue STOP command. The interrupt code to be reported is “EOh” (normal 
OE EO termination) 
=== 
10 11 C6 Compare the SCSI control register with 8Fh. 
12 8F 
11 13 D1 If operation result # 0, branch to address 20h. 
14 20 
Issue RECEIVE MSG command. Store the received data from address 50h. 
16 50 
el eee ee 
14 18 91 Issue STOP command. The interrupt code is E2h (1 message was received 
19 E2 after “Initial Phase Error” occurred.) 
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Explanation of Initiator User Program Example 2 (Addresses 00h to 70h) (Continued) 


[tise] Ooo Sai 


15 20 C6 Compare the SCSI control register with 8Bh. (COMPARE) 
21 8B 

16 22 D1 If operation result + 0, branch to address 28H. 
23 28 

17 24 1C Issue RECEIVE STATUS command. Store the received data from address 
25 70 70h. 

18 26 91 Issue STOP command. The interrupt code is E3h (Status was received af- 
27 E3 ter “Initial Phase Error” occurred.) 


19 28 91 Issue STOP command. The interrupt code is E4h (The next phase was not 

29 E4 RECEIVE MCS after “Initial Phase Error” occurred.) 

| | ee Store the data to be sent by SEND 1-MSG with ATN command. (1-byte) 
31 XX Store the data to be sent by SEND 1-MSG command. (2-byte) 
32 XX 

40 to XX to Store the data to be sent by SEND CMD command. 

4F XX 

ae fp Store the data if 1 message is received after “Initial Phase Error” occurred. 
6F 


Peril, ee Store the data if 1 status is received after “Initial Phase Error” occurred. 
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A-2. EXAMPLE OF TARGET USER PROGRAM 


Two kinds of program example in executing a series of phases for command queuing are given below. Exam- 
ple 1 gives program examples compatible with earlier Fujitsu SPCs MB86601A/MB86602C/MB86603. Ex- 
ample 2 gives an example when using various automatic operation modes which are supported in the 
MB86604A and MB86605 (by setting the Auto Operation Mode Setting Register (addr : 1Eh).) 


(1) Program prerequisites 
e If the COMMAND COMPLETE (ATN CONDITION DETECTED) occurs, stop the operation without receiving. 


e Store the execution results of each phase (interrupt status, command step) sequentially from address 
50H. (For Example 1.) 


© Set the ACK Reset Mode to ‘automatic’ and the Level-2 Interrupt Report Mode to ‘not report’ in the Auto 
Operation Mode Setting Register (addr : 1Eh). (For Examples 2.) 


(2) Outlined program flow 


Figure A-4 shows an outline of flow chart for Target user program. Figure A-5 shows the detailed flow chart. 
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Set start address at SEL/RESEL Auto Re- 


sponse Start Address register. 


N 
Y 
: 


Y 


N 
Y 
Y 
omer 
Y 
N 
se 
Y 
Figure A-4. Outline of Target User Program (Example 1) 
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(10) 


(11) 
(12) 
(13) 
(14) 


(15) 
(16) 


(17) 


(18) 


(19) 
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SCSI Control COMPARE Data 20H 





Condition Jump 


1 ATN Assert 






Condition Jump 





0 ATN Condition Detected 


The First Received Data AND Data 80H 


Condition Jump 






1 Identify MSG 






Condition Jump 





0 Command Complete 


The First Received Data AND Data FOH 
ACC Compare Data 20H 






Condition Jump 





0 Queue Tag MSG 


Figure A-5. Detailed Target User Program Flow (Example 1) 
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0 ATN No Assert 


(27) 


(28) 


(29) 


(30) 


(31) 


STOP 


Interrupt Code E1H 


1 Command Complete 


STOP 


Interrupt Code E2H 


STOP 


Interrupt Code E3H 


1 ATN Condition Detected 


STOP 
Interrupt Code E4H 


STOP 


Interrupt Code E5H 


(25) 


(26) 
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Condition Jump 
















1 ATN Command Detected 









0 Condition Complete 






Interrupt Code E6H 
Interrupt Code EOH 
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(10) 


(11) 
(12) 
(13) 


(14) 
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SCSI Control COMPARE Data 20H 





Condition Jump 


1 ATN Assert 


RECEIVE 1-MSG to Add 30H 





Condition Jump 


1 ATN Condition Detected 


The First Received Data TEST AND Data 80H 


Condition Jump 





1 Identify MSG 


RCEIVE MSG to Add 50H 






Condition Jump 


0 Command Complete 


The First Received Data TEST AND Data FOH 
ACC Compare Data 20H 






Condition Jump 


0 Queue Tag MSG 


RECEIVE CMD to Addr 70H 





Condition Jump 
0 Command Complete 


Interrupt Code EOH 


Figure A-6. Detailed Target User Program Flow (Example 2) 
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0 ATN No Assert 


(15) 


(16) 


(17) 


(18) 


(19) 


(20) 


STOP 


Interrupt Code E1H 


0 Command Complete 


STOP 


Interrupt Code E2H 


STOP 


Interrupt Code E3H 


1 ATN Condition Detected 


STOP 
Interrupt Code E4H 


STOP 


Interrupt Code E5H 


1 ATN Condition Detected 


STOP 


Interrupt Code E6H 
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Explanation of Target User Program Example 1 (Addresses 00h to 21h) 


eee Explanation 
00 B6 Carry out logical AND between the value of SCSI control signal status reg- 
01 20 ister and data stored at address 20H (TEST AND). 
02 D2 If operation result = 0, branch to address 40H. 
03 40 
04 39 Issue RECEIVE MSG command. Store received data at address 60H. 
05 60 
4 06 EC Move value of interrupt status register to address 50H. 
07 50 
5 08 ED Move value of command step register to address 51H. 
09 51 
OA EO Move data stored at address 50H to accumulator. 
OB 50 
Compare value of accumulator with data stored at address 61H (COMPARE). 
OD 61 
OE D1 If operation result # 0, branch to address 42H. 
OF 42 
10 BO Carry out logical AND between first byte of received message with data 
11 80 stored at address 80H (TEST AND). 
10 12 D2 If operation result = 0, branch to address 44H. 
13 44 
Issue RECEIVE MSG command. Store received data from address 80H. 
15 80 
12 16 EC Move value of interrupt status register to address 52H. 
17 52 
13 18 ED Move value of command step register to address 53H. 
19 53 
14 1A EO Move data stored at address 52H to accumulator. 
1B 52 
Compare value of accumulator with data stored at address 60H (COMPARE). 
1D 60 
16 1E D1 If operation result + 0, branch to address 46H. 
1F 46 
17 20 AO Carry out logical AND between first byte of received message and data 
21 FO stored at address FOH (AND). 
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Explanation of Target User Program Example 1 (Addresses 22h to BFh) 


[arse] oats Sai 


Compare value of accumulator with data stored at address 20H (COMPARE). 

23 20 

19 24 D1 If operation result + 0, branch to address 48H. 
25 48 

20 26 3B Issue RECEIVE CMD command. Store received data from address AOH. 
27 AO 

21 28 EC Move value of interrupt status register to address 54H. 
29 54 

22 2A ED Move value of command step register to address 55H. 
2B 55 

23 2C EO Move data stored at address 54H to accumulator. 
2D 54 

Compare value of accumulator with data stored at address 60H (COMPARE). 

2F 60 
30 D1 If operation result + 0, branch to address 4AH. 
31 4A 

26 32 91 Issue STOP command. The interrupt code EOH (normal termination) is re- 
33 EO ported. 

27 40 91 Issue STOP command. The interrupt code E1H (the ATN signal was not 
41 E1 asserted in the selection phase) is reported. 

28 42 91 Issue STOP command. The interrupt code E2H (the ATN signal was not 
43 E2 asserted after the first message was received) is reported. 

29 44 91 Issue STOP command. The interrupt code ESH (the first received message 
45 E3 was not Identify-MSG) is reported. 

30 46 91 Issue STOP command. The interrupt code E4H (the attention condition was 
47 E4 detected after the second message was received) is reported. 

31 48 91 Issue STOP command. The interrupt code E5H (the second received mes- 
49 E5 sage was not Queue Tag MSG) is reported. 

32 4A 91 Issue STOP command. The interrupt code E6H (the attention condition was 
4B E6 detected after the command was received) is reported. 
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Explanation of Target User Program Example 1 (Addresses 22h to BFh) (Continued) 


[no [asaess] Code Explanation 
50 Store result of executing first RECEIVE MSG command (interrupt status and 
51 command step; to be repeated in the following). 
/| BL Store result of executing second RECEIVE MSG command. 
53 
/| 8 | Store result of executing RECEIVE CMD command. 
55 


Store result of executing first RECEIVE MSG command. 


Store result of executing second RECEIVE MSG command. 


Store result of executing RECEIVE CMD command. 





Explanation of Target User Program Example (Addresses 00h to 8Fh) 
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Explanation of Target User Program Example 2 (Addresses 00h to 8Fh) 


uae Eepnatin 
00 B6 Carry out logical AND between the value of SCSI control signal status reg- 
01 20 ister and data stored at address 20H (TEST AND). 
02 D2 If operation result = 0, branch to address 20H. 
03 20 
04 39 Issue RECEIVE MSG command. Store received data at address 30H. 
05 30 

4 06 D2 If execution result of command is ‘Command Complete’, branch to address 

07 22 22H. 
08 BO Carry out logical AND between first byte of received message with data 
09 80 stored at address 80H (TEST AND). 
OA D2 If operation result = 0, branch to address 24H. 
0B 24 

7] | 8 Issue RECEIVE MSG command. Store received data at address 50H. 
OD 50 


OE D1 If execution result of command is ‘Command Complete (ATN Condition De- 
OF 26 tected)’, branch to address 26H. 
10 AO Carry out logical AND between first byte of received message with data 
11 FO stored at address FOH (AND). 
Compare value of accumulator with data stored at address 20H (COMPARE). 
13 20 
11 14 D1 If operation result + 0, branch to address 28H. 
15 28 
Issue RECEIVE MSG command. Store received data at address 70H. 
17 70 
13 18 D1 If operation result + 0, branch to address 2AH. 
19 2A 
Issue STOP command. The interrupt code is EOH (normal termination). 
1B 0) 
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Explanation of Target User Program Example 2 (Addresses 00h to 8Fh) (Continued) 


[no [assress] code Explanation 

15 20 91 Issue STOP command. The interrupt code is E1H. (ATN signal was not 
21 E1 asserted in the selection phase.) 

16 22 91 Issue STOP command. The interrupt code is E2H. (ATN signal was not 
23 E2 asserted after the first message received.) 

17 24 91 Issue STOP command. The interrupt code is E3H. (The first message re- 
25 E3 ceived was not the Identify MSG.) 

18 26 91 Issue STOP command. The interrupt code is E4H. (Attention condition was 
27 E4 detected after the second message received.) 


19 28 92 Issue STOP command. The interrupt code is E5H. (The second message 

29 E5 received was not the Queue Tag MSG.) 
2A 91 Issue STOP command. The interrupt code is E6H. (Attention condition was 
2B E6 detected after the command received.) 

Pete Store the data received by the first RECEIVE MSG command. 
4F 

ieee = Store the data received by the second RECEIVE MSG command. 
6F 

| ae) | Store the data received by the RECEIVE CMD command. 
8F 
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APPENDIX B. LIST OF INTERRUPT CODE & COMMAND STEP 


Interrupt codes and command steps are listed in this section, including the contents of each code/step and 
SPC operation when the interuptis detected. “Notes” inthe list describe the SPC operation or SPC setting at 
the detection of interrupt. 


When interrupt/step codes not listed in this section are reported, please perform the following operation : 
1) When nexus is not established, issue the “SOFTWARE RESET” command. 
2) When nexus is established, issue the “SCSI RESET” command or issue the “SOFTWARE RESET” 
command after executing the “DISCONNECT” command. 


B.1. Initiator Commands 
a. Sequential Commands 


(1) All commands 


CODE STEP Interrupt Source and SPC Operation 


After the transfer completed, bus free state is detected asserting the ACK sig- 
nal 
(at the Manual Reset ACK Mode.) 


(1) New command received during execution of command (double receiving). 
This interrupt is reported after reporting the execution result of the first received 
command. 

(2) When command received, interrupt source that occurs when SPC is ready 


was already detected and precedes the interrupt report. 
This interrupt is reported after reporting the interrupt source that is reported 
when the SPC is ready (except “REQ Asserted’). 


(1) Command from target received when operating as initiator 

(2) Received command undefined 

(3) Commands issued for starting transfer before establishing nexus and for 
starting selection after establishing nexus 


Parity error detected in register set by host MPU 
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(2) SELECT & CMD 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected while waiting bus free state 
Reset condition detected during execution of arbitration phase 
02H Reset condition detected during execution of selection phase 
Reset condition detected during execution of command phase (Note 1) 


More than specified REQ/ACK timeout time elapsed during execution of com- 
mand phase (Note 1) 


Bus free state detected during execution of command phase (Note 1) 
pan Target changed phase during execution of command phase (Note 1) 
Phase when REQ signal first received not command phase 


Phase when REQ signal first received not command phase and one message 
received in response to a message receive request from target (Notes 2 & 5) 


31 
32H 


Phase when REQ signal first received not command phase and one status re- 
ceived in response to status receive request from target (Notes 2 & 5) 


Phase when REQ signal first received not command phase, and attempted to 
receive one message in response to message receive request from target but 
message not received due to data remaining in Receive MCS Buffer (Note 2) 


03H Phase when REQ signal first received not command phase, and attempted to 
receive one status in response to status receive request from target but status 
not received due to data remaining in Receive MCS Buffer (Note 2) 
| Od | Terminated normally (Note 3) 
| OCH | Terminated normally and negated the last ACK signal (Note 4) 


(1) Arbitration failed and reselection made while waiting for the next bus free 
state 

After reporting this interrupt, the result of the operation (automatic reselection 
response mode or user program operation) specified after reselection is reported. 
(2) Reselection already made and operation specified after reselection executed 
when command received 

This interrupt is reported after reporting the result of the specified operation. 


(1) Length of group 6/7 CDB not set 
(2) Data to be sent was group 3/4 CDB 
This interrupt is reported without transferring the CDB. 


Command Pause accepted in arbitration phase 


BSY signal response received from target and nexus established but bus free 
state detected 


More than specified selection/reselection timeout time elapsed 
This interrupt is reported after executing the specified number of retries. 
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Notes: 
Note 1. Terminated concurrently with detection 
Note 2. Reported when automatic receive mode set 
Note 3. Reported when manual Reset ACK mode set 
Note 4. Reported when automatic Reset ACK mode set 
Note 5. Step code at the error is the same as one listed in the table. 


(3) SELECT & 1-MSG & CMD, SELECT & N-Byte-MSG & CMD 


04 


Reset condition detected during execution of command phase (Note 1) 


More than specified REQ/ACK timeout time elapsed during execution of mes- 


sage phase (Note 1) 


mand phase (Note 1) 


| Rina Searing Nagas 
This interrupt is reported without negating the ATN signal. 
[oa | These whet REO sia vast sod wa ole ornare ass 


03H Phase when REQ signal first received other than in the message-out phase and 
one message received in response to message receive request from target (ATN 
signal negated) (Notes 2 & 5) 


More than specified REQ/ACK timeout time elapsed during execution of com- 


Phase when REQ signal first received other than in the command phase and one 
message received in response to message receive request from target (Notes 2 
& 5) 


Phase when REQ signal first received other than in the message-out phase and 
one status received in response to status receive request from target (ATN signal 
negated) (Notes 2 & 5) 


4 
03H 
04H 
04H 
03H 
04H 





56H 
Phase when REQ signal first received other than in the command phase and one 
status received in response to status receive request from target (Notes 2 & 5) 


(Continued) 
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CODE STEP Interrupt Source and SPC Operation 


Phase when REQ signal first received other than in the message-out phase, and 
attempted to receive one message in response to message receive request from 
target but the message not received due to the data remaining in Receive MCS 
Buffer (ATN signal negated) (Note 2) 

04H Phase when REQ signal first received other than in the command phase, and 
attempted to receive one message in response to message receive request from 


target but the message not received due to the data remaining in Receive MCS 
Buffer (ATN signal negated) (Note 2) 


5EH 03H Phase when REQ signal first received other than in the message-out phase, and 
attempted to receive one status in response to status receive request from target 
but the status not received due to the data remaining in Receive MCS Buffer 
(ATN signal negated) (Note 2) 
04H 
60H 


Phase when REQ signal first received other than in the command phase, and 
attempted to receive one status in response to status receive request from target 
but the status not received due to the data remaining in Receive MCS Buffer 
(ATN signal negated) (Note 2) 


Terminated normally (Note 3) 
Terminated normally and negated the last ACK signal (Note 4) 


(1) Arbitration failed and reselection made while waiting for the next bus free 
state 

After reporting this interrupt, the result of the operation (automatic reselection 
response mode or user program operation) specified after reselection is reported. 
(2) When command received, reselection already made and operation specified 
after reselection executed 

This interrupt is reported after reporting the result of the specified operation. 


Message 33 bytes or more long (only for SELECT & 1-MSG & CMD) Not send 
message. 


MC byte register not set (OOH) (only for SELECT & N-Byte-MSG & CMD) 


(1) Length of group 6/7 CDB not set 
(2) Data to be sent group 3/4 CDB 
This interrupt is reported without transferring the CDB. 


Command Pause accepted in arbitration phase 


BSY signal response received from target and nexus established but bus free 
state detected 


More than specified selection/reselection timeout time elapsed 
This interrupt is reported after executing the specified number of retries. 





Notes: 
Note 1. Terminated concurrently with detection 
Note 2. Reported when automatic receive mode set 
Note 3. Reported when manual Reset ACK mode set 
Note 4. Reported when automatic Reset ACK mode set 
Note 5. Step code at the error is the same as one listed in the table above. 
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4) SELECT & 1-MSG, SELECT & N-Byte-MSG 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected while waiting bus free state 
Reset condition detected during execution of arbitration phase 


02H Reset condition detected during execution of selection phase 


03H Reset condition detected during execution of message phase (Note 1) 


03H More than specified REQ/ACK timeout time elapsed (Note 1) 
Bus free state was detected during execution of message phase (Note 1) 
Target changed phase during execution of message phase (Note 1) 


Phase when REQ signal first received not message-out phase 
This interrupt is reported without negating the ATN signal. 


32H 
54H 
55H 03H Phase when REQ signal first received other than in the message-out phase and 
one message received in response to message receive request from target (ATN 


signal negated) (Notes 2 & 5) 


= 


Phase when REQ signal first received other than in the message-out phase and 
one status received in response to status receive request from target (ATN signal 
negated) (Notes 2 & 5) 


Phase when REQ signal first received other than in the message-out phase, and 
attempted to receive one message received in response to message receive re- 
quest from target but the message not received due to data remaining in Receive 


MCS Buffer (ATN signal negated) (Note 2) 


= 


Phase when REQ signal first received other than in the message-out phase, and 
attempted to receive one status received in response to status receive request 
from target but the status not received due to data remaining in Receive MCS 
Buffer (ATN signal negated) (Note 2) 


Terminated normally (Note 3) 


Terminated normally and negated the last ACK signal (Note 4) 


= 


ol oa 
= 


(2) When command received, reselection already made and operation specified 
after reselection executed 


H (1) Arbitration failed and reselection made while waiting for the next bus free state 
After reporting this interrupt, the result of the operation (automatic reselection re- 
sponse mode or user program operation) specified after reselection is reported. 
This interrupt is reported after reporting the result of the specified operation. 


Message 33 bytes or more long (only for SELECT & 1—MSG) 


5 


aH | MC byte register not set (OOH) (only for SELECT & N-Byte-MSG) 


Command Pause accepted in arbitration phase 


BSY signal response received from target and nexus established but bus free 
state detected 


6 
6 


03H 
03H 
03H 
03H 
03H 
04H 
CH 
00 
03H 
03H 
03H 


H 
7H 
70H 





82H 02H More than specified selection/reselection timeout time elapsed 
This interrupt is reported after executing the specified number of retries. 
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Notes: 


Note 1. Terminated concurrently with detection 

Note 2. Reported when automatic receive mode set 

Note 3. Reported when manual Reset ACK mode set 

Note 4. Reported when automatic Reset ACK mode set 

Note 5. Step code at the error is the same as one listed in the table above. 
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(5) SEND N-Byte-MSG 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


More than specified REQ/ACK timeout time elapsed (Note 1) 
Bus free state was detected during transfer (Note 1) 


3 01H Target changed phase during transfer (Note 1) 


Phase when REQ signal first received not message-out phase 
0 


4 


2H 

54H 
This interrupt is reported without negating the ATN signal. 

55H Phase when REQ signal first received other than in the message-out phase and one 

message received in response to message receive request from target (ATN signal 


negated) (Notes 2 & 5) 


Phase when REQ signal first received other than in the message-out phase and one 
status received in response to status receive request from target (ATN signal ne- 
gated) (Notes 2 & 5) 


0 


get but the message not received due to data remaining in Receive MCS Buffer (ATN 
signal negated) (Note 2) 


ol 
m 
= 


Qa oa 
= = 


Phase when REQ signal first received other than in the message-out phase, and at- 
tempted to receive one status in response to status receive request from target but 
the status not received due to data remaining in Receive MCS Buffer (ATN signal 
negated) (Notes 2) 


Terminated normally (Note 3) 


Phase when REQ signal first received other than in the message-out phase, and at- 
tempted to receive one message in response to message receive request from tar- 


| OAH | Terminated normally and negated the last ACK signal (Note 4) 


65H MC byte register not set (OOH) 
70H Bus free state detected before transfer 


Notes: 
Note 1. Terminated concurrently with detection 
Note 2. Reported when automatic receive mode set 
Note 3. Reported when manual Reset ACK mode set 
Note 4. Reported when automatic Reset ACK mode set 
Note 5. Step code at the error is the same as one listed in the table above. 


01H 
01H 
01H 
01H 
02H 

AH 

OH 
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(6) SEND N-Byte-CMD 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


Phase when REQ signal first received other than in the command phase and one 
message received in response to message receive request from target (Notes 2 & 5) 


Phase when REQ signal first received other than in the command phase and one 
status received in response to status receive request from target (Notes 2 & 5) 


Phase when REQ signal first received other than in the command phase, and at- 
tempted to receive one message in response to message receive request from tar- 
get but the message not received due to data remaining in Receive MCS Buffer 
(Note 2) 


Phase when REQ signal first received other than in the command phase, and at- 
tempted to receive one status in response to status receive request from target but 
the status not received due to data remaining in Receive MCS Buffer (Note 2) 


60H 02H Terminated normally (Note 3) 


Terminated normally and negated the last ACK signal (Note 4) 


erin MC byte register not set (OOH) 
| 70H | OOH | Bus free state detected before transfer 





Notes: 
Note 1. Terminated concurrently with detection 
Note 2. Reported when automatic receive mode set 
Note 3. Reported when manual Reset ACK mode set 
Note 4. Reported when automatic Reset ACK mode set 
Note 5. Step code at the error is the same as one listed in the table above. 
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(7) RECEIVE N-Byte-MSG 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


Parity error detected in input data from SCSI bus (This INT is reported after receiving 
all the bytes data.) 


56H 01H Phase when REQ signal first received other than in the message-in phase and one 
status received in response to status receive request from target (Notes 2 & 3) 


5EH 01H Phase when REQ signal first received other than in the message-in phase, and at- 
tempted to receive one status in response to status receive request from target but 
the status not received due to data remaining in Receive MCS Buffer (Note 2) 
Terminated normally 
MC byte register not set (OOH) 


Message not received due to data remaining in Receive MCS Buffer 
Bus free state detected before transfer 





Notes: 
Note 1. Terminated concurrently with detection 
Note 2. Reported when automatic receive mode set 
Note 3. Step code at the error is the same as one listed in the table above. 
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b. Discrete Commands 


(1) All commands 
CODE STEP Interrupt Source and SPC Operation 


After the transfer completed, bus free state detected asserting ACK signal (a 
manual Reset ACK mode) 


) New command received during execution of command (double receiving) 
This interrupt is reported after reporting the execution ae of the first received 
command. 
(2) When command received, the interrupt source that occurs when SPC is ready 
already detected and preceded the interrupt report 
This interrupt is reported after reporting interrupt source (excluding ‘REQ 
asserted’) that occurs when SPC ready 


65H OOH (1) Command from target received when operating as initiator 
(2) Received command undefined 
(3) Commands issued for starting transfer before establishing nexus and for start- 
ing with selection establishing nexus 


Parity error detected in register set by host MPU 
(2) SELECT, SELECT WITH ATN 


CODE STEP Interrupt Source and SPC Operation 


01H 00H Reset condition detected while waiting for bus free 





Reset condition detected during execution of arbitration phase 
Reset condition detected during execution of selection phase 


Pa Terminated normally 


(1) Arbitration failed and reselection made while waiting for the next bus free state 
After reporting this interrupt, the result of the operation (automatic reselection re- 
sponse mode or user program operation) specified after reselection is reported. 
(2) When command received, reselection already made and operation specified 
after reselection executed 

This interrupt is reported after reporting the result of the specified operation. 


Suan Command Pause accepted in arbitration phase 


More than specified selection/reselection timeout time elapsed 
This interrupt is reported after executing the specified number of retries. 
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(3) SET ATN, RESET ATN, SET ACK, RESET ACK 


CODE STEP Interrupt Source and SPC Operation 
eee Reset condition detected before executing command 


31H Bus free state detected before executing command (when this command issued af- 
ter executing transfer command) (Note 1) 


Terminated normally 


Terminated normally and negated the last ACK signal (only for SET ATN command) 
(Note 2) 


Bus free state detected before executing command (when a command issued after 
executing a command excluding the transfer) 





Notes: 
Note 1. Reported when manual Reset ACK mode set 
Note 2. Reported when automatic Reset ACK mode set 
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4) SEND DATA from MPU/DMA ( with Padding) 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


01H Reset condition detected during transfer (Note 2) 


Parity error detected in input/output data over DMA interface during DMA transfer 
(Note 1) 


Parity error detected in input/output data over DMA interface during DMA transfer, 
and the last ACK signal negated after the transfer completed (Notes 1 & 6) 


fail Parity error detected when accessing SCSI data register during program transfer 


(Notes 1& 8) 


Parity error detected in input/output data over MPU interface during program trans- 
fer, and the last ACK signal negated after the transfer completed (Notes 1, 6, 8) 


Parity error detected in input/output data over SCSI interface (Note 1) 


Parity error detected in input/output data over SCSI interface, and the last ACK sig- 
nal negated after the transfer completed (Notes 1 & 6) 


Parity error detected in input/output data over DMA and SCSI interfaces during DMA 
transfer (Note 1) 


Parity error detected in input/output data over DMA and SCSI interfaces during DMA 
transfer, and the last ACK signal negated after the transfer completed (Notes 1 & 6) 


Parity error detected in input/output data over MPU and SCSI interfaces during pro- 
gram transfer (Note 1) 


Parity error detected in input/output data over MPU and SCSI interfaces during pro- 
gram transfer, and the last ACK signal negated after the transfer completed 
(Notes 1 & 6) 


ad REQ signal greater than specified offset value received in synchronous transfer 
(Note 1) 


REQ signal greater than specified offset value received in synchronous transfer, and 
the last ACK signal negated after the transfer completed (Notes 1 & 6) 


SPC could not follow because period of received REQ signal short (Note 1) 
This interrupt may be reported even in asynchronous transfer. 


SPC could not follow because period of received REQ signal short, and the last ACK 
signal negated after the transfer completed (Notes 1 & 6) 
This interrupt may be reported even in asynchronous transfer. 


REQ signal greater than specified offset value received in synchronous transfer and 
SPC could not follow because period of received REQ signal short (Note 1) 


REQ signal greater than specified offset value received in synchronous transfer and 
SPC could not follow because period of received REQ signal short, and the last ACK 
signal negated after the transfer completed (Notes 1 & 6) 
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4) SEND DATA from MPU/DMA ( with Padding) (Continued) 


CODE STEP Interrupt Source and SPC Operation 


01H More than specified REQ/ACK timeout time elapsed (only in asynchronous mode) 
(Note 2) 
Bus free state detected during data transfer (Note 2) 


01H Target changed phase during data transfer (Note 2) 


saa Phase when REQ signal first received not data-out phase 
01H Phase when REQ signal first received other than in the data-out phase and one mes- 
sage received in response to message receive request from target (Notes 3 & 7) 
Phase when REQ signal first received other than in the data-out phase and one sta- 
tus received in response to status receive request from target (Notes 3 & 7) 


Phase when REQ signal first received other than in the data-out phase, and at- 
tempted to receive one message in response to message receive request from tar- 
get but the message not received due to data remaining in Receive MCS Buffer 


(Note 3) 


Phase when REQ signal first received other than in the data-out phase, and at- 
tempted to receive one status in response to status receive request from target but 
the status not received due to data remaining in Receive MCS Buffer (Note 3) 


Terminated normally (Note 5) 
a Terminated normally and negated the last ACK signal (Note 6) 
Eel 


Value of data block register or data byte register specified by host MPU was 0 
Padding transfer is performed from the beginning without reporting this interrupt. 


—|~ Command Pause accepted during data transfer (Note 2) 
Bus free state detected before transfer (Note 3) 


Notes: 
Note 1. The ATN signal is asserted to continue transfer. 
Note 2. This interrupt is reported after the exit processing (for exit processing, see section 5.7). 
Note 3. Reported only when automatic receive mode set 
Note 5. Reported only when manual Reset ACK mode set 
Note 6. Reported only when automatic Reset ACK mode set (except for padding transfer being executed) 
Note 7. Step code at the error is the same as one listed in the table above. 
Note 8. When parity error is detected in the other internal register access, interrupt code/step code 
“22H/00H’ is also reported following this interrupt/step code. 
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5) RECEIVE DATA to MPU/DMA (with Padding) 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


01H Reset condition detected during transfer (Note 2) 


Parity error detected in input/output data over DMA interface during DMA transfer 
(Note 1) 


Parity error detected in input/output data over DMA interface during DMA transfer, 
and the last ACK signal negated after the transfer completed (Notes 1 & 6) 


laid Parity error detected when accessing SCSI data register during program transfer 


(Notes 1& 8) 


Parity error detected in input/output data over MPU interface during program trans- 
fer, and the last ACK signal negated after the transfer completed (Notes 1, 6, 8) 


Parity error detected in input/output data over SCSI interface (Note 1) 


Parity error detected in input/output data over SCSI interface, and the last ACK sig- 
nal negated after the transfer completed (Notes 1 & 6) 


Parity error detected in input/output data over DMA and SCSI interfaces during DMA 
transfer (Note 1) 


Parity error detected in input/output data over DMA and SCSI interfaces during DMA 
transfer, and the last ACK signal negated after the transfer completed (Notes 1 & 6) 


Parity error detected in input/output data over MPU and SCSI interfaces during pro- 
gram transfer (Note 1) 


Parity error detected in input/output data over MPU and SCSI interfaces during pro- 
gram transfer, and the last ACK signal negated after the transfer completed 
(Notes 1 & 6) 


r= REQ signal greater than specified offset value received in synchronous transfer 
(Note 1) 


REQ signal greater than specified offset value received in synchronous transfer, and 
the last ACK signal negated after the transfer completed (Notes 1 & 6) 


SPC could not follow because period of received REQ signal short (Note 1) 
This interrupt may be reported even in asynchronous transfer. 


SPC could not follow because period of received REQ signal short, and the last ACK 
signal negated after the transfer completed (Notes 1 & 6) 
This interrupt may be reported even in asynchronous transfer. 


REQ signal greater than specified offset value received in synchronous transfer and 
SPC could not follow because period of received REQ signal short (Note 1) 


REQ signal greater than specified offset value received in synchronous transfer and 
SPC could not follow because period of received REQ signal short, and the last ACK 
signal negated after the transfer completed (Notes 1 & 6) 
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CODE STEP Interrupt Source and SPC Operation 


01H More than specified REQ/ACK timeout time elapsed (only in asynchronous mode) 
(Note 2) 
Bus free state detected during data transfer (Note 2) 


| O1H | H Target changed phase during data transfer (Note 2) 


Paro Phase when REQ signal first received not data-in phase 
01H Phase when REQ signal first received other than in the data-in phase and one mes- 
sage received in response to message receive request from target (Notes 3 & 7) 


Phase when REQ signal first received other than in the data-in phase and one status 
received in response to status receive request from target (Notes 3 & 7) 
5DH 01H Phase when REQ signal first received other than in the data-in phase, and attempted 


to receive one message in response to message receive request from target but the 
message not received due to data remaining in Receive MCS Buffer (Note 3) 


Phase when REQ signal first received other than in the data-in phase, and attempted 
to receive one status in response to status receive request from target but the status 
not received due to data remaining in Receive MCS Buffer (Note 3) 


02H Terminated normally (Note 5) 


OAH Terminated normally and negated the last ACK signal (Note 6) 


Value of data block register or data byte register specified by host MPU was 0 
Padding transfer is performed from the beginning without reporting this interrupt. 


Command Pause accepted during data phase (Note 2) 
Bus free state detected before transfer (Note 3) 


Notes: 
Note 1. The ATN signal is asserted to continue transfer. 
Note 2. This interrupt is reported after the exit processing (for exit processing, see section 5.7). 
Note 3. Reported only when automatic receive mode set 
Note 5. Reported only when manual Reset ACK mode set 
Note 6. Reported only when automatic Reset ACK mode set (except for padding transfer being executed) 
Note 7. Step code at the error is the same as one listed in the table above. 
Note 8. When parity error is detected in the other internal register access, interrupt code/step code 
“22H/00H’ is also reported following this interrupt/step code. 
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(6) SEND 1-MSG, SEND 1-MSG with ATN 


CODE STEP Interrupt Source and SPC Operation 


01H 


2CH 


00H Reset condition detected before transfer 
01H Reset condition detected during transfer (Note 1) 


01H More than specified REQ/ACK timeout time elapsed (Note 1) 


Bus free state detected during transfer (Note 1) 


| O1H | H Target changed phase during transfer (Note 1) 


Ee H Phase when REQ signal first received not message-out phase 
This interrupt is reported without negating the ATN signal. 


Phase when REQ signal first received other than in the message-out phase and one 
message received in response to message receive request from target (ATN signal 
negated) (notes 2 & 5) 


Phase when REQ signal first received other than in the message-out phase and one 


status received in response to status receive request from target (ATN signal ne- 
gated) (Notes 2 & 5) 


signal negated) (Note 2) 

Phase when REQ signal first received other than in the message-out phase, and at- 
tempted to receive one status in response to status receive request from target but 
the status not received due to data remaining in Receive MCS Buffer (ATN signal 
negated) (Note 2) 

Terminated normally (Note 3) 


Terminated normally and negated the last ACK signal (Note 4) 


Message 33 bytes or more long (Message is not sent.) 
Bus free state detected before transfer 


Phase when REQ signal first received other than in the message-out phase, and at- 
tempted to receive one message in response to message receive request from tar- 
get but the message not received due to data remaining in Receive MCS Buffer (ATN 





. Terminated concurrently with detection 

. Reported when automatic receive mode set 

. Reported when manual Reset ACK mode set 

. Reported when automatic Reset ACK mode set 

. Step code at the error is the same as one listed in the table above. 
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(7) RECEIVE MSG 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


24H 01H Parity error detected in input data from SCSI bus 
(1) If the received message is a one-byte or two-byte message, this interrupt is re- 
ported after receiving all bytes. 
(2) If the received message is an extended message, this interrupt is reported after 
receiving two bytes when they are detected at the first or second byte and after re- 
ceiving all bytes when they are detected at the third and later byte. 


More than specified REQ/ACK timeout time elapsed (Note 1) 
Bus free state was detected during transfer (Note 1) 
Target changed phase during transfer (Note 1) 


Phase when REQ signal first received not message-in phase 
56H 01H Phase when REQ signal first received other than in the message-in phase and one 
status received in response to message receive request from target (Notes 2 and 3) 
5EH 01H Phase when REQ signal first received other than in the message-in phase, and at- 
tempted to receive one status in response to status receive request from target but 
the status not received due to data remaining in Receive MCS Buffer (Note 2) 
Terminated normally 
67H 01H Received message was extended message and the length was 33 bytes or more 
long. The message is received up to the second byte. 
Message not received due to data remaining in Receive MCS Buffer 
Bus free state detected before transfer 





Notes: 
Note 1. Terminated concurrently with detection 
Note 2. Reported when automatic receive mode set 
Note 3. Step code at the error is the same as one listed in the table above 
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CODE STEP Interrupt Source and SPC Operation 


01H 00H 


Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


Bus free state detected before transfer 


Notes: 


Phase when REQ signal first received other than in the command phase and one 
message received in response to message receive request from target (Notes 2 & 5) 


Phase when REQ signal first received other than in the command phase and one 
status received in response to status receive request from target (Notes 2 & 5) 


Phase when REQ signal first received other than in the command phase, and at- 
tempted to receive one message in response to message receive request from tar- 
get but the message not received due to data remaining in Receive MCS Buffer 
(Note 2) 


Phase when REQ signal first received other than in the command phase, and at- 
tempted to receive one status in response to status receive request from target but 
the status not received due to data remaining in Receive MCS Buffer (Note 2) 
Terminated normally (Note 3) 

Terminated normally and negated the last ACK signal (Note 4) 

(1) Length of group 6/7 CDB not set 


(2) Data to be sent group 3/4 CDB 
This interrupt is reported without transferring the CDB 





Note 1. Terminated concurrently with detection 

Note 2. Reported when automatic receive mode set 

Note 3. Reported when manual Reset ACK mode set 

Note 4. Reported when automatic Reset ACK mode set 

Note 5. Step code at the error is the same as one listed in the table above 
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(9) RECEIVE STATUS 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


24H 01H Parity error detected in input data from SCSI bus (terminated after one-byte transfer) 
(Note 3) 


the transfer completed (Note 4) 


More than specified REQ/ACK timeout time elapsed (Note 1) 
Phase when REQ signal first received not status phase 


Parity error detected in input data from SCSI bus, and negated the ACK signal after 


Phase when REQ signal first received other than in the status phase and one mes- 
sage received in response to message receive request from target (Notes 2 and 5) 


Phase when REQ signal first received other than in the status phase, and attempted 
to receive one message in response to message receive request from target but the 
message not received due to data remaining in Receive MCS Buffer (Note 2) 


Terminated normally (Note 3) 


Terminated normally and negated the last ACK signal (Note 4) 


See Status not received due to data remaining in Receive MCS Buffer 
| 70H | OOH | Bus free state detected before transfer 


Notes: 
Note 1. Terminated concurrently with detection 
Note 2. Reported when automatic receive mode set 
Note 3. Reported when manual Reset ACK mode set 
Note 4. Reported when automatic Reset ACK mode set 
Note 5. Step code at the error is the same as one listed in the table above 
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B.2. Target Commands 


a. Sequential Commands 


(1) All commands 


CODE STEP Interrupt Source and SPC Operation 


) New command received during execution of command (double receiving) 
this interrupt is reported after reporting the execution result of the first received 
command. 

(2) Command not executed because interrupt source occurred before executing 
command 

If the interrupt source that is reported when the SPC is ready occurs, this inter- 
rupt is reported after reporting the interrupt source. 


(1) Command from initiator received when operating as target 

(2) Received command undefined 

(3) Commands issued for starting transfer before establishing nexus and for start- 
ing reselection after establishing nexus 


Parity error detected in register set by host MPU 
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(2) RESELECT & 1-MSG, RESELECT & N-Byte-MSG 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected while waiting bus free state 
Reset condition detected during execution of arbitration phase 
02H Reset condition detected during execution of reselection phase 


Reset condition detected during execution of message phase (Note 1) 


Sora More than specified REQ/ACK timeout time elapsed (Note 1) 
EE Terminated normally 


61H Command normally terminated and attention condition generated by initiator de- 
tected (Note 2) 


Command normally terminated, attention condition generated by initiator de- 
tected, and one message received (Note 3) 


| Message 33 bytes or more long (only for RESELECT & 1-MsG) Message not sent 33 bytes or more long (only for RESELECT & 1-MSG) Message not sent 


gf ar tare sain ataasaaee MC byte register not set (OOH) (only for RESELECT & N-Byte-MSG) 
66H 04H Command normally terminated, attention condition generated by initiator de- 
tected, and attempted to receive one message but the message not received due 
to data remaining in Receive MCS Buffer (Note 4) 
Command Pause accepted in arbitration phase 
82H 02H More than specified selection/reselection timeout time elapsed 
This interrupt is reported after executing the specified number of retries. 


(1) Arbitration failed and selection made while waiting for the next bus free state 
After reporting this interrupt, the result of the operation (automatic selection re- 
sponse mode or user program operation) specified after selection is reported. 
(2) When command received, selection already made and operation specified 
after selection executed 

This interrupt is reported after reporting the result of the specified operation. 





Notes: 
Note 1. Terminated concurrently with detection 
Note 2. Reported when automatic receive mode not set 


Note 3. Reported when automatic receive mode set. Also step code at the error is the same as one listed 
in the table above 


Note 4. Reported when automatic receive mode set. 
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(3) RESELECT & 1-MSG & TERMINATE, RESELECT & N-Byte-MSG & TERMINATE 


 [aeeeneieeertes 


Reset condition detected during execution of message-in phase (Note 1) 


More than specified REQ/ACK timeout time elapsed during execution of mes- 
sage-in phase (Note 1) 


More than specified REQ/ACK timeout time elapsed during execution of status 
phase (Note 1) 


More than specified REQ/ACK timeout time elapsed during execution of mes- 
sage-in phase (Note 1) 


Attention condition generated by initiator detected when message-in phase nor- 
mally terminated (Note 2) 


Attention condition generated by initiator detected when status phase normally 
terminated (Note 2) 


Attention condition generated by initiator detected when message-in phase nor- 
mally terminated (Note 2) 


Attention condition generated by initiator detected and one message received 
when message-in phase normally terminated (Note 3) 


Attention condition generated by initiator detected and one message received 
when status phase normally terminated (Note 3) 


Attention condition generated by initiator detected and one message received 
when message-in phase normally terminated (Note 3) 


Md 
47H 03H Attention condition generated by initiator detected when message-in phase nor- 
mally terminated, and attempted to receive one message but the message not 


received due to data remaining in Receive MCS Buffer (Note 3) 


Attention condition generated by initiator detected when status phase normally 
terminated, and attempted to receive one message but the message not received 
due to data remaining in Receive MCS Buffer (Note 3) 


Attention condition generated by initiator detected when message-in phase nor- 
mally terminated, and attempted to receive one message but the message not 
received due to data remaining in Receive MCS Buffer (Note 3) 





(Continued) 
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CODE STEP Interrupt Source and SPC Operation 
vee Terminated normally 


(1) Arbitration failed and selection made while waiting for the next bus free state 
After reporting this interrupt, the result of the operation (automatic selection re- 
sponse mode or user program operation) specified after selection is reported. 

(2) When command received, selection already made and operation specified af- 
ter selection executed 

This interrupt is reported after reporting the result of the specified operation. 


cea ie 33 bytes or more long (only for RESELECT & 1-MSG & TERMINATE) 
tee not transferred. 


MC byte register not set (OOH) (only for RESELECT & N-Byte-MSG & TERMI- 
NATE) 


=e Command Pause accepted in arbitration phase 
More than specified selection/reselection timeout time elapsed 
This interrupt is reported after executing the specified number of retries. 


Notes: 
Note 1. Terminated concurrently with detection 
Note 2. Reported when automatic receive mode not set 
Note 3. Reported when automatic receive mode set 
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(4) RESELECT & 1-MSG & LINK-TERMINATE, RESELECT & N-Byte-MSG & LINK-TERMINATE 


[| Rescind geen cinesagetae NOR) 
ee 


Reset condition detected during execution of message-in phase (Note 1) 


More than specified REQ/ACK timeout time elapsed during execution of mes- 
sage-in phase (Note 1) 


More than specified REQ/ACK timeout time elapsed during execution of status 
phase (Note 1) 


More than specified REQ/ACK timeout time elapsed during execution of mes- 
sage-in phase (Note 1) 


03H Attention condition generated by initiator detected when message-in phase nor- 
mally terminated (Note 2) 


04H Attention condition generated by initiator detected when status phase normally 
terminated (Note 2) 


03H Attention condition generated by initiator detected and one message received 
when message-in phase normally terminated (Note 3) 


04H Attention condition generated by initiator detected and one message received 
when status phase normally terminated (Note 3) 


03H Attention condition generated by initiator detected when message-in phase nor- 
mally terminated, and attempted to receive one message but the message not 
received due to data remaining in Receive MCS Buffer (Note 3) 


Attention condition generated by initiator detected when status phase normally 
terminated, and attempted to receive one message but the message not received 
due to data remaining in Receive MCS Buffer (Note 3) 





(Continued) 
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CODE STEP Interrupt Source and SPC Operation 
Bae Terminated normally 


61H Command phase normally terminated (message-in phase normally terminated) 
and attention condition generated by initiator detected (Note 2) 
Command phase normally terminated (message-in phase normally terminated), 


attention condition generated by initiator detected, and one message received 
(Note 3) 


(1) Arbitration failed and selection made while waiting for the next bus free state 
After reporting this interrupt, the result of the operation (automatic selection re- 
sponse mode or user program operation) specified after selection is reported. 
(2) When command received, selection already made and operation specified 
after selection executed 

This interrupt is reported after reporting the result of the specified operation. 


03H Message 33 bytes or more long (only for RESELECT & 1-MSG & LINK-TERMI- 
NATE) Message is not transferred. 


65H 03H MC byte register not set (OOH) (only for RESELECT & N-Byte-MSG & LINK- 
TERMINATE) 


66H O6H Command normally terminated (message-in phase normally terminated), atten- 
tion condition generated by initiator detected, and attempted to receive one mes- 
sage but the message not received due to data remaining in Receive MCS Buffer 
(Note 4) 


Command Pause accepted in arbitration phase 


82H 02H More than specified selection/reselection timeout time elapsed 
This interrupt is reported after executing the specified number of retries. 


Notes: 
Note 1. Terminated concurrently with detection 


Note 2. Reported when automatic receive mode not set 


Note 3. Reported when automatic receive mode set Also, step code at the error is the same as one listed 
in the table above) 
Note 4. Reported when automatic receive mode set 
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(5) TERMINATE 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 
Reset condition detected during execution of status phase (Note 1) 
Reset condition detected during execution of message-in phase (Note 1) 


a H More than specified REQ/ACK timeout time elapsed during execution of status 
phase (Note 1) 


More than specified REQ/ACK timeout time elapsed during execution of mes- 
sage-in phase (Note 1) 


Attention condition generated by initiator detected when status phase normally 
terminated (Note 2) 
Attention condition generated by initiator detected when message-in phase nor- 
mally terminated (Note 2) 


01H Attention condition generated by initiator detected and one message received 
when status phase normally terminated (Note 3) 


when message-in phase normally terminated (Note 3) 


Attention condition generated by initiator detected when status phase normally 
terminated, and attempted to receive one message but the message not received 
due to data remaining in Receive MCS Buffer (Note 3) 

Attention condition generated by initiator detected when message-in phase nor- 
mally terminated, and attempted to receive one message but the message not 


om ak Attention condition generated by initiator detected and one message received 


received due to data remaining in Receive MCS Buffer (Note 3) 


| 60H | 03H Terminated normally 





Notes: 
1. Terminated concurrently with detection 


2. Reported when automatic receive mode not set 
3. Reported when automatic receive mode set 
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(6) LINK-TERMINATE 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during execution of status phase (Note 1) 


Reset condition detected during execution of message-in phase (Note 2) 


o H More than specified REQ/ACK timeout time elapsed during execution of status 
phase (Note 1) 


More than specified REQ/ACK timeout time elapsed during execution of mes- 
sage-in phase (Note 1) 


Attention condition generated by initiator detected when status phase normally 
terminated (Note 2) 


lial ad H Attention condition generated by initiator detected and one message received 
when status phase normally terminated (Note 3) 


47H 01H Attention condition generated by initiator detected when status phase normally 
terminated, and attempted to receive one message but the message not received 
due to data remaining in Receive MCS Buffer (Note 3) 


03H Terminated normally 
61H Command normally terminated (message-in phase normally terminated) and 
attention condition generated by initiator detected (Note 2) 


Command normally terminated (message-in phase normally terminated), atten- 
tion condition generated by initiator detected, and one message received 
(Note 3) 


Command normally terminated (message-in phase normally terminated), atten- 
tion condition generated by initiator detected, and attempted to receive one mes- 
sage but the message not received due to data remaining in Receive MCS Buffer 
(Note 4) 





Notes: 
Note 1. Terminated concurrently with detection 


Note 2. Reported when automatic receive mode not set 

Note 3. Reported when automatic receive mode set Also, step code at the error is the same as one listed 
in the table above 

Note 4. Reported when automatic receive mode set 
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(7) DISCONNECT SEQUENCE, DISCONNECT SEQUENCE 2 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


02H Reset condition detected after transfer 


Bac aoe More than specified REQ/ACK timeout time elapsed (Note 1) 


01H Attention condition generated by initiator detected when message-in phase nor- 
mally terminated (Note 2) 


Attention condition generated by initiator detected and one message received 
when message-in phase normally terminated (Note 3) 


Attention condition generated by initiator detected when message-in phase nor- 
mally terminated, and attempted to receive one message but the message not 
received due to data remaining in Receive MCS Buffer (Note 3) 

| 60H | 02H | Terminated normally 


Notes: 
1. Terminated concurrently with detection 


2. Reported when automatic receive mode not set 
3. Reported when automatic receive mode set 





(8) SEND N-Byte-MSG 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


More than specified REQ/ACK timeout time elapsed (Note 1) 
Terminated normally 


61H 02H Command terminated normally (Message-in phase terminated normally), and 
Attention condition generated by initiator detected (Note 2) 


Command terminated normally (Message-in phase terminated normally), atten- 
tion condition generated by initiator detected and one message received (Note 3) 


rar a MC byte register not set (OOH) 


Command terminated normally (Message-in phase terminated normally), atten- 
tion condition generated by initiator detected, and attempted to receive one mes- 
sage but the message not received due to data remaining in Receive MCS Buffer 
(Note 3) 
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Note 1. Terminated concurrently with detection 

Note 2. Reported when automatic receive mode not set 

Note 3. Reported when automatic receive mode set Also, step code at the error is the same as one listed 
in the table above 


(9) RECEIVE N-Byte-CMD 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


Parity error detected in input data from SCSI bus (Note 1) 
More than specified REQ/ACK timeout time elapsed (Note 1) 
Par Terminated normally 


61H 02H Command normally terminated and attention condition generated by initiator de- 
tected (Note 2) 


02H Command normally terminated, attention condition generated by initiator de- 
tected and one message received (Note 3) 


MC byte register not set (OOH) 
Message not received due to data remaining in Receive MCS Buffer 


1. Terminated concurrently with detection 

2. Reported when automatic receive mode not set 

3. Reported when automatic receive mode set Also, step code at the error is the same as one listed in the 
table above 





(10) RECEIVE N-Byte-MSG 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


Parity error detected in input data from SCSI bus (Note 1) 
More than specified REQ/ACK timeout time elapsed (Note 1) 


Terminated normally 


61H Command normally terminated and attention condition generated by initiator de- 
tected (Note 2) 


Patan MC byte register not set (OOH) 
Message not received due to data remaining in Receive MCS Buffer 
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Notes: 
1. Terminated concurrently with detection 
2. Reported regardless of the automatic receive mode setting 
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b. Discrete Commands 


(1) All commands 


CODE STEP Interrupt Source and SPC Operation 


(1) New command received during execution of command (double receiving) 
This interrupt is reported after reporting the execution result of the first received 
command. 

(2) When command received, the interrupt source that occurs when SPC is ready 
was already detected and precedes the interrupt report source. 

This interrupt is reported after reporting the interrupt source reported when the 
SPC is ready. 


(1) Command from initiator received when operating as target 
(2) Received command undefined 
(3) Commands issued for starting transfer before establishing nexus and for start- 
ing reselection after establishing nexus 
Parity error detected in register set by host MPU 


(2) RESELECT 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected while waiting bus free state 





Reset condition detected during execution of arbitration phase 


02H Reset condition detected during execution of reselection phase 


Terminated normally 


64H OOH (1) Arbitration failed and selection made while waiting for the next bus free state 
After reporting this interrupt, the result of the operation (automatic selection re- 
sponse mode or user program operation) specified after selection is reported. 
(2) When RESELECT command received, selection already made and operation 
specified after selection executed 
This interrupt is reported after reporting the result of the specified operation. 


ee Command Pause accepted in arbitration phase 


More than specified selection/reselection timeout time elapsed 
This interrupt is reported after executing the specified number of retries. 





(3) SET REQ, RESET REQ, DISCONNECT 


CODE STEP Interrupt Source and SPC Operation 


Reset condition detected before executing command 
Terminated normally 
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(4) SEND DATA from MPU/DMA, RECEIVE DATA to MPU/DMA 
CODE STEP Interrupt Source and SPC Operation 
01H OOH Reset condition detected before transfer 


01H Reset condition detected during transfer (Note 1) 


ae Parity error detected in input/output data over DMA interface during DMA transfer 
(Note 2) 


Parity error detected in input/output data over MPU interface during program 
transfer (Notes 2 & 5) 
| 24H | OTH Parity error detected in input/output data from and to SCSI bus (Note 2) 
25H 


Parity error detected in input/output data over DMA and SCSI interfaces during 
DMA transfer (Note 2) 


Parity error detected in input/output data from MPU and SCSI DUS during MPU 
transfer (Note 2) 


Nok i greater than output REQ signal received during synchronous transfer 


SPC could not follow because period of received ACK signal short (Note 1) 
This interrupt may be reported even in asynchronous transfer. 


During synchronous transfer, ACK signal greater than output REQ signal re- 
ceived and SPC could not follow because period of received ACK signal short 
(Note 1) 


Eas More than specified REQ/ACK timeout time elapsed (Note 1) 


01H Attention condition generated by initiator to terminate transfer at transfer block 
boundary (Note 3) 


Attention condition generated by initiator to stop transfer at transfer block bound- 
ary and receive one message (Note 4) 


Attention condition generated by initiator to stop transfer at transfer block bound- 
ary, and attempted to receive one message but the message not received due to 
data remaining in Receive MCS Buffer (Note 4) 
ee Terminated normally 
61H Command normally terminated and attention condition generated by initiator de- 
tected (Note 3) 
Command normally terminated, attention condition generated by initiator de- 
tected, and one message received (Note 4) 
Set value of data block register or data byte register was 0 
66H 02H Command normally terminated, attention condition generated by initiator de- 
tected, and attempted to receive one message but the message not received due 
to data remaining in Receive MCS Buffer (Note 4) 


Command Pause accepted (Note 1) 
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Notes: 

Note 1. This interrupt is reported after the exit processing. (For the exit processing, see section 5.7.) 

Note 2. In byte stop mode, terminated concurrently with detection 
In block stop mode, terminated with transfer of block where parity error detected 

Note 3. Reported when automatic receive mode not set 

Note 4. Reported when automatic receive mode set Also, step code at the error is the same as one listed 
in the table above 

Note 5. When parity error is detected in the other internal register access, interrupt code/Step code ‘22H’ + 
‘OOH’ is also reported following this interrupt code/step code 


(5) SEND 1-MSG 
CODE STEP Interrupt Source and SPC Operation 
01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


More than specified REQ/ACK timeout time elapsed (Note 1) 
02H Terminated normally 


61H Command normally terminated and attention condition generated by initiator de- 
tected (Note 2) 
Command normally terminated, attention condition generated by initiator de- 
tected, and one message received (Note 3) 
Message 33 bytes or more long (Message is not transferred.) 


66H 02H Command normally terminated, attention condition generated by initiator de- 
tected, and attempted to receive one message but the message not received due 
to data remaining in Receive MCS Buffer (Note 3) 





Notes: 
Note 1. Terminated concurrently with detection 
Note 2. Reported when automatic receive mode not set 
Note 3. Reported when automatic receive mode set Also, step code at the error is the same as one listed 
in the table above 
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(6) RECEIVE MSG 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


Parity error detected in input data from SCSI bus (Note 1) 
More than specified REQ/ACK timeout time elapsed (Note 1) 


Terminated normally 


61H Command normally terminated and attention condition generated by initiator de- 
tected (Note 2) 


aera Message not received due to data remaining in Receive MCS Buffer 


67H 01H Received message 33 bytes or more long 
The message is received up to second byte data and terminated. 





Notes: 
1. Terminated concurrently with detection 
2. Reported regardless of automatic receive mode setting 
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(7) SEND STATUS 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


More than specified REQ/ACK timeout time elapsed (Note 1) 
Terminated normally 


61H Command normally terminated and attention condition generated by initiator de- 
tected. (Note 2) 
Command normally terminated, attention condition generated by initiator de- 
tected, and one message received (Note 3) 


66H 02H Command normally terminated, attention condition generated by initiator de- 
tected, and attempted to receive one message but the message not received due 
to data remaining in Receive MCS Buffer (Note 3) 





1. Terminated concurrently with detection 

2. Reported when automatic receive mode not set 

3. Reported when automatic receive mode set Also, step code at the error is the same as one listed in the 
table above 


(8) RECEIVE CMD 


CODE STEP Interrupt Source and SPC Operation 


01H OOH Reset condition detected before transfer 


Reset condition detected during transfer (Note 1) 


Parity error detected in input data from SCSI bus (Note 1) 
More than specified REQ/ACK timeout time elapsed (Note 1) 
Eee Terminated normally 


61H Command normally terminated and attention condition generated by initiator de- 
tected (Note 2) 


Command normally terminated, attention condition generated by initiator de- 
tected, and one message received (Note 3) 


65H 01H (1) Group 6/7 command not set 
(2) Group 3/4 command received 


The first byte was received and terminated. 


Message not received due to data remaining in Receive MCS Buffer 





Notes: 
Note 1. Terminated concurrently with detection 


App-60 


APPENDIX B FUJITSU 


Note 2. Reported when automatic receive mode not set 
Note 3. Reported when automatic receive mode set Also, step code at the error is the same as one listed 
in the table above. 
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B.3. Common Commands 


(1) All commands 


CODE STEP Interrupt Source and SPC Operation 


(1) New command received during execution of command (double receiving) 
This interrupt is reported after reporting the execution result of the command re- 
ceived first received. 

(2) The command could not be executed because the interrupt source occurred 
before executing the command. 

If the interrupt source that is reported when the SPC is ready occurs, this inter- 
rupt is reported after reporting the interrupt source. 


| 65H | 00H | Received command undefined 
Parity error detected in register set by host MPU 


(2) TRANSFER RESET, SET UP REG 


(3) SCSI RESET 


(4) INIT DIAG START, TARG DIAG START 


CODE STEP Interrupt Source and SPC Operation 
Reset condition detected before executing command 
Issued DIAG START command after nexus established 











Self-diagnosis performed with good result 
Self-diagnosis performed with no-good result 
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(5) DIAG END 


CODE STEP Interrupt Source and SPC Operation 
Reset condition detected after executing command 


Terminated normally 


65H 00H (1) DIAG END command issued even though DIAG START was not issued 
(2) DIAG END command issued after issuing DIAG START and reporting ‘DIAG 
No-GOOD interrupt. 





(6) COMMAND PAUSE 


CODE STEP Interrupt Source and SPC Operation 


67H 01H Command Pause accepted (If Command Pause accepted in phases other than 
arbitration and data phases, interrupt is not reported.) 





(7) SET RST, RESET RST 


CODE STEP Interrupt Source and SPC Operation 





Terminated normally 
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B.4. Automatic Selection/Reselection Response 


a. Automatic Reselection Response 


CODE STEP Interrupt Source and SPC Operation 
01H Reset condition detected before nexus 
01H After reselection phase, phase switched to message-in phase but reset condition 
detected during transfer (Note 1) 


24H 01H After reselection phase, SPC switched to message-in phase but parity error de- 
tected in input data from SCSI bus 
(1) If received message one-byte or two-byte message, interrupt reported after 
receiving all bytes 
(2) If received message extended message, interrupt reported after receiving two 
bytes when detected at first or second byte, and after receiving all bytes when 
detected at third and later byte 


After reselection phase, SPC switched to message-in phase but more than speci- 
fied REQ/ACK timeout time elapsed during transfer (Note 1) 


31H 01H After reselection phase, SPC switched to message-in phase but bus free state 
detected during transfer (Note 1) 


32H 01H After reselection phase, SPC switched to message-in phase but target changed 
phase during transfer (Note 1) 


64H OOH (1) Arbitration failed and reselection made while waiting for the next bus free 
state 
After reporting this interrupt, the result of the operation (automatic selection re- 
sponse mode or user program operation) specified after reselection is reported. 
(2) When command received, reselection already made and operation specified 
after reselection executed 
This interrupt is reported after reporting the result of the specified operation. 


After reselection phase, SPC switched to message-in phase but received mes- 
sage was extended message and 33 bytes or more long 
The message is received up to the second byte. 


Nexus established but bus free state detected before transfer 
SPC reselected as initiator by target (Note 2) 


94H OOH After SPC reselected as initiator by target, it switched to message-in phase and 
attempted to receive one message but the message not received due to data re- 
maining in Receive MCS Buffer 

BOH 01H SPC reselected as initiator by target, after reselection phase, SPC switched to a 
phase other than message-in phase 

B1H 02H SPC reselected as initiator by target, after reselection phase, SPC switched to 
message-in phase, and one message received 


Notes: 
Note 1. Terminated concurrently with detection 


Note 2. This interrupt/step code is reported even if the automatic reselection response mode is not set. 
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b. Automatic Selection Response 


CODE STEP Interrupt Source and SPC Operation 


01H Reset condition detected before nexus 


=a After selection phase, SPC switched to message-out phase but reset condition 
detected during transfer (Note 1) 


After selection phase, identify message received and attempt made to receive 
one message, but reset condition detected during transfer (Note 1) 


92H After selection phase, identify message received and attempt made to receive 
one command, but reset condition detected during transfer (Note 1) 


93H After selection phase, identify message and one command received, ATN signal 
from initiator detected, and SPC switched to message-in phase, but reset condi- 
tion detected during transfer (Note 1) 


BiH After selection phase, SPC switched to command phase but reset condition de- 
tected during transfer (Note 1) 


B2H After selection phase, one command received, ATN signal from initiator detected, 
and SPC switched to message-in phase, but reset condition detected during 
transfer (Notes 1, 2, & 4) 


81H After selection phase, SPC switched to message-out phase but parity error de- 
tected in input data from SCSI bus (Note 1) 


82H After selection phase, identify message received and attempt made to receive 
one message, but parity error detected in input data from SCSI bus (Note 1) 


92H After selection phase, identify message received and attempt made to receive 
one command, but parity error detected in input data from SCSI bus (Note 1) 


93H After selection phase, identify message and one command received, ATN signal 
from initiator detected, and SPC switched to message-in phase, but parity error 
detected in input data from SCSI bus (Note 1) 


B1H After selection phase, SPC switched to command phase but a parity error de- 
tected in input data from SCSI bus (Notes 1 and 2) 


B2H After selection phase, one command received, ATN signal from initiator detected, 
and SPC switched to message-in phase, but parity error detected in input data 
from SCSI bus (Notes 1, 2, & 4) 


2CH 81H After selection phase, SPC switched to message-out phase but more than speci- 
fied REQ/ACK timeout time elapsed (Note 1) 


82H After selection phase, identify message received and attempt made to receive 
one message, but more than specified REQ/ACK timeout time elapsed (Note 1) 


92H After selection phase, identify message received and attempt made to receive 
one command, but more than specified REQ/ACK timeout time elapsed (Note 1) 


After selection phase, identify message and one command received, ATN signal 
from initiator detected, and SPC switched to message-in phase, but more than 
specified REQ/ACK timeout time elapsed (Note 1) 





(Continued) 
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CODE STEP Interrupt Source and SPC Operation 


2CH B1H After selection phase, SPC switched to command phase but more than specified 
REQ/ACK timeout time elapsed (Notes 1 and 2) 


B2H After selection phase, one command received, ATN signal from initiator detected, 
and SPC switched to message-in phase, but more than specified REQ/ACK time- 
out time elapsed (Notes 1, 2, & 4) 
64H 00H 


(1) Arbitration failed and selection made while waiting for the next bus free state 
After reporting this interrupt, the result of the operation (automatic selection re- 
sponse mode or user program operation) specified after selection is reported. 
(2) When command received, selection already made and operation specified 
after selection executed 

This interrupt is reported after reporting the result of the specified operation. 


After selection phase, SPC switched to message-out phase but received mes- 
sage 33 bytes or more long 
The message is received up to two bytes and terminated. 


After selection phase, identify message received, ATN signal from initiator de- 
tected, and SPC switched to message-in phase, but received message 33 bytes 
or more long 

The message is received up to two bytes and terminated. 


After selection phase, identify message and one command received, ATN signal 
from initiator detected, and SPC switched to message-in phase, but received 
message 33 bytes or more long 

The message is received up to two bytes and terminated. 


B2H After selection phase, one command received, ATN signal from initiator detected, 
and SPC switched to message-in phase, but received message 33 bytes or more 
long (Notes 2 and 4) 

The message is received up to two bytes and terminated. 


SPC selected as target by initiator (Note 6) 


SPC selected as target by initiator and ATN generated by initiator detected 
(Note 6) 


SPC selected as target by initiator and attempted to receive one message transit- 
ing to command phase but the message not received due to data remaining in 
Receive MCS Buffer (Note 2) 


67H 
80H 


SPC selected as target by initiator, ATN generated by initiator detected, and at- 
tempted to receive one message transitting to message-out phase but the mes- 
sage not received due to data remaining in Receive MCS Buffer 





(Continued) 
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CODE STEP Interrupt Source and SPC Operation 


AOH 81H SPC selected as target by initiator but ATN signal not asserted in selection phase 
(Note 3) 
SPC selected as target by initiator and after selection phase one message other 
than identify message received 


SPC selected as target by initiator and after selection phase one message other 
than identify message received and attention condition generated by initiator de- 
tected 


SPC selected as target by initiator and after selection phase illegal identify mes- 
sage received and attention condition generated by initiator detected 


SPC selected as target by initiator and after selection phase illegal identify mes- 
sage received 


SPC selected as target by initiator, after selection phase identify message re- 
A3H ceived, attention condition generated by initiator detected and one message re- 
ceived 


84H SPC selected as target by initiator, after selection phase identify message re- 
ceived, attention condition generated by initiator detected and one message re- 
ceived, but attention condition generated by initiator further detected 


SPC selected as target by initiator and after selection phase attempt made to re- 
ceive CDB, but the CDB undefined (Note 2) Terminates receiving first byte of 
CDB 


SPC selected as target by initiator and after selection phase identify message re- 
ceived and attempt made to receive CDB, but the CDB undefined Terminates re- 
ceiving first byte of CDB 


A6H B2H SPC selected as target by initiator and after selection phase one CDB received 
(Note 2) 
SPC selected as target by initiator and after selection phase identify message and 
one CDB received 


SPC selected as target by initiator and after selection phase one CDB received, 
ATN signal from initiator detected, and one message received (Notes 2 & 4) 


SPC selected as target by initiator and after selection phase one CDB received, 
ATN condition from initiator detected, and one message received, but ATN condi- 
tion detected again (Notes 2 & 4) 


SPC selected as target by initiator and after selection phase identify message and 
one CDB received, ATN condition from initiator detected, and one message re- 
ceived 


SPC selected as target by initiator and after selection phase identify message and 
one CDB received, ATN condition from initiator detected, and one message re- 
ceived, but ATN condition from initiator detected again 


SPC selected as target by initiator and after selection phase one CDB received 
and ATN condition from initiator detected (Notes 2 & 5) 
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Notes: 
Note 1. Terminated concurrently with detection 


Note 2. Reported only when message or command phase is set in the phase setting after selection in the 
SEL/RESEL operation mode setting register. 


Note 3. Reported when only message phase is set in the phase setting after selection in the SEL/RESEL 
operation mode setting register. 


Note 4. Reported when automatic receive mode is set 
Note 5. Reported when automatic receive mode is not set 


Note 6. Reported when automatic selection response mode is not set in the SEL/RESEL operation mode 
setting register 


App-68 


APPENDIX C FUJITSU 


APPENDIX C. COMMAND QUEUING 


The execution of command queuing requires the following items. 


(1) Using user program 
(2) Assigning part of user program area to command queuing area 
(3) Managing queuing strings by host MPU 


Example: System composed of two initiators and two LUNs 





SCSI Bus 


To write three command descriptor blocks (CDBs) to one queue, assign part of the user program area to the 
command queuing area and assign the area for three CDBs to each queue (assigning 12 bytes as one CDB). 


000h 


User program area 


76Fh 
770h 


Command queuing area 144 bytes os Sue Eo 
——-+» | INIT 7 | Addresses 770h to 793h | Addresses 794h to 7B7h 
INIT 6 | Addresses 7B8h to 7DBh | Addresses 7DCh to 7FF 


In order to store the received CDBs, set the RECEIVE CMD command as the user program command to ad- 
dresses assigned for each queue. 





7FFh 
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¢ Operation sequence 
Set the automatic selection response bit in the SEL/RESEL operation mode register to ‘1’. 


If the initiator performs command queuing through a sequence shown in Figure C-1 below, the MSG Receive 
with Identify-MSG interrupt is reported. 


After checking the initiator ID with the nexus status register (addr : 03h), analyze the ident ify—MSG with the 
host MPU to analyze the LUN for queuing. Define one of four queues. 


Then, use the user program RECEIVE CMD command to write the CDBs to the command queuing area. Atthis 
time, the host MPU specifies the operand for the RECEIVE CMD command (the location of the empty area). 


The host MPU should manage the starting address of the command queuing area to which Queue-TAG MSG, 
Queue-TAG Value and CDB are written, as one block, as listed in Table below. 


INIT 7 Queue-TAG Value 
SPC queuing address 


Initiator Target 


Selection (Selection response) 


Issue identify—MSG. Receive identify—MSG. 


Issue Queue-TAG MSG. Receive identify—MSG. 
Issue Queue-TAG Value. Receive Queue-TAG Value. 


“MSG received with idendify-MSG” 


Receive CMD from address 770h. 


The value of CDB can be determined by 
the compare command (COMPARE). 


SEND CMD 


user program 
operation 





Figure C-1. Sequence for Command Queuing 
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APPENDIX D. PACKAGE DIMENSIONS 


The MB86605 is housed in a 144-pin plastic shrink QFP package. The package dimension is shown in the 
figure below. (Package code : FPT-144P-M05) 


(FPT-144P-M05) 


22.80=0.20 og 
(.890=.008) 


0.05(.002)MIN 


(STAND OFF) 
ie 2 


21.60(.850) 
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